CONTRACT NO. 64B81
COUNTY SHEET

F.AP TOTAL
RTE. | SECTION SHEETS| NO

101M&TS BOONE 5 11

= ci\pro jects\p2@BI26\sB0I05typ.dgn

PLOT SCALE = 50.8002 ‘/ IN.

USER NAME

= Thu Dec 07 13:15:82 2805

= polziney

PLOT DATE
FILE NAME

SQUAW PRAIRIE RD i

FED. ROAD DIST. NO. 1ILLINOISl FED, AID PROJECT

STA. 231+00 TO STA. 233+43.9
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SLOPE CORRECTION
LEVELING BINDER (MM), N50

= STRIP REFLECTIVE CRACK
CONTROL TREATMENT

EXISTING PAVEMENT
(3.2 - 7" BIT. THICKNESS)

** 9 3/4'" HOT-MIX ASPHALT BINDER COURSE,
IL 19.0, N50

#» 1" LEVELING BINDER (MM), N5O
*» 1 1/2" HOT-MIX ASPHALT SURFACE COURSE,

SCDDING

COMBINATION CONCRETE
CURB & GUTTER,
TYPE B-6.24
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——TOPSOIL EXCAVATION

AND PLACEMENT - 4"

----- SUB-BASE GRANULAR MATERIAL, TYPE A
(VARIABLE DEPTH OF 18" - 24")
(SEE SUB-BASE SCHEDULE)

* CAO6 OR CAIO
** HOT-MIX ASPHALT SHOULDERS, 5 1/2”

L 2 1/2" HOT-MIX ASPHALT SURFACE

COURSE, MIX "C, N50

sz rrr
(0 EXISTING
3 A

MIX /D", N50
— GEOTECHNICAL FABRIC FOR GROUND STABILIZATION
SQUAW PRAIRIE RD
STA., 233+43.9 TO STA. 236+00
¢ SQUAW PRAIRIE RD
|
6’ SHLD. 12 THRU LANE 14" & VAR. 12 THRU LANE 6’ SHLD.
* LT TURN LANE
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SIS

l
SLOPE CORRECTION
LEVELING BINDER (MM), N50

STRIP REFLECTIVE CRACK
CONTROL TREATMENT
EXISTING PAVEMENT
(3.2" - 7" BIT. THICKNESS)

** 9 3/47 HOT-MIX ASPHALT BINDER COURSE,
IL 19.0, N50
~#» 17 LEVELING BINDER (MM), N50

x| 1/2" HOT-MIX ASPHALT SURFACE COURSE,
MIX D", N50

SODDING

COMBINATION CONCRETE ———/

CURB & GUTTER,
TYPE B-6.24

NOTES:
* INCLUDED IN THE COST OF SUB-BASE GRANULAR MATERIAL, TYPE A (VAR. DEPTH OF 18'-24")
** RATE OF APPLICATION = 112 LB/SQ YD/IN
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N\ TOPSOIL EXCAVATION
AND PLACEMENT - 4

SUB-BASE GRANULAR MATERIAL, TYPE A
(VARIABLE DEPTH OF 18" - 24')
(SEE SUB-BASE SCHEDULE)

— « CAO6 OR CAIQO

— ** HOT-MIX ASPHALT SHOULDERS, 5 1/2”

f—— *x 2 1/2"" HOT-MIX ASPHALT SURFACE COURSE,
MIX “C’, N50

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

PROPOSED TYPICALS




