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g Class SI Concrete shall be used throughout.
'L The Curb and Gutter inlet will be paid for at the contract

unit price per cubic yard for Class SI Concrete (OUTLETS),

SECTION A-A Joints shail be constructed in accordance with the
requirementsof Article 606.07 of the
Standard Specifications.

30,41 flexible pavement, a 1 expansion joint shall be
installed gt construction joints.

“ When curb and gutter Is constructed adjacent to
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1Y 9
.

SECTION C-C

EROSION

CONTROL DETAILS

FOR SILT FENCE

F.ALP.
RTE.

SECTION

COUNTY

TOTAL
SHEE

SHEET
NO,

+754

10IM&TS

BOONE

a5

58

w

TA.

TO STA.

FED. ROAD DIST. NO. |ILLINO[S] FED. AID PROJECT

IL 76)

S

ROADWAY

SHOULDER

3m (107)
MIN.

SILT FENCE~—

GEOTEXTILE FABRIC \

N

HOG RINGS - ON 14-GAUGE
STEEL WIRE *
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h\TRENCH - 150 x 150 (6 x &) (MINIMUM)

DETAILS OF SILT FENCE

* FOR BELTLESS FABRIC ONLY
POSTS AT 2.4m (8") SPACING

FORE OR BACKSLOPE

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS

OTHERWISE NOTED.
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