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SECTION COUNTY

                           151  10 

TOTAL

SHEETS

SHEET

NO.
F.A.I.

RTE.

CONTRACT NO. 70547

D5 CABLE GUARD 2007-2

57&74

CHAMPAIGN, DEWITT & DOUGLAS

*
**

* **

STRIPE

WHITE

SLOPE:  3/16 "/FT

12’-0"

56’-0"

68’-0"

12’-0"6’-0"

SLOPE:  5/8 "/FT

C.R.P.C.C.

PAVEMENT, 7"

SUBBASE GRANULAR

MATERIAL, TYPE C, 4"

BITUMINOUS CONCRETE OVERLAY

5" - TOTAL THICKNESS

1:6
 &

 V
AR.

PIPE UNDERDRAINS, 4" (SPECIAL)

(SPACING VARIES 200’ TO 500’|)

CONCRETE HEADWALLS

FOR PIPE UNDERDRAINS

BITUMINOUS SHOULDER OVERLAY

3 1/4 " - TOTAL THICKNESS

EARTH

SHOULDER

EXISTING TYPICAL CROSS SECTION

STATION        TO         STATION

470+00.00                 502+70.76

I-57 SOUTHBOUND DRIVING LANE

PIPE UNDERDRAINS, 4"

STABILIZED SHOULDER, 7"

12’-0"

56’-0"

68’-0"

12’-0"

PROPOSED TYPICAL CROSS SECTION

STATION        TO         STATION

470+00.00                 502+70.76

I-57 SOUTHBOUND DRIVING LANE

8’-0"10’-0"

* * *

*TO ~ MEDIAN FAI 57

HTCMB

PIPE UNDERDRAINS, 4" (SPECIAL)

MATCH EXISTING

GROUND

SLOPE

BREAK

4’-0"

SLOPE: 1:6 & VAR.

SLOPE: 1
:6

 O
R F

LATTER

96’-0" 86’-0" 78’-0"

10’-0"

SLOPE: 1
:6

 O
R F

LATTER

TUSCOLA

LOCATION #1

TYPICAL CROSS SECTION  LOCATION #1  TUSCOLA

4"

WEED CONTROL MOWING STRIP (SPECIAL)

EARTH

EXCAVATION

REMOVE AND REINSTALL CONCRETE HEADWALL FOR PIPE UNDERDRAIN

(SPACING VARIES 200’ TO 500’|)


