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D5 CABLE GUARD 2007-2

57&74

CHAMPAIGN, DEWITT & DOUGLAS

*
**

* **

EXISTING TYPICAL CROSS SECTION

PROPOSED TYPICAL CROSS SECTION

STATION        TO         STATION

216+00.00                 217+50.00

I-57 MEDIAN

12’-0"

12’-0" & VAR.

4’-0"

STRIPE

YELLOW

12’-0" MIN. & VAR.

SLOPE:  3/16 "/FTSLOPE:  3/16 "/FT

STATION        TO         STATION

216+00.00                 217+50.00

I-57 MEDIAN

SLOPE VARIES IN SUPERELEVATION AREAS

WITH A MAXIMUM OF 0.08 FT/FT DIFFERENCE

IN PAVEMENT SLOPE AND SHOULDER SLOPE

*

12’-0" 56’-0"

32’-0"

12’-0" MIN. & VAR. 12’-0" & VAR.

4’-0"

4’-0"
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32’-0"

28’-0"

**
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YELLOW

*
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2’-0" 2’-0"

PIPE

UNDERDRAIN, 4"

P.C. CONCRETE

PAVEMENT, 10"

SUBBASE GRANULAR

MATERIAL, 6"

STABILIZED

SHOULDERS, 9"

BITUMINOUS

SHOULDERS, 6 1/4 "

AGGREGATE

SHOULDERS

BITUMINOUS CONCRETE

OVERLAY, 3 1/4 "

12’-0"12’-0" 56’-0"

32’-0"

4’-0"

28’-0"

32’-0"

28’-0"

19’-0"

9’-0"

SLOPE BREAK

TYPICAL

SLOPE BREAK

TYPICAL

SLOPE BREAK

TYPICAL

4’-0"

4’-0"

HTCMB

NORTH

HTCMB

SOUTH

SLOPE: 1:6 OR FLATTER

SLOPE: 1:6 OR FLATTER

SLOPE: 1:6 OR FLATTER

PESOTUM

LOCATION #2

TYPICAL CROSS SECTION  LOCATION #2  PESOTUM

WEED CONTROL MOWING STRIP (SPECIAL)

(SEE NOTE)

2’-0"

AGGREGATE SHOULDERS,

TYPE B

4"

4"

EARTH

EXCAVATION

FURNISHED

EXCAVATION

4’-0"

NOTE:

MINIMUM THICKNESS OF MOWING STRIP SHALL BE 4".


