
TO BE USED:

STA 1+92.5 TO STA 2+36

TO BE USED:

STA 2+36 TO STA 3+25
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TYPICAL SECTIONS - GREENBRIAR ROAD              

              

              

              

   

   

        

   

SHEET    OF    SHEETS STA.          TO STA.           

5

12’ 12’12’6’ 6’12’

8 8

COMBINATION CONCRETE

CURB AND GUTTER TYPE B-6.24

COMBINATION CONCRETE

CURB AND GUTTER TYPE B-6.24

POLYMERIZED HOT MIX ASPHALT SURFACE COURSE

MIX E, N105, 1 1/2"

POLYMERIZED HOT MIX ASPHALT BINDER COURSE

N105, IL-19.0, 2 3/4"

~

GREENBRIAR

PROPOSED

EXISTING 
~

TYPICAL SECTIONS

4’

5.5’

PROPOSED BIKE LANE

EXIST. PCC PAVMENT 

EXIST. HOT-MIX PAVEMENT

PAVED SHOULDER REMOVAL

COMBINATION CURB AND GUTTER REMOVAL

PAVEMENT REMOVAL

1

2

3

4

5

6

EXIST. HOT-MIX ASPHALT SHOULDERS

7 MEDIAN REMOVAL

8 HOT-MIX ASPHALT SURFACE REMOVAL, 1-1/2"

5

12’ 12’12’6’ 6’

8 8

COMBINATION CONCRETE

CURB AND GUTTER TYPE B-6.24

POLYMERIZED HOT MIX ASPHALT SURFACE COURSE

MIX E, N105, 1 1/2"

POLYMERIZED HOT MIX ASPHALT BINDER COURSE

N105, IL-19.0, 2 3/4"

~

GREENBRIAR

PROPOSED

EXISTING 
~

4’

5.5’

PROPOSED BIKE LANE

LEFT TURN LANE THRU LANE THRU LANE

THRU LANE THRU LANE THRU LANELEFT TURN LANELEFT TURN LANE

LEFT TURN LANE

PROPOSED BIKE LANE

4’

12’

THRU LANE

PROPOSED BIKE LANE

4’5’

SUB-BASE GRANULAR MATERIAL, TYPE A, 12"

3.583’

2’

2.0%

CONCRETE SIDEWALK, 5"

PROP. PORTLAND CEMENT 

3:1

2.0% 2.0% 2.0%

2.0% 2.0% 2.0%

HOT MIX ASPHALT BASE COURSE, 5 1/4"

HOT MIX ASPHALT BASE COURSE, 5 1/4"

PROP. PROCESSING LIME STABILIZED SOIL MIXTURE, 12"

PROP. PROCESSING LIME STABILIZED SOIL MIXTURE, 12"

*
* *

* * *

*- MATCH EXISTING SLOPE

POLYMERIZED HOT MIX ASPHALT SURFACE COURSE

MIX E, N105, 1 1/2"

POLYMERIZED HOT MIX ASPHALT SURFACE COURSE

MIX E, N105, 1 1/2"

50:1

3:1

50:1

3:1


