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SCALE: 1'' = 20' STA. TO STA.

305

SECTION

ILLINOIS FED. AID PROJECT

COUNTY
SHEETS

TOTAL SHEET

NO.RTE.

F.A.P.

TRAFFIC SIGNAL INSTALLATION PLAN

WILLOW ROAD AND LANDWEHR ROAD
2021-048-RS

CONTRACT NO. 62N80

61 35COOK
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APS
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REMOVE EX PED. PUSH-BUTTON
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'

6'9'6'9'

6'

6
'

36' MA

22' MA

3
2
' 

M
A

2
4
' 

M
A

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

DRILL EXISTING HANDHOLE (2)

30'-UC-2"

20'-UC-2"

260'-E-2"

69'-E-4"

8'-E-2.5"

26'-E-3"
46'-E-4"

5'-E-3"

4'-E-3"

252'-E-2"

53'-E-4"

41'-E-5"

52'-E-5"

71'-E-4"

43'-E-5"

114'-E-2.5" 18'-E-2.5"

38'-E-3"

250'-E-2"

5'-E-(2)4"

9'-E-3.5"
46'-E-4"

8'-E-2.5"

107'-E-2.5"
36'-E-4"

256'-E-2"
63'-E-4"

0 20

SCALE IN FEET

40 60

ECON 83

TS 5920

LANDWEHR ROAD

WILLOW ROAD
WILLOW ROAD

RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD

RELOCATE EXISTING PEDESTRIAN SIGNAL HEAD

EX INTERCONNECT TO I-294 EAST RAMPS

EX INTERCONNECT TO PFINGSTEN ROAD

NOTES:

1

1

APPROX. STA 15+73.2, 51.2' RT

PEDESTRIAN SIGNAL POST, 10'

APPROX. STA 15+69.2, 57.1' RT

PEDESTRIAN SIGNAL POST, 10'

1" CNC (TYP)

PAY ITEMS.

WHICH SHALL BE CONSIDERED AS INCLUDED IN THE PAINTING 

PROVIDING TRAFFIC CONTROL DURING PAINTING OPERATIONS, 

OF ‘BLACK’ PAINT.  THE CONTRACTOR SHALL RESPONSIBLE FOR 

HOUSINGS, AND BRACKETS SHALL BE PAINTED WITH TWO COATS 

THE STEEL MAST ASSEMBLIES AND POLES, SIGNAL POSTS, SIGNAL 

SECTION 851 OF THE STANDARD SPECIFICATIONS, EXCEPT THAT 

CABINET, SHALL BE PAINTED IN PLACE IN ACCORDANCE WITH 

ALL TRAFFIC SIGNAL EQUIPMENT, EXCEPT FOR THE CONTROLLER 2.

STATED IN THE TRAFFIC SIGNAL SPECIFICATIONS.

THE ADJACENT HANDHOLE AS SHOWN ON THE PLANS AND AS 

NON-METALLIC CONDUIT BETWEEN THE EDGE OF PAVEMENT AND 

EACH DETECTOR LOOP SHALL HAVE ITS OWN 1" COILABLE 1.

1

2
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SECTION

ILLINOIS FED. AID PROJECT

COUNTY
SHEETS

TOTAL SHEET

NO.RTE.

F.A.P.

TRAFFIC SIGNAL INSTALLATION PLAN

WILLOW ROAD AND PATRIOT BOULEVARD
2021-048-RS

CONTRACT NO. 62N80

61 41COOK

EM
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+
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APS

APS

APS

APS
APS

APS

APS

APS

APS

APS

APS

APS

4
4
' 

M
A

4
4
' 

M
A

42' MA

42' MA

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND REPLACE WITH PR APS PED. PUSH-BUTTON

ECON 83

TS 5932

0 20

SCALE IN FEET

40 60

265'-E-2"

108'-E-2"

8'-E-2.5"

22'-E-1.5"

60'-E-3"
225'-E-2"

56'-E-3.5"

4'-E-3.5"

86'-E-4" 90'-E-4"

6'-E-3.5"

88'-E-4"
88'-E-4"

14'-E-2.5"

300'-E-2"
58'-E-3.5"

226'-E-2"
58'-E-3"

42'-E-1.5"

23'-E-1.5"

5'-E-(3)4"
102'-E-(2)4"

87'-E-(2)4"

240'-E-2"

PATRIOT BOULEVARD

WILLOW ROAD

WILLOW ROAD

EX INTERCONNECT TO SHERMER ROAD EX INTERCONNECT TO OLD WILLOW ROAD

NOTES:

1

2

1

PAY ITEMS.

WHICH SHALL BE CONSIDERED AS INCLUDED IN THE PAINTING 

PROVIDING TRAFFIC CONTROL DURING PAINTING OPERATIONS, 

OF ‘BLACK’ PAINT.  THE CONTRACTOR SHALL RESPONSIBLE FOR 

HOUSINGS, AND BRACKETS SHALL BE PAINTED WITH TWO COATS 

THE STEEL MAST ASSEMBLIES AND POLES, SIGNAL POSTS, SIGNAL 

SECTION 851 OF THE STANDARD SPECIFICATIONS, EXCEPT THAT 

CABINET, SHALL BE PAINTED IN PLACE IN ACCORDANCE WITH 

ALL TRAFFIC SIGNAL EQUIPMENT, EXCEPT FOR THE CONTROLLER 1.
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SCALE: 1'' = 20' STA. TO STA.

305

SECTION

ILLINOIS FED. AID PROJECT

COUNTY
SHEETS

TOTAL SHEET

NO.RTE.

F.A.P.

TRAFFIC SIGNAL INSTALLATION PLAN

WILLOW ROAD AND OLD WILLOW ROAD
2021-048-RS

CONTRACT NO. 62N80

61 43COOK

H

 135+00

APS
APS
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6
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6'9'6'9'6'

6
'
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6
'
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6
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M
A

2
4
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M
A

DRILL EXISTING DOUBLE HANDHOLE

ECON 83

TS 5930

0 20

SCALE IN FEET

40 60

97'-E-2.5"

67'-E-2"

46'-E-2.5"

27'-E-2.5"

4'-E-2"

250'-E-1.25"

49'-E-4"

75'-E-4"

70'-E-2"
12'-E-2.5"

238'-E-2"

27'-E-2.5"5'-E-(2)4"

10'-E-1.5"

33'-E-2.5"

137'-E-5"

6
'

6
'

6
'

OLD WILLOW RD

WILLOW ROAD WILLOW ROAD

PER D1 STD PD-01A

PROPOSED CURB RAMP IMPROVEMENTS

PER D1 STD PD-05A

PROPOSED CURB RAMP IMPROVEMENTS

APS

APS

DRILL EXISTING DOUBLE HANDHOLE X2

DRILL EXISTING HANDHOLE

APPROX. 15'-UC-2"

APPROX. 35'-UC-2"

APPROX. STA 135+02, 37' LT

ADJACENT TO CURB RAMP PER D1 STD TS-05

PEDESTRIAN SIGNAL POST, 10'

APPROX. 17'-UC-2"

APPROX. STA 134+99, 62' RT

ADJACENT TO CURB RAMP PER D1 STD TS-05

PEDESTRIAN SIGNAL POST, 10'

APPROX . 34'-UC-2"

6
'

9
'

6
'

1
2
'

6
'

6
'

6
'

1
5
'

6
'

9
'

6
'

9
'

6
'

9
'

6
'

1
5
'

14'

15'

16'

17'

19'

12'

16'6'6'

3'14'3'3'6'3'

EX INTERCONNECT TO PATRIOT BOULEVARD

EX INTERCONNECT TO RAVINE WAY

NOTES:

1

1

1

1

1

PER D1 STD PD-1B

PROPOSED CURB RAMP IMPROVEMENTS

1 1

APPROX. STA 135+04, 55' RT

ADJACENT TO CURB RAMP PER D1 STD TS-05

PEDESTRIAN SIGNAL POST, 10'

APPROX. STA 134+08, 56' RT

ADJACENT TO CURB RAMP PER D1 STD TS-05

PEDESTRIAN SIGNAL POST, 10'

1" CNC (TYP)

1" CNC (TYP)

1" CNC (TYP)

1" CNC (TYP)

PAY ITEMS.

WHICH SHALL BE CONSIDERED AS INCLUDED IN THE PAINTING 

PROVIDING TRAFFIC CONTROL DURING PAINTING OPERATIONS, 

OF ‘BLACK’ PAINT.  THE CONTRACTOR SHALL RESPONSIBLE FOR 

HOUSINGS, AND BRACKETS SHALL BE PAINTED WITH TWO COATS 

THE STEEL MAST ASSEMBLIES AND POLES, SIGNAL POSTS, SIGNAL 

SECTION 851 OF THE STANDARD SPECIFICATIONS, EXCEPT THAT 

CABINET, SHALL BE PAINTED IN PLACE IN ACCORDANCE WITH 

ALL TRAFFIC SIGNAL EQUIPMENT, EXCEPT FOR THE CONTROLLER 2.

STATED IN THE TRAFFIC SIGNAL SPECIFICATIONS.

THE ADJACENT HANDHOLE AS SHOWN ON THE PLANS AND AS 

NON-METALLIC CONDUIT BETWEEN THE EDGE OF PAVEMENT AND 

EACH DETECTOR LOOP SHALL HAVE ITS OWN 1" COILABLE 1.

2
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SCALE: 1'' = 20' STA. TO STA.

305

SECTION

ILLINOIS FED. AID PROJECT

COUNTY
SHEETS

TOTAL SHEET

NO.RTE.

F.A.P.

TRAFFIC SIGNAL INSTALLATION PLAN

WILLOW ROAD AND RAVINE WAY
2021-048-RS

CONTRACT NO. 62N80

61 45COOK

 145+00

APS
APS

6'

6
'

6'

6'9'6'9'

6'

6
'

6
'

6
'

6
'

7
'

6
'

3
6
' 

M
A

4
4
' 

M
A

DRILL EXISTING HANDHOLE

ECON 83

TS 5931

0 20

SCALE IN FEET

40 60

100'-E-2.5" 58'-E-2.5"

41'-E-2.5"

118'-E-2"

83'-E-2"50'-E-2"

20'-E-2.5"

27'-E-2.5"

73'-E-4"

72'-E-4"

22'-E-2.5"
63'-E-2"

50'-E-2"

32'-E-2.5"
243'-E-2" 88'-E-2"

6'-E-1.5"

5'-E-(2)4"

66'-E-4"

21'-E-2.5"

82'-E-4"

RAVINE WAY

WILLOW ROAD

WILLOW ROAD

PER D1 STD PD-06A

PROPOSED CURB RAMP IMPROVEMENTS

APPROX. 17'-UC-2"

1
5
'

6
'

9
'

6
'

9
'

6
'

9
'

6
'

11'6'

6'

3'6'6'6'6'6'6'6'3'

EX INTERCONNECT TO OLD WILLOW ROAD

EX INTERCONNECT TO WESTLEIGH DRIVE/FOUNDERS DRIVE

NOTES:

1

1

1

1

1

1

APPROX. STA 143+49, 73' RT

ADJACENT TO CURB RAMP PER D1 STD TS-05

PEDESTRIAN SIGNAL POST, 10'

1" CNC (TYP)

1" CNC (TYP)

1" CNC (TYP)

1" CNC (TYP)

PAY ITEMS.

WHICH SHALL BE CONSIDERED AS INCLUDED IN THE PAINTING 

PROVIDING TRAFFIC CONTROL DURING PAINTING OPERATIONS, 

OF ‘BLACK’ PAINT.  THE CONTRACTOR SHALL RESPONSIBLE FOR 

HOUSINGS, AND BRACKETS SHALL BE PAINTED WITH TWO COATS 

THE STEEL MAST ASSEMBLIES AND POLES, SIGNAL POSTS, SIGNAL 

SECTION 851 OF THE STANDARD SPECIFICATIONS, EXCEPT THAT 

CABINET, SHALL BE PAINTED IN PLACE IN ACCORDANCE WITH 

ALL TRAFFIC SIGNAL EQUIPMENT, EXCEPT FOR THE CONTROLLER 2.

STATED IN THE TRAFFIC SIGNAL SPECIFICATIONS.

THE ADJACENT HANDHOLE AS SHOWN ON THE PLANS AND AS 

NON-METALLIC CONDUIT BETWEEN THE EDGE OF PAVEMENT AND 

EACH DETECTOR LOOP SHALL HAVE ITS OWN 1" COILABLE 1.

1

2
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Scott.Pearce
Delta 2



S
E

E
 
N

E
X

T
 
S

H
E

E
T
 

M
A

T
C

H
L
IN

E
 
S

T
A
 
1
5
5

+
0
0

S
E

E
 
N

E
X

T
 
S

H
E

E
T
 

M
A

T
C

H
L
I N

E
 
S

T
A
 
1
6
0

+
0
0

NFO 2/8/20231

2 NFO 2/28/2023

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
ENGINEERING

P 312.425.9560 | F 312.425.9564 | www.infrastructure-eng.com

1 South Wacker | Suite 2650 | Chicago, IL 60606

INCORPORATED

D
e
fa

u
lt

P
:\

P
-2

0
\2

0
-4

0
9
4
-0

0
 
ID

O
T
 
V
a
r
io

u
s
 
P
h
a
s
e
 
2
 
(P

T
B
 
1
9
6
 
It
e

m
 
1
6
)\

W
O
 
2
6
 
6
2

N
8
0
\D

G
N
\C

A
D

D
_
S
h
e
e
ts
\D

1
6
2

N
8
0
-S

H
T
-T

S
-3

6
.d

g
n

F
IL

E
 
N

A
M

E
:

M
O

D
E

L
:

USER NAME notte=

PLOT SCALE = 40.0000 ' / in.

DESIGNED

DRAWN

CHECKED

DATE -

-

-

- NFO

NFO

ACL

12/08/2022

REVISED

REVISED

REVISED -

-

-
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SECTION

ILLINOIS FED. AID PROJECT

COUNTY
SHEETS

TOTAL SHEET

NO.RTE.

F.A.P.

TRAFFIC SIGNAL INSTALLATION PLAN

WILLOW ROAD AND WESTLEIGH/FOUNDERS DRIVE
2021-048-RS

CONTRACT NO. 62N80

61 47COOK

WV

WV

 155+00  160+006
'

6
'

6
'

6
'

38' MA

3
8
' 

M
A 2
2
' 

M
A

5
5
' 

M
A

40' MA

2
2
' 

M
A

APS
APS

APS

APS

APS

APS

APS

APS

DRILL EXISTING DOUBLE HANDHOLE (2)

DRILL EXISTING DOUBLE HANDHOLE

DRILL EXISTING HANDHOLE

ECON 83

TS 5933

0 20

SCALE IN FEET

40 60

7'-UC-2"

6'-UC-2"

21'-UC-2"

17'-UC-2"

19'-E-3"20'-E-2.5"

34'-E-2.5"

223'-E-2"34'-E-3"
61'-E-4"

73'-E-4"

84'-E-2"

150'-E-(2)4"

89'-E-2"

600'-E-2"

258'-E-2"

400'-E-2"
7'-E-2.5"

42'-E-3"

17'-E-2"

6'-E-2.5"

5'-E-(2)5"

55'-E-4"

36'-E-3"

87'-E-4"

REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND 

REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND 

REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND 

WESTLEIGH DRIVE

WILLOW ROAD
WILLOW ROAD

FOUNDERS DRIVE

6'9'6'10'

10'6'9'6'

APPROX. STA 158+09.3, 81.3' LT

PEDESTRIAN SIGNAL POST, 10'

1
5
'

6
'

9
'

6
'

9
'

6
'

1
0
'

6
'

9
'

6
'

1
5
'

6
'

9
'

6
'

9
'

6
'

9
'

6
'

9'

13'

17'
14'

23'6'6'

3'6'3'

3'7'3'

1
0
'

6
'

9
'

6
'

8'

10'

14'

18'

6'6'6'6'22'

3'6'6'6'

3'6'6'6'3'

NOTES:

STATED IN THE TRAFFIC SIGNAL SPECIFICATIONS.

THE ADJACENT HANDHOLE AS SHOWN ON THE PLANS AND AS 

NON-METALLIC CONDUIT BETWEEN THE EDGE OF PAVEMENT AND 

1. EACH DETECTOR LOOP SHALL HAVE ITS OWN 1" COILABLE 

1

APPROX. STA 156+69.0, 61.4' LT

PEDESTRIAN SIGNAL POST, 10'

APPROX. STA 156+80.9, 70.7' LT

PEDESTRIAN SIGNAL POST, 10'

 REPLACE WITH PR APS PED. PUSH-BUTTON

REMOVE EX PED. PUSH-BUTTON AND

APPROX. STA 156+76.4, 63.7' RT

PEDESTRIAN SIGNAL POST, 10'

1" CNC (TYP)

1" CNC (TYP)

1" CNC (TYP)

1" CNC (TYP)

1" CNC (TYP)

1

1

1

1

PAY ITEMS.

WHICH SHALL BE CONSIDERED AS INCLUDED IN THE PAINTING 

PROVIDING TRAFFIC CONTROL DURING PAINTING OPERATIONS, 

OF ‘BLACK’ PAINT.  THE CONTRACTOR SHALL RESPONSIBLE FOR 

HOUSINGS, AND BRACKETS SHALL BE PAINTED WITH TWO COATS 

THE STEEL MAST ASSEMBLIES AND POLES, SIGNAL POSTS, SIGNAL 

SECTION 851 OF THE STANDARD SPECIFICATIONS, EXCEPT THAT 

CABINET, SHALL BE PAINTED IN PLACE IN ACCORDANCE WITH 

ALL TRAFFIC SIGNAL EQUIPMENT, EXCEPT FOR THE CONTROLLER 2.

STATED IN THE TRAFFIC SIGNAL SPECIFICATIONS.

THE ADJACENT HANDHOLE AS SHOWN ON THE PLANS AND AS 

NON-METALLIC CONDUIT BETWEEN THE EDGE OF PAVEMENT AND 

EACH DETECTOR LOOP SHALL HAVE ITS OWN 1" COILABLE 1.

1

2
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