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1

- "FISH" SYMBOL DIRECTLY ON THE CURB BACK - FOR CURB INLET FRAMES

- "WATER" - FOR WATER SYSTEM STRUCTURE LIDS 

- "SANITARY" - FOR SANITARY MANHOLE LIDS 

- "STORM" - FOR STORM SEWER MANHOLE LIDS 

FOLLOWING WORDS:

VAULT SHALL HAVE CAST INTO THE LID "VILLAGE OF LISLE" ON ONE OR MORE OF THE

ADJUSTMENT, OR RECONSTRUCTION OF ANY MANHOLE, CATCH BASIN, INLET, OR WATER VALVE

ALL FRAMES WITH CLOSED LIDS BEING FURNISHED FOR THIS PROJECT AS  CONSTRUCTION,33.

GENERAL NOTES - SEWERS:

AMERICAN DATUM OF 1983 (NAD 83).

THE DATUM IS REFERENCED TO THE ILLINOIS STATE PLANE COORDINATES USING THE NORTH32.

ON SITE.

72-HOUR NOTICE TO VILLAGE PRIOR TO THE DESIRABLE WALK-THROUGH APPOINTMENT SESSION

FOR TREE ROOT PRUNING BEFORE CONSTRUCTION COMMENCEMENT.  PLEASE PROVIDE AT LEAST

CONTRACTOR SHALL SCHEDULE A WALK-THROUGH WITH VILLAGE PUBLIC WORKS 630-271-418031.

CASTING IN ACCORDANCE WITH ARTICLE 406.08.

CONSTRUCTED AND MAINTAINED AT BOTH UPSTREAM AND DOWNSTREAM ENDS OF THE UTILITY

STRUCTURES ARE TO BE ADJUSTED UNDER TRAFFIC, TEMPORARY RAMPS SHALL BE

ALL UTILITY STRUCTURES SHALL REMAIN ACCESSIBLE DURING CONSTRUCTION.  WHEN UTILITY30.

- FRAMES AND LIDS, TYPE 1, CLOSED LID

- FRAMES AND LIDS, TYPE 1, OPEN LID

- AGGREGATE WEDGE SHOULDERS, TYPE B

- MIXTURE FOR CRACKS, JOINTS, AND FLANGEWAYS

- SUPPLEMENTAL WATERING

- TREE ROOT PRUNING

- CLASS D PATCHES

- AGGREGATE SUBGRADE IMPROVEMENT

- REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL

A NOMINAL QUANTITY HAS BEEN INCLUDED FOR THE FOLLOWING PAY ITEMS:29.

WITH AN EXISTING SLOPE OVER 5%. 

INCLUDED DETAILS.  INDIVIDUAL DESIGN DETAILS HAVE BEEN PROVIDED FOR ALL LOCATIONS

ALL SIDEWALK CURB RAMPS SHALL BE COMPLIANT WITH ALL APPLICABLE ADA STANDARDS AND28.

ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT.

ADJACENT PROPERTY.  THE CONTRACTOR SHALL PROVIDE ACCESS TO ABUTTING PROPERTY AT

PEDESTRIANS WHERE CONSTRUCTION OPERATIONS IMPACT PUBLIC THOROUGHFARES AND

THE CONTRACTOR SHALL PROVIDE SAFE AND ORDERLY PASSAGE FOR TRAFFIC AND27.

OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE ENGINEER.

IN ORDER THAT THESE LOCATIONS CAN BE REESTABLISHED FOR STRIPING. EXACT LOCATIONS

OF ALL EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECTIVE PAVEMENT MARKERS)

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD THE LOCATIONS26.

DAMAGING THE REMAINDER OF THE DRIVEWAY PAVEMENT.

CONCRETE FROM THE DRIVEWAY FOR THE PURPOSE OF REPLACING THE FRAME WITHOUT

THE RESULT SHALL BE A CONDITION THAT WILL ALLOW FOR THE REMOVAL OF THE SQUARE OF

INCHES FROM THE CENTER OF THE LID FORMING A SQUARE "BOX-OUT" AROUND THE FRAME.

CONTRACTOR SHALL PLACE EXPANSION MATERIAL IN A BOX APPROXIMATELY EIGHTEEN (18")

WHEN A SEWER STRUCTURE FALLS WITHIN THE LIMITS OF A CONCRETE DRIVEWAY, THE25.

LEVEL.

BOXES WITHIN PAVEMENT RESURFACING SHALL BE ADJUSTED TO MEET THE FINISHED GRADE

FACILITATE EASY REMOVAL OF THE CAP AT MEET THE FINISHED GRADE.  ALL WATER SERVICE

SHALL BE A SMOOTH FINISHED "BOX-OUT" AROUND THE SERVICE BOX WHICH  SHALL

BE REMOVED OR TRIMMED TO MATCH THE FINISHED CONCRETE GRADE LEVEL. THE FINAL RESULT

4" HIGH DENSITY POLYETHYLENE (HDPE) PIPE TO SLEEVE THE BOX.  THE SLEEVE SHALL EITHER

CONTRACTOR  SHALL PROVIDE EITHER A SECTION OF 4" POLY VINYL CHLORIDE (PVC) PIPE OR

WHEN WATER SERVICE BOXES FALL WITHIN THE LIMITS OF CONCRETE FLATWORK, THE24.

LINE ELEVATIONS UNLESS NOTED OTHERWISE.

DIRECTED BY THE ENGINEER.  ELEVATIONS SHOWN AT POINT ON THE CURB INDICATED FLOW

THE EXISTING DIMENSION UNLESS OTHERWISE INDICATED ON THE PROJECT PLANS OR AS

ALL RADII FOR PROPOSED COMBINATION CONCRETE CURB AND GUTTER SHALL MATCH23.

GRADE.

GUTTER, DRIVEWAYS, AND SIDEWALK TO ALLOW THE ENGINEER TIME TO  CHECK LINE AND

PRIOR TO THE SCHEDULED ARRIVAL OF CONCRETE ON SITE FOR THE PLACEMENT OF CURB AND

THE CONTRACTOR SHALL HAVE LINE AND/OR FORMS SET A MINIMUM OF FOUR WORKING HOURS22.

 AT A TIME TO ALLOW ACCESS DURING THE CONCRETE CURING PERIOD.2
1CONSTRUCTED 

ALL DRIVEWAY ENTRANCES OPEN TO TRAFFIC.  ALL CONCRETE WORK AT ENTRANCES SHALL BE

UNLESS OTHERWISE APPROVED BY THE ENGINEER, CONTRACTOR SHALL BE REQUIRED TO KEEP21.

HMA IS BEING PLACED.

THE FIELD DUE TO IRREGULARITIES IN THE EXISTING  SURFACE OR BASE UPON WHICH THE

THE THICKNESS OF THE HMA SHOWN ON THE PLANS IS NOMINAL. DEVIATIONS MAY OCCUR IN20.

REPAIR OR REPLACEMENT OF EXISTING PLANT MATERIAL REQUIREMENTS STATED HEREIN.

OF WAY.  IF ANY DAMAGE OCCURS, TREES SHALL BE REPLACED IN KIND PER ARTICLE 201.07

CONTRACTOR SHALL TAKE PRECAUTION BY PRESEVERING EXISTING TREES WITHIN THE RIGHT19.

WITH LRS 19 AND THE SPECIAL PROVISIONS.

DETERMINED BY THE ENGINEER IN THE FIELD.  SRCCT SHALL BE PLACED IN ACCORDANCE

STRIP REFLECTIVE CRACK CONTROL TREATMENT (SRCCT) SHALL BE UTILIZED IN LOCATIONS18.

BE DEDUCTED AND NO ADDITIONAL COMPENSATION WILL BE DUE TO THE CONTRACTOR.

IF UNSTABLE AND/OR UNSUITABLE SOILS ARE NOT ENCOUNTERED, THEN THE QUANTITY SHALL

ACCORDANCE WITH ARTICLE 301.04 OF THE SSRBC AND IDOT SUBGRADE STABILITY MANUAL.

SHOULD BE TESTED WITH A STATIC OR DYNAMIC CONE PENETROMETER AND TREATED IN

CONSTRUCTION BY THE GEOTECHNICAL ENGINEER.  ALL POTENTIALLY UNSTABLE SOILS

AND REPLACEMENT WITH ABOVE ITEM WILL BE DETERMINED IN THE FIELD AT THE TIME OF

SOILS THAT TEND TO BE UNSTABLE AND/OR UNSUITABLE.  THE ACTUAL NEED FOR REMOVAL

IMPROVEMENT (CU YD) HAVE BEEN PROVIDED FOR USE AT THE LOCATIONS INDICATED FOR\

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION AND/OR AGGREGATE SUBGRADE17.

DOCUMENTS.

WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE  DETAIL PROVIDED IN THE  CONTRACT

GUTTER IS REMOVED AND EXISTING DRAINAGE STRUCTURES ARE TO REMAIN ACTIVE. THIS

EROSION AND SEDIMENT CONTROL MEASURES SHALL BE FOLLOWED WHEN EXISTING CURB AND16.

FACILITIES SHALL BE MAINTAINED UNTIL ALL PERMANENT CONNECTIONS ARE COMPLETED.

WATER WHICH IS RECEIVED FROM ALL TEMPORARY CONNECTIONS. THESE TEMPORARY

PUMPING PLANT AND TEMPORARY OUTLET AND BE PREPARED AT ALL TIMES TO DISPOSE OF

THE SAME.  IF NECESSARY, THE CONTRACTOR SHALL PROVIDE AND  MAINTAIN AN EFFICIENT

STORM WATER THAT WILL BE DELIVERED BY THESE DRAINS AND BASINS AND SHALL DISCHARGE

SEWERS, AND CATCH BASINS.  THE CONTRACTOR SHALL PROVIDE FACILITIES TO ACCEPT ALL

MAINTAIN TEMPORARY OUTLETS AND CONNECTIONS FOR ALL PRIVATE AND PUBLIC DRAINS,

WHEN EXISTING DRAINAGE FACILITIES ARE DISTURBED, THE CONTRACTOR SHALL PROVIDE AND15.

LOCATED AT 4907 YACKLEY AVENUE, LISLE, IL.

ALL SIGN PANELS REMOVED SHALL BE TURNED IN TO THE VILLAGE OF LISLE PUBLIC WORKS14.

INFORMATION.

PROVIDE A LIST OF THESE SITES TO THE ENGINEER FOR HIS/HER EXAMINATION AND GENERAL

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO SELECT DUMPING SITES.  HE/SHE SHALL13.

PRIOR TO THE USE OF WATER. 

JURISDICTION FOR THE SOURCE OF THE WATER MUST BE RECEIVED BY THE CONTRACTOR

RESPONSIBLE FOR OBTAINING WATER FROM AN APPROVED SOURCE. IF THIS WATER IS FROM A

DRIVER AS REQUIRED TO OBTAIN AND TRANSPORT THIS WATER. THE CONTRACTOR SHALL BE

PONDS IS STRICTLY PROHIBITED. THE CONTRACTOR SHALL PROVIDE A WATER TRUCK AND

THE INDISCRIMINATE USE OF FIRE HYDRANTS, EXISTING STREAMS, CREEKS, WETLANDS, OR12.

TIMES. 

OF ALL WATER AND SANITARY FACILITIES SHALL BE MARKED AND READILY VISIBLE AT ALL

SEWER MANHOLES REMAIN READILY ACCESSIBLE FOR EMERGENCY OPERATIONS. THE LOCATIONS

THE CONTRACTOR SHALL ENSURE ALL WATER SYSTEM VALVES, VALVE VAULTS, AND SANITARY11.

OR AN AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATIONS. 

MONUMENTS, PROPERTY CORNERS, AND REFERENCE MARKERS UNTIL THE OWNER, THEIR AGENT,

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR SUBSECTION10.

OTHERWISE STATED IN THE PLANS OR DIRECTED BY THE ENGINEER.

THE MINIMUM THICKNESS OF THE PROPOSED GUTTER FLAG SHALL BE 10" UNLESS9.

PERSONS WILL BE USED TO DIRECT AND CONTROL TRAFFIC.

OPERATIONS OCCUR DIRECTLY ON OR IN FRONT OF DRIVEWAYS.  IN THIS CASE, FLAG

WILL BE MAINTAINED AT ALL TIMES DURING CONSTRUCTION, EXCEPT WHEN CONSTRUCTION

WILL CONFORM TO THE ILLINOIS MUTCD.  THE VEHICULAR ACCESS TO LOCAL PROPERTIES

DURING CONSTRUCTION, ALL SIGNS, BARRICADES, AND TEMPORARY PAVEMENT MARKINGS8.

MATERIAL SHALL BE DISPOSED OF BY THE CONTRACTOR OFF-SITE.

OTHER WORK AND CONCENTRATE ON CLEAN-UP AND RESTORATION, DEBRIS AND SURPLUS

THE WORK PROCEEDS. IF THE ENGINEER SO DIRECTS, THE CONTRACTOR SHALL STOP ALL

AND ANY SURPLUS MATERIAL SHALL BE REMOVED AND RESTORATION SHALL PROCEED AS

THE CONTRACTOR SHALL MAINTAIN THE SITE IN A CLEAN AND ORDERLY MANNER.  DEBRIS7.

CURB LINE.

MATERIAL.  ALL CRACK FILL MATERIAL SHALL BE REMOVED IN ITS ENTIRETY ALONG THE

CLEANED OF LOOSE GRINDINGS, LEAVES, OF ALL DUST, DIRT WEEDS AND OTHER FOREIGN

PRIOR TO APPLYING THE TACK COAT, THE BASE SURFACE INCLUDING GUTTERS SHALL BE6.

SPECIFIED, OR AS DIRECTED BY THE ENGINEER.

THE REMOVAL OF CONCRETE CURB AND GUTTERS, SIDEWALKS, AND DRIVEWAYS AS

AND GUTTER. THE CONTRACTOR SHALL MAKE ALL FULL DEPTH SAW CUTS REQUIRED FOR

ADJACENT TO THE REMOVAL OF ALL CONCRETE CURB OR COMBINATION CONCRETE CURB

THE CONTRACTOR SHALL MAKE ALL FULL DEPTH SAW CUT AT THE EDGE OF PAVEMENT5.

INCLUDING FLAGGERS, REQUIRED TO MAINTAIN TRAFFIC FLOW.

ERECT, AND MAINTAIN ALL SIGNS, BARRICADES AND OTHER TRAFFIC CONTROL DEVICES,

ACCORDANCE WITH THE APPLICABLE IDOT STANDARDS.  THE CONTRACTOR SHALL FURNISH,

CLOSURE WILL ONLY BE PERMITTED DURING CONSTRUCTION OPERATIONS AND IN

CLOSURE ON ONE STREET IN ONE DIRECTION IS IMPLEMENTED AT A TIME.  A LANE

THE CONTRACTOR SHALL SCHEDULE WORK SO THAT ONLY ONE TEMPORARY LANE4.

MINIMUM OF 72 HOURS IN ADVANCE OF BEGINNING WORK.

TRAFFIC CONTROL SUPERVISOR, AT KALPANA.KANNAN-HOSADURGA@ILLINOIS.GOV A

THE CONTRACTOR SHALL CONTACT KALPANA KANNAN-HOSADURGA, THE DISTRICT ONE3.

STREET AND/OR PARK PROPERTY SHALL REQUIRE PRIOR APPROVAL OF THE ENGINEER.

THE STORAGE OF EQUIPMENT AND/OR MATERIALS WITHIN THE RIGHT-OF-WAY OF ANY

SPECIFICATIONS AND THE SPECIAL PROVISIONS FOR TRAFFIC CONTROL AND PROTECTION.

WITH THE ENGINEER.  ATTENTION IS CALLED TO SECTION 701 OF THE STANDARD

IN ADVANCE OF BEGINNING WORK AND SHALL COORDINATE ALL CONSTRUCTION OPERATIONS

THE CONTRACTOR SHALL NOTIFY THE ENGINEER AT 630-719-4753 AT LEAST 72 HOURS2.

STANDARD OF THE ILLINOIS DEPARTMENT OF TRANSPORTATION.

THROUGHOUT THE PLANS FOR SPECIAL PROVISIONS SHALL BE INTERPRETED AS THE LATEST

PROVISIONS" INCLUDED IN THE CONTRACT DOCUMENTS.  ANY REFERENCE TO STANDARDS

CONTROL DEVICES FOR THE STREETS.  THE "DETAILS" ON THE PLANS AND THE "SPECIAL

JANUARY 1, 2023; THE LATEST EDITION OF THE "ILLINOIS MANUAL ON UNIFORM TRAFFIC

THE "SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS", ADOPTED

ADOPTED JANUARY 1, 2022 (HEREIN AFTER REFERRED TO AS THE STANDARD SPECIFICATIONS);

OF TRANSPORTATION "STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION",

ALL CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH THE ILLINOIS DEPARTMENT1.

TYPICAL PAVEMENT MARKINGS780001-05

SIGN PANEL MOUNTING DETAILS720001-01

TRAFFIC CONTROL DEVICES701901-08

SIDEWALK, CORNER OR CROSSWALK CLOSURE701801-06

URBAN LANE CLOSURE, MULTILANE INTERSECTION701701-10

URBAN LANE CLOSURE, 2L, 2W, UNDIVIDED701501-06

LANE CLOSURE, 2L, 2W, MOVING OPERATIONS- DAY ONLY701311-03

LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS701301-04

OFF-ROAD OPERATIONS, 2L, 2W, 15' TO 24" FROM PAVEMENT EDGE701006-05

CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER606001-08

CATCH BASIN TYPE C602011-02

CLASS C AND D PATCHES442201-03

ENTRANCE / ALLEY PEDESTRIAN CROSSINGS424026-03

DEPRESSED CORNER FOR SIDEWALKS424021-06

MID-BLOCK CURB RAMPS FOR SIDEWALKS424016-05

CORNER PARALLEL CURB RAMPS FOR SIDEWALKS424011-04

DIAGONAL CURB RAMPS FOR SIDEWALKS424006-05

PERPENDICULAR CURB RAMPS FOR SIDEWALKS424001-11

TEMPORARY EROSION CONTROL SYSTEMS280001-07

STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS000001-08
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- "FISH" SYMBOL DIRECTLY ON THE CURB BACK - FOR CURB INLET FRAMES

- "WATER" - FOR WATER SYSTEM STRUCTURE LIDS 

- "SANITARY" - FOR SANITARY MANHOLE LIDS 

- "STORM" - FOR STORM SEWER MANHOLE LIDS 

FOLLOWING WORDS:

VAULT SHALL HAVE CAST INTO THE LID "VILLAGE OF LISLE" ON ONE OR MORE OF THE

ADJUSTMENT, OR RECONSTRUCTION OF ANY MANHOLE, CATCH BASIN, INLET, OR WATER VALVE

ALL FRAMES WITH CLOSED LIDS BEING FURNISHED FOR THIS PROJECT AS  CONSTRUCTION,33.

GENERAL NOTES - SEWERS:

AMERICAN DATUM OF 1983 (NAD 83).

THE DATUM IS REFERENCED TO THE ILLINOIS STATE PLANE COORDINATES USING THE NORTH32.

ON SITE.

72-HOUR NOTICE TO VILLAGE PRIOR TO THE DESIRABLE WALK-THROUGH APPOINTMENT SESSION

FOR TREE ROOT PRUNING BEFORE CONSTRUCTION COMMENCEMENT.  PLEASE PROVIDE AT LEAST

CONTRACTOR SHALL SCHEDULE A WALK-THROUGH WITH VILLAGE PUBLIC WORKS 630-271-418031.

CASTING IN ACCORDANCE WITH ARTICLE 406.08.

CONSTRUCTED AND MAINTAINED AT BOTH UPSTREAM AND DOWNSTREAM ENDS OF THE UTILITY

STRUCTURES ARE TO BE ADJUSTED UNDER TRAFFIC, TEMPORARY RAMPS SHALL BE

ALL UTILITY STRUCTURES SHALL REMAIN ACCESSIBLE DURING CONSTRUCTION.  WHEN UTILITY30.

- FRAMES AND LIDS, TYPE 1, CLOSED LID

- FRAMES AND LIDS, TYPE 1, OPEN LID

- AGGREGATE WEDGE SHOULDERS, TYPE B

- MIXTURE FOR CRACKS, JOINTS, AND FLANGEWAYS

- SUPPLEMENTAL WATERING

- TREE ROOT PRUNING

- CLASS D PATCHES

- AGGREGATE SUBGRADE IMPROVEMENT

- REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL

A NOMINAL QUANTITY HAS BEEN INCLUDED FOR THE FOLLOWING PAY ITEMS:29.

WITH AN EXISTING SLOPE OVER 5%. 

INCLUDED DETAILS.  INDIVIDUAL DESIGN DETAILS HAVE BEEN PROVIDED FOR ALL LOCATIONS

ALL SIDEWALK CURB RAMPS SHALL BE COMPLIANT WITH ALL APPLICABLE ADA STANDARDS AND28.

ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT.

ADJACENT PROPERTY.  THE CONTRACTOR SHALL PROVIDE ACCESS TO ABUTTING PROPERTY AT

PEDESTRIANS WHERE CONSTRUCTION OPERATIONS IMPACT PUBLIC THOROUGHFARES AND

THE CONTRACTOR SHALL PROVIDE SAFE AND ORDERLY PASSAGE FOR TRAFFIC AND27.

OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE ENGINEER.

IN ORDER THAT THESE LOCATIONS CAN BE REESTABLISHED FOR STRIPING. EXACT LOCATIONS

OF ALL EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECTIVE PAVEMENT MARKERS)

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD THE LOCATIONS26.

DAMAGING THE REMAINDER OF THE DRIVEWAY PAVEMENT.

CONCRETE FROM THE DRIVEWAY FOR THE PURPOSE OF REPLACING THE FRAME WITHOUT

THE RESULT SHALL BE A CONDITION THAT WILL ALLOW FOR THE REMOVAL OF THE SQUARE OF

INCHES FROM THE CENTER OF THE LID FORMING A SQUARE "BOX-OUT" AROUND THE FRAME.

CONTRACTOR SHALL PLACE EXPANSION MATERIAL IN A BOX APPROXIMATELY EIGHTEEN (18")

WHEN A SEWER STRUCTURE FALLS WITHIN THE LIMITS OF A CONCRETE DRIVEWAY, THE25.

LEVEL.

BOXES WITHIN PAVEMENT RESURFACING SHALL BE ADJUSTED TO MEET THE FINISHED GRADE

FACILITATE EASY REMOVAL OF THE CAP AT MEET THE FINISHED GRADE.  ALL WATER SERVICE

SHALL BE A SMOOTH FINISHED "BOX-OUT" AROUND THE SERVICE BOX WHICH  SHALL

BE REMOVED OR TRIMMED TO MATCH THE FINISHED CONCRETE GRADE LEVEL. THE FINAL RESULT

4" HIGH DENSITY POLYETHYLENE (HDPE) PIPE TO SLEEVE THE BOX.  THE SLEEVE SHALL EITHER

CONTRACTOR  SHALL PROVIDE EITHER A SECTION OF 4" POLY VINYL CHLORIDE (PVC) PIPE OR

WHEN WATER SERVICE BOXES FALL WITHIN THE LIMITS OF CONCRETE FLATWORK, THE24.

LINE ELEVATIONS UNLESS NOTED OTHERWISE.

DIRECTED BY THE ENGINEER.  ELEVATIONS SHOWN AT POINT ON THE CURB INDICATED FLOW

THE EXISTING DIMENSION UNLESS OTHERWISE INDICATED ON THE PROJECT PLANS OR AS

ALL RADII FOR PROPOSED COMBINATION CONCRETE CURB AND GUTTER SHALL MATCH23.

GRADE.

GUTTER, DRIVEWAYS, AND SIDEWALK TO ALLOW THE ENGINEER TIME TO  CHECK LINE AND

PRIOR TO THE SCHEDULED ARRIVAL OF CONCRETE ON SITE FOR THE PLACEMENT OF CURB AND

THE CONTRACTOR SHALL HAVE LINE AND/OR FORMS SET A MINIMUM OF FOUR WORKING HOURS22.

 AT A TIME TO ALLOW ACCESS DURING THE CONCRETE CURING PERIOD.2
1CONSTRUCTED 

ALL DRIVEWAY ENTRANCES OPEN TO TRAFFIC.  ALL CONCRETE WORK AT ENTRANCES SHALL BE

UNLESS OTHERWISE APPROVED BY THE ENGINEER, CONTRACTOR SHALL BE REQUIRED TO KEEP21.

HMA IS BEING PLACED.

THE FIELD DUE TO IRREGULARITIES IN THE EXISTING  SURFACE OR BASE UPON WHICH THE

THE THICKNESS OF THE HMA SHOWN ON THE PLANS IS NOMINAL. DEVIATIONS MAY OCCUR IN20.

REPAIR OR REPLACEMENT OF EXISTING PLANT MATERIAL REQUIREMENTS STATED HEREIN.

OF WAY.  IF ANY DAMAGE OCCURS, TREES SHALL BE REPLACED IN KIND PER ARTICLE 201.07

CONTRACTOR SHALL TAKE PRECAUTION BY PRESEVERING EXISTING TREES WITHIN THE RIGHT19.

WITH LRS 19 AND THE SPECIAL PROVISIONS.

DETERMINED BY THE ENGINEER IN THE FIELD.  SRCCT SHALL BE PLACED IN ACCORDANCE

STRIP REFLECTIVE CRACK CONTROL TREATMENT (SRCCT) SHALL BE UTILIZED IN LOCATIONS18.

BE DEDUCTED AND NO ADDITIONAL COMPENSATION WILL BE DUE TO THE CONTRACTOR.

IF UNSTABLE AND/OR UNSUITABLE SOILS ARE NOT ENCOUNTERED, THEN THE QUANTITY SHALL

ACCORDANCE WITH ARTICLE 301.04 OF THE SSRBC AND IDOT SUBGRADE STABILITY MANUAL.

SHOULD BE TESTED WITH A STATIC OR DYNAMIC CONE PENETROMETER AND TREATED IN

CONSTRUCTION BY THE GEOTECHNICAL ENGINEER.  ALL POTENTIALLY UNSTABLE SOILS

AND REPLACEMENT WITH ABOVE ITEM WILL BE DETERMINED IN THE FIELD AT THE TIME OF

SOILS THAT TEND TO BE UNSTABLE AND/OR UNSUITABLE.  THE ACTUAL NEED FOR REMOVAL

IMPROVEMENT (CU YD) HAVE BEEN PROVIDED FOR USE AT THE LOCATIONS INDICATED FOR\

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION AND/OR AGGREGATE SUBGRADE17.

DOCUMENTS.

WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE  DETAIL PROVIDED IN THE  CONTRACT

GUTTER IS REMOVED AND EXISTING DRAINAGE STRUCTURES ARE TO REMAIN ACTIVE. THIS

EROSION AND SEDIMENT CONTROL MEASURES SHALL BE FOLLOWED WHEN EXISTING CURB AND16.

FACILITIES SHALL BE MAINTAINED UNTIL ALL PERMANENT CONNECTIONS ARE COMPLETED.

WATER WHICH IS RECEIVED FROM ALL TEMPORARY CONNECTIONS. THESE TEMPORARY

PUMPING PLANT AND TEMPORARY OUTLET AND BE PREPARED AT ALL TIMES TO DISPOSE OF

THE SAME.  IF NECESSARY, THE CONTRACTOR SHALL PROVIDE AND  MAINTAIN AN EFFICIENT

STORM WATER THAT WILL BE DELIVERED BY THESE DRAINS AND BASINS AND SHALL DISCHARGE

SEWERS, AND CATCH BASINS.  THE CONTRACTOR SHALL PROVIDE FACILITIES TO ACCEPT ALL

MAINTAIN TEMPORARY OUTLETS AND CONNECTIONS FOR ALL PRIVATE AND PUBLIC DRAINS,

WHEN EXISTING DRAINAGE FACILITIES ARE DISTURBED, THE CONTRACTOR SHALL PROVIDE AND15.

LOCATED AT 4907 YACKLEY AVENUE, LISLE, IL.

ALL SIGN PANELS REMOVED SHALL BE TURNED IN TO THE VILLAGE OF LISLE PUBLIC WORKS14.

INFORMATION.

PROVIDE A LIST OF THESE SITES TO THE ENGINEER FOR HIS/HER EXAMINATION AND GENERAL

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO SELECT DUMPING SITES.  HE/SHE SHALL13.

PRIOR TO THE USE OF WATER. 

JURISDICTION FOR THE SOURCE OF THE WATER MUST BE RECEIVED BY THE CONTRACTOR

RESPONSIBLE FOR OBTAINING WATER FROM AN APPROVED SOURCE. IF THIS WATER IS FROM A

DRIVER AS REQUIRED TO OBTAIN AND TRANSPORT THIS WATER. THE CONTRACTOR SHALL BE

PONDS IS STRICTLY PROHIBITED. THE CONTRACTOR SHALL PROVIDE A WATER TRUCK AND

THE INDISCRIMINATE USE OF FIRE HYDRANTS, EXISTING STREAMS, CREEKS, WETLANDS, OR12.

TIMES. 

OF ALL WATER AND SANITARY FACILITIES SHALL BE MARKED AND READILY VISIBLE AT ALL

SEWER MANHOLES REMAIN READILY ACCESSIBLE FOR EMERGENCY OPERATIONS. THE LOCATIONS

THE CONTRACTOR SHALL ENSURE ALL WATER SYSTEM VALVES, VALVE VAULTS, AND SANITARY11.

OR AN AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATIONS. 

MONUMENTS, PROPERTY CORNERS, AND REFERENCE MARKERS UNTIL THE OWNER, THEIR AGENT,

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR SUBSECTION10.

OTHERWISE STATED IN THE PLANS OR DIRECTED BY THE ENGINEER.

THE MINIMUM THICKNESS OF THE PROPOSED GUTTER FLAG SHALL BE 10" UNLESS9.

PERSONS WILL BE USED TO DIRECT AND CONTROL TRAFFIC.

OPERATIONS OCCUR DIRECTLY ON OR IN FRONT OF DRIVEWAYS.  IN THIS CASE, FLAG

WILL BE MAINTAINED AT ALL TIMES DURING CONSTRUCTION, EXCEPT WHEN CONSTRUCTION

WILL CONFORM TO THE ILLINOIS MUTCD.  THE VEHICULAR ACCESS TO LOCAL PROPERTIES

DURING CONSTRUCTION, ALL SIGNS, BARRICADES, AND TEMPORARY PAVEMENT MARKINGS8.

MATERIAL SHALL BE DISPOSED OF BY THE CONTRACTOR OFF-SITE.

OTHER WORK AND CONCENTRATE ON CLEAN-UP AND RESTORATION, DEBRIS AND SURPLUS

THE WORK PROCEEDS. IF THE ENGINEER SO DIRECTS, THE CONTRACTOR SHALL STOP ALL

AND ANY SURPLUS MATERIAL SHALL BE REMOVED AND RESTORATION SHALL PROCEED AS

THE CONTRACTOR SHALL MAINTAIN THE SITE IN A CLEAN AND ORDERLY MANNER.  DEBRIS7.

CURB LINE.

MATERIAL.  ALL CRACK FILL MATERIAL SHALL BE REMOVED IN ITS ENTIRETY ALONG THE

CLEANED OF LOOSE GRINDINGS, LEAVES, OF ALL DUST, DIRT WEEDS AND OTHER FOREIGN

PRIOR TO APPLYING THE TACK COAT, THE BASE SURFACE INCLUDING GUTTERS SHALL BE6.

SPECIFIED, OR AS DIRECTED BY THE ENGINEER.

THE REMOVAL OF CONCRETE CURB AND GUTTERS, SIDEWALKS, AND DRIVEWAYS AS

AND GUTTER. THE CONTRACTOR SHALL MAKE ALL FULL DEPTH SAW CUTS REQUIRED FOR

ADJACENT TO THE REMOVAL OF ALL CONCRETE CURB OR COMBINATION CONCRETE CURB

THE CONTRACTOR SHALL MAKE ALL FULL DEPTH SAW CUT AT THE EDGE OF PAVEMENT5.

INCLUDING FLAGGERS, REQUIRED TO MAINTAIN TRAFFIC FLOW.

ERECT, AND MAINTAIN ALL SIGNS, BARRICADES AND OTHER TRAFFIC CONTROL DEVICES,

ACCORDANCE WITH THE APPLICABLE IDOT STANDARDS.  THE CONTRACTOR SHALL FURNISH,

CLOSURE WILL ONLY BE PERMITTED DURING CONSTRUCTION OPERATIONS AND IN

CLOSURE ON ONE STREET IN ONE DIRECTION IS IMPLEMENTED AT A TIME.  A LANE

THE CONTRACTOR SHALL SCHEDULE WORK SO THAT ONLY ONE TEMPORARY LANE4.

MINIMUM OF 72 HOURS IN ADVANCE OF BEGINNING WORK.

TRAFFIC CONTROL SUPERVISOR, AT KALPANA.KANNAN-HOSADURGA@ILLINOIS.GOV A

THE CONTRACTOR SHALL CONTACT KALPANA KANNAN-HOSADURGA, THE DISTRICT ONE3.

STREET AND/OR PARK PROPERTY SHALL REQUIRE PRIOR APPROVAL OF THE ENGINEER.

THE STORAGE OF EQUIPMENT AND/OR MATERIALS WITHIN THE RIGHT-OF-WAY OF ANY

SPECIFICATIONS AND THE SPECIAL PROVISIONS FOR TRAFFIC CONTROL AND PROTECTION.

WITH THE ENGINEER.  ATTENTION IS CALLED TO SECTION 701 OF THE STANDARD

IN ADVANCE OF BEGINNING WORK AND SHALL COORDINATE ALL CONSTRUCTION OPERATIONS

THE CONTRACTOR SHALL NOTIFY THE ENGINEER AT 630-719-4753 AT LEAST 72 HOURS2.

STANDARD OF THE ILLINOIS DEPARTMENT OF TRANSPORTATION.

THROUGHOUT THE PLANS FOR SPECIAL PROVISIONS SHALL BE INTERPRETED AS THE LATEST

PROVISIONS" INCLUDED IN THE CONTRACT DOCUMENTS.  ANY REFERENCE TO STANDARDS

CONTROL DEVICES FOR THE STREETS.  THE "DETAILS" ON THE PLANS AND THE "SPECIAL

JANUARY 1, 2023; THE LATEST EDITION OF THE "ILLINOIS MANUAL ON UNIFORM TRAFFIC

THE "SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS", ADOPTED

ADOPTED JANUARY 1, 2022 (HEREIN AFTER REFERRED TO AS THE STANDARD SPECIFICATIONS);

OF TRANSPORTATION "STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION",

ALL CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH THE ILLINOIS DEPARTMENT1.

- "FISH" SYMBOL DIRECTLY ON THE CURB BACK - FOR CURB INLET FRAMES

- "WATER" - FOR WATER SYSTEM STRUCTURE LIDS 

- "SANITARY" - FOR SANITARY MANHOLE LIDS 

- "STORM" - FOR STORM SEWER MANHOLE LIDS 

FOLLOWING WORDS:

VAULT SHALL HAVE CAST INTO THE LID "VILLAGE OF LISLE" ON ONE OR MORE OF THE

ADJUSTMENT, OR RECONSTRUCTION OF ANY MANHOLE, CATCH BASIN, INLET, OR WATER VALVE

ALL FRAMES WITH CLOSED LIDS BEING FURNISHED FOR THIS PROJECT AS  CONSTRUCTION,33.

GENERAL NOTES - SEWERS:

AMERICAN DATUM OF 1983 (NAD 83).

THE DATUM IS REFERENCED TO THE ILLINOIS STATE PLANE COORDINATES USING THE NORTH32.

ON SITE.

72-HOUR NOTICE TO VILLAGE PRIOR TO THE DESIRABLE WALK-THROUGH APPOINTMENT SESSION

FOR TREE ROOT PRUNING BEFORE CONSTRUCTION COMMENCEMENT.  PLEASE PROVIDE AT LEAST

CONTRACTOR SHALL SCHEDULE A WALK-THROUGH WITH VILLAGE PUBLIC WORKS 630-271-418031.

CASTING IN ACCORDANCE WITH ARTICLE 406.08.

CONSTRUCTED AND MAINTAINED AT BOTH UPSTREAM AND DOWNSTREAM ENDS OF THE UTILITY

STRUCTURES ARE TO BE ADJUSTED UNDER TRAFFIC, TEMPORARY RAMPS SHALL BE

ALL UTILITY STRUCTURES SHALL REMAIN ACCESSIBLE DURING CONSTRUCTION.  WHEN UTILITY30.

- FRAMES AND LIDS, TYPE 1, CLOSED LID

- FRAMES AND LIDS, TYPE 1, OPEN LID

- AGGREGATE WEDGE SHOULDERS, TYPE B

- MIXTURE FOR CRACKS, JOINTS, AND FLANGEWAYS

- SUPPLEMENTAL WATERING

- TREE ROOT PRUNING

- CLASS D PATCHES

- AGGREGATE SUBGRADE IMPROVEMENT

- REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL

A NOMINAL QUANTITY HAS BEEN INCLUDED FOR THE FOLLOWING PAY ITEMS:29.

WITH AN EXISTING SLOPE OVER 5%. 

INCLUDED DETAILS.  INDIVIDUAL DESIGN DETAILS HAVE BEEN PROVIDED FOR ALL LOCATIONS

ALL SIDEWALK CURB RAMPS SHALL BE COMPLIANT WITH ALL APPLICABLE ADA STANDARDS AND28.

ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT.

ADJACENT PROPERTY.  THE CONTRACTOR SHALL PROVIDE ACCESS TO ABUTTING PROPERTY AT

PEDESTRIANS WHERE CONSTRUCTION OPERATIONS IMPACT PUBLIC THOROUGHFARES AND

THE CONTRACTOR SHALL PROVIDE SAFE AND ORDERLY PASSAGE FOR TRAFFIC AND27.

OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE ENGINEER.

IN ORDER THAT THESE LOCATIONS CAN BE REESTABLISHED FOR STRIPING. EXACT LOCATIONS

OF ALL EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECTIVE PAVEMENT MARKERS)

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD THE LOCATIONS26.

DAMAGING THE REMAINDER OF THE DRIVEWAY PAVEMENT.

CONCRETE FROM THE DRIVEWAY FOR THE PURPOSE OF REPLACING THE FRAME WITHOUT

THE RESULT SHALL BE A CONDITION THAT WILL ALLOW FOR THE REMOVAL OF THE SQUARE OF

INCHES FROM THE CENTER OF THE LID FORMING A SQUARE "BOX-OUT" AROUND THE FRAME.

CONTRACTOR SHALL PLACE EXPANSION MATERIAL IN A BOX APPROXIMATELY EIGHTEEN (18")

WHEN A SEWER STRUCTURE FALLS WITHIN THE LIMITS OF A CONCRETE DRIVEWAY, THE25.

LEVEL.

BOXES WITHIN PAVEMENT RESURFACING SHALL BE ADJUSTED TO MEET THE FINISHED GRADE

FACILITATE EASY REMOVAL OF THE CAP AT MEET THE FINISHED GRADE.  ALL WATER SERVICE

SHALL BE A SMOOTH FINISHED "BOX-OUT" AROUND THE SERVICE BOX WHICH  SHALL

BE REMOVED OR TRIMMED TO MATCH THE FINISHED CONCRETE GRADE LEVEL. THE FINAL RESULT

4" HIGH DENSITY POLYETHYLENE (HDPE) PIPE TO SLEEVE THE BOX.  THE SLEEVE SHALL EITHER

CONTRACTOR  SHALL PROVIDE EITHER A SECTION OF 4" POLY VINYL CHLORIDE (PVC) PIPE OR

WHEN WATER SERVICE BOXES FALL WITHIN THE LIMITS OF CONCRETE FLATWORK, THE24.

LINE ELEVATIONS UNLESS NOTED OTHERWISE.

DIRECTED BY THE ENGINEER.  ELEVATIONS SHOWN AT POINT ON THE CURB INDICATED FLOW

THE EXISTING DIMENSION UNLESS OTHERWISE INDICATED ON THE PROJECT PLANS OR AS

ALL RADII FOR PROPOSED COMBINATION CONCRETE CURB AND GUTTER SHALL MATCH23.

GRADE.

GUTTER, DRIVEWAYS, AND SIDEWALK TO ALLOW THE ENGINEER TIME TO  CHECK LINE AND

PRIOR TO THE SCHEDULED ARRIVAL OF CONCRETE ON SITE FOR THE PLACEMENT OF CURB AND

THE CONTRACTOR SHALL HAVE LINE AND/OR FORMS SET A MINIMUM OF FOUR WORKING HOURS22.

 AT A TIME TO ALLOW ACCESS DURING THE CONCRETE CURING PERIOD.2
1CONSTRUCTED 

ALL DRIVEWAY ENTRANCES OPEN TO TRAFFIC.  ALL CONCRETE WORK AT ENTRANCES SHALL BE

UNLESS OTHERWISE APPROVED BY THE ENGINEER, CONTRACTOR SHALL BE REQUIRED TO KEEP21.

HMA IS BEING PLACED.

THE FIELD DUE TO IRREGULARITIES IN THE EXISTING  SURFACE OR BASE UPON WHICH THE

THE THICKNESS OF THE HMA SHOWN ON THE PLANS IS NOMINAL. DEVIATIONS MAY OCCUR IN20.

REPAIR OR REPLACEMENT OF EXISTING PLANT MATERIAL REQUIREMENTS STATED HEREIN.

OF WAY.  IF ANY DAMAGE OCCURS, TREES SHALL BE REPLACED IN KIND PER ARTICLE 201.07

CONTRACTOR SHALL TAKE PRECAUTION BY PRESEVERING EXISTING TREES WITHIN THE RIGHT19.

WITH LRS 19 AND THE SPECIAL PROVISIONS.

DETERMINED BY THE ENGINEER IN THE FIELD.  SRCCT SHALL BE PLACED IN ACCORDANCE

STRIP REFLECTIVE CRACK CONTROL TREATMENT (SRCCT) SHALL BE UTILIZED IN LOCATIONS18.

BE DEDUCTED AND NO ADDITIONAL COMPENSATION WILL BE DUE TO THE CONTRACTOR.

IF UNSTABLE AND/OR UNSUITABLE SOILS ARE NOT ENCOUNTERED, THEN THE QUANTITY SHALL

ACCORDANCE WITH ARTICLE 301.04 OF THE SSRBC AND IDOT SUBGRADE STABILITY MANUAL.

SHOULD BE TESTED WITH A STATIC OR DYNAMIC CONE PENETROMETER AND TREATED IN

CONSTRUCTION BY THE GEOTECHNICAL ENGINEER.  ALL POTENTIALLY UNSTABLE SOILS

AND REPLACEMENT WITH ABOVE ITEM WILL BE DETERMINED IN THE FIELD AT THE TIME OF

SOILS THAT TEND TO BE UNSTABLE AND/OR UNSUITABLE.  THE ACTUAL NEED FOR REMOVAL

IMPROVEMENT (CU YD) HAVE BEEN PROVIDED FOR USE AT THE LOCATIONS INDICATED FOR\

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION AND/OR AGGREGATE SUBGRADE17.

DOCUMENTS.

WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE  DETAIL PROVIDED IN THE  CONTRACT

GUTTER IS REMOVED AND EXISTING DRAINAGE STRUCTURES ARE TO REMAIN ACTIVE. THIS

EROSION AND SEDIMENT CONTROL MEASURES SHALL BE FOLLOWED WHEN EXISTING CURB AND16.

FACILITIES SHALL BE MAINTAINED UNTIL ALL PERMANENT CONNECTIONS ARE COMPLETED.

WATER WHICH IS RECEIVED FROM ALL TEMPORARY CONNECTIONS. THESE TEMPORARY

PUMPING PLANT AND TEMPORARY OUTLET AND BE PREPARED AT ALL TIMES TO DISPOSE OF

THE SAME.  IF NECESSARY, THE CONTRACTOR SHALL PROVIDE AND  MAINTAIN AN EFFICIENT

STORM WATER THAT WILL BE DELIVERED BY THESE DRAINS AND BASINS AND SHALL DISCHARGE

SEWERS, AND CATCH BASINS.  THE CONTRACTOR SHALL PROVIDE FACILITIES TO ACCEPT ALL

MAINTAIN TEMPORARY OUTLETS AND CONNECTIONS FOR ALL PRIVATE AND PUBLIC DRAINS,

WHEN EXISTING DRAINAGE FACILITIES ARE DISTURBED, THE CONTRACTOR SHALL PROVIDE AND15.

LOCATED AT 4907 YACKLEY AVENUE, LISLE, IL.

ALL SIGN PANELS REMOVED SHALL BE TURNED IN TO THE VILLAGE OF LISLE PUBLIC WORKS14.

INFORMATION.

PROVIDE A LIST OF THESE SITES TO THE ENGINEER FOR HIS/HER EXAMINATION AND GENERAL

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO SELECT DUMPING SITES.  HE/SHE SHALL13.

PRIOR TO THE USE OF WATER. 

JURISDICTION FOR THE SOURCE OF THE WATER MUST BE RECEIVED BY THE CONTRACTOR

RESPONSIBLE FOR OBTAINING WATER FROM AN APPROVED SOURCE. IF THIS WATER IS FROM A

DRIVER AS REQUIRED TO OBTAIN AND TRANSPORT THIS WATER. THE CONTRACTOR SHALL BE

PONDS IS STRICTLY PROHIBITED. THE CONTRACTOR SHALL PROVIDE A WATER TRUCK AND

THE INDISCRIMINATE USE OF FIRE HYDRANTS, EXISTING STREAMS, CREEKS, WETLANDS, OR12.

TIMES. 

OF ALL WATER AND SANITARY FACILITIES SHALL BE MARKED AND READILY VISIBLE AT ALL

SEWER MANHOLES REMAIN READILY ACCESSIBLE FOR EMERGENCY OPERATIONS. THE LOCATIONS

THE CONTRACTOR SHALL ENSURE ALL WATER SYSTEM VALVES, VALVE VAULTS, AND SANITARY11.

OR AN AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATIONS. 

MONUMENTS, PROPERTY CORNERS, AND REFERENCE MARKERS UNTIL THE OWNER, THEIR AGENT,

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR SUBSECTION10.

OTHERWISE STATED IN THE PLANS OR DIRECTED BY THE ENGINEER.

THE MINIMUM THICKNESS OF THE PROPOSED GUTTER FLAG SHALL BE 10" UNLESS9.

PERSONS WILL BE USED TO DIRECT AND CONTROL TRAFFIC.

OPERATIONS OCCUR DIRECTLY ON OR IN FRONT OF DRIVEWAYS.  IN THIS CASE, FLAG

WILL BE MAINTAINED AT ALL TIMES DURING CONSTRUCTION, EXCEPT WHEN CONSTRUCTION

WILL CONFORM TO THE ILLINOIS MUTCD.  THE VEHICULAR ACCESS TO LOCAL PROPERTIES

DURING CONSTRUCTION, ALL SIGNS, BARRICADES, AND TEMPORARY PAVEMENT MARKINGS8.

MATERIAL SHALL BE DISPOSED OF BY THE CONTRACTOR OFF-SITE.

OTHER WORK AND CONCENTRATE ON CLEAN-UP AND RESTORATION, DEBRIS AND SURPLUS

THE WORK PROCEEDS. IF THE ENGINEER SO DIRECTS, THE CONTRACTOR SHALL STOP ALL

AND ANY SURPLUS MATERIAL SHALL BE REMOVED AND RESTORATION SHALL PROCEED AS

THE CONTRACTOR SHALL MAINTAIN THE SITE IN A CLEAN AND ORDERLY MANNER.  DEBRIS7.

CURB LINE.

MATERIAL.  ALL CRACK FILL MATERIAL SHALL BE REMOVED IN ITS ENTIRETY ALONG THE

CLEANED OF LOOSE GRINDINGS, LEAVES, OF ALL DUST, DIRT WEEDS AND OTHER FOREIGN

PRIOR TO APPLYING THE TACK COAT, THE BASE SURFACE INCLUDING GUTTERS SHALL BE6.

SPECIFIED, OR AS DIRECTED BY THE ENGINEER.

THE REMOVAL OF CONCRETE CURB AND GUTTERS, SIDEWALKS, AND DRIVEWAYS AS

AND GUTTER. THE CONTRACTOR SHALL MAKE ALL FULL DEPTH SAW CUTS REQUIRED FOR

ADJACENT TO THE REMOVAL OF ALL CONCRETE CURB OR COMBINATION CONCRETE CURB

THE CONTRACTOR SHALL MAKE ALL FULL DEPTH SAW CUT AT THE EDGE OF PAVEMENT5.

INCLUDING FLAGGERS, REQUIRED TO MAINTAIN TRAFFIC FLOW.

ERECT, AND MAINTAIN ALL SIGNS, BARRICADES AND OTHER TRAFFIC CONTROL DEVICES,

ACCORDANCE WITH THE APPLICABLE IDOT STANDARDS.  THE CONTRACTOR SHALL FURNISH,

CLOSURE WILL ONLY BE PERMITTED DURING CONSTRUCTION OPERATIONS AND IN

CLOSURE ON ONE STREET IN ONE DIRECTION IS IMPLEMENTED AT A TIME.  A LANE

THE CONTRACTOR SHALL SCHEDULE WORK SO THAT ONLY ONE TEMPORARY LANE4.

MINIMUM OF 72 HOURS IN ADVANCE OF BEGINNING WORK.

TRAFFIC CONTROL SUPERVISOR, AT KALPANA.KANNAN-HOSADURGA@ILLINOIS.GOV A

THE CONTRACTOR SHALL CONTACT KALPANA KANNAN-HOSADURGA, THE DISTRICT ONE3.

STREET AND/OR PARK PROPERTY SHALL REQUIRE PRIOR APPROVAL OF THE ENGINEER.

THE STORAGE OF EQUIPMENT AND/OR MATERIALS WITHIN THE RIGHT-OF-WAY OF ANY

SPECIFICATIONS AND THE SPECIAL PROVISIONS FOR TRAFFIC CONTROL AND PROTECTION.

WITH THE ENGINEER.  ATTENTION IS CALLED TO SECTION 701 OF THE STANDARD

IN ADVANCE OF BEGINNING WORK AND SHALL COORDINATE ALL CONSTRUCTION OPERATIONS

THE CONTRACTOR SHALL NOTIFY THE ENGINEER AT 630-719-4753 AT LEAST 72 HOURS2.

STANDARD OF THE ILLINOIS DEPARTMENT OF TRANSPORTATION.

THROUGHOUT THE PLANS FOR SPECIAL PROVISIONS SHALL BE INTERPRETED AS THE LATEST

PROVISIONS" INCLUDED IN THE CONTRACT DOCUMENTS.  ANY REFERENCE TO STANDARDS

CONTROL DEVICES FOR THE STREETS.  THE "DETAILS" ON THE PLANS AND THE "SPECIAL

JANUARY 1, 2023; THE LATEST EDITION OF THE "ILLINOIS MANUAL ON UNIFORM TRAFFIC

THE "SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS", ADOPTED

ADOPTED JANUARY 1, 2022 (HEREIN AFTER REFERRED TO AS THE STANDARD SPECIFICATIONS);

OF TRANSPORTATION "STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION",

ALL CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH THE ILLINOIS DEPARTMENT1.

s e r v i c e    a t   t h e    h i g h e s t    g r a d e
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thomas engineering group, llc



SUMMARY OF QUANTITIES 

SP. CODE 

PROV. NO. ITEM UNIT 

A cs 20101200 TREE ROOT PRUNING EACH 

20201200 REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL CUYD 

21101615 TOPSOIL FURNISH AND PLACE. 4" SQYD 

cs 25200110 SODDING. SALT TOLERANT SQYD 

25200200 SUPPLEMENTAL WATERING UNIT 

28000250 TEMPORARY EROSION CONTROL SEEDING POUND 

28000510 INLET FILTERS EACH 

cs 30300001 AGGREGATE SUBGRADE IMPROVEMENT CUYD 

31101200 SUBBASE GRANULAR MATERIAL. TYPE B 4" SQYD 

40600290 BITUMlt\OUS MATERIALS (TACK COAT) POUND 

40600370 LONGITUDINAL JOINT SEALANT FOOT 

40600400 MIXTURE FOR CRACKS, JOINTS, AND FLANGEWAYS TON 

40600982 HOT-MIX ASPHALT SURFACE REMOVAL- BUTT JOINT SQYD 

40602978 HOT-MIX ASPHALT BINDER COURSE. IL-9.5. N50 TON 

11 5ft.C/r-,L,'/ :£,/Ecrl).5 

th@l1J(JS. lhomas nngirloorlng group, Ile 
USER NAME • Oor,N OESIGNEO - REVISED 

762 shoroiin<> drlva DRAWN - REVISED - STATE OF ILLINOIS 
sulfll20D 
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PLOT □ATE : 12/l'l/2022 DATE - REVISED -

CONSTRUCTION CODE 

COVlD 100 COVID 100 

TOTAL ROADWAY MAINT. SAFETY 

QUANTITY 0005 0021 

5 5 

229 229 

534 534 

534 534 

15 15 

12 12 

16 16 

112 112 

523 523 

9.209 9.209 

4.001 4,001 

20 20 

152 152 

1.131 1.131 

SUMMARY OF QUANTITIES 

SCALE1 I SHEET OF SHEETS! STA, TO STA, 

MUN I 
�"-�" 

COVID 100 

TRAINEES 

0042 

SECTION 

21-00068-00·RS 

couNTY ls1H%t�I 
5

��:
r 
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SUMMARY OF QUANTITIES 

SP. CODE 

PROV, NO. ITEM UNIT 

40604060 HOT-MIXASPK-\L T SURFACE COURSE, IL-9.5, MIX "D", N50 TON 

42400200 PORTLAND CEMENf CONCRETE SIDEWALK 5 INCH SOFT 

44000161 HOT-MIX ASPHALT SURF ACE REMOVAL, 3" SQYD 

44000200 DRIVEWAY PAVEMENT REMOVAL SQYD 

44000500 COMBINATION CURB AND GIJfTER REMOVAL FOOT 

cs 44201725 CLASS D PATCHES, TYPE I, 7 INCH SQYD 

cs 44201729 CLASS D PATCHES, TYPE II, 7 INCH SQYD 

cs 44201733 CLASS D PATCHES, TYPE Ill, 7 INCH SQYD 

cs 44201735 CLASS D PATCHES, TYPE IV, 7 INCH SQYD 

48102100 AGGREGATE WEDGE SHOULDERS, TYPE B TON 

60261100 INLETS TO BE ADJUSTED \l\ffH NEW TYPE 9 FRAME AND GRATE EACH 

60261300 INLETS TO BE ADJUSTED v\1TH NEW TYPE 11 FRAME AND GRATE EACH 

60300305 FRAMES AND LIDS TO BE ADJUSTED EACH 

60406000 FRAMES AND LIDS, TYPE 1, OPEN LID EACH 

c,,. ::.P,Ec.1111.,v .zrem.s 

th@l'!)(JS. tl'loma.s ongirnlorlng gr.,up, lie 
USER NAME : OonN DESIGNED - REVISED 

762 shcmlinB drlvo DRAWN - REVISED - STATE OF ILLINOIS 
iultu 200 
Bllrcf!I, llioois 60504 PLOT SCALE • 2,0000 'I ,n. CHECKED - REVISED - DEPARTMENT OF TRANSPORTATION 

,.-;;,;;;-;;;-;;;-;-;�;;;,,.-;;;-� .. phone; 1!55-533-1700 
PLOT DATE a 12/l'l/2022 DATE - REVISED -

COVID 100 

TOTAL ROADWAY MAINT. 

QUANTITY 0005 

1,131 1,131 

2,400 

13,449 13,449 

523 523 

1,247 1,247 

134 134 

134 134 

134 134 

270 270 

83 

1 1 

4 4 

2 2 

1 

SUMMARY 

SCALE1 I SHEET OF 

CONSTRUCTION CODE 

COVID 100 

SAFETY 

0021 

2,400 

83 

MUN I 
OF QUANTITIES ··, .. ···,

SHEETS! STA, TO STA. 

COVJD 100 

TRAINEES 

0042 

SECTION 

21-00068·00·RS 

couNTY IJH
o
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SP. CODE 

PROV, NO. 

cs 60406100 

·--

60604400 

60605000 

67100100 

70102620 

70102635 

70102640 

70107025 

70300100 

70300150 

72000100 

72400310 

72800100 

78000100 

Ll -5PE.Cif/L T '( I-,iE f>1 S 

lhomas oaginocrfog group, lie 
USER NAME : Oa""1 

762 shorel1110 dllvu 
sult..200 

SUMMARY OF QUANTITIES 

ITEM 

FRAMES AND LIDS. TYPE 1. CLOSED LID 

COMBINATION COI\CRETE CURB AND GVfTER TYPE. 8-6.18 

COMBINATION CONCRETE Cl.RB AND GLJTTER, TYPE S.-6.24 

MOBILIZATION 

TRAFFIC CONTROL AND PROTECTION. STANDARD 701501 

TRAFFIC CONTROL AND PROTECTION, STANDARD 701701 

TRAFFIC CONTROL AND PROTECTION, STANDARD 701801 

CWINGEABLE MESSAGE SIGN 

SHORT TERM PAVEMENT MARKING 

SHORT TERM PAVEMENT MARKING REMOVAL 

SIGN PANEL TYPE 1 

REMOVE SIGN PANEL - TYPE 1 

TELESCOPING STEEL SIGN SUPPORT 

THERMOPLASTIC PAVEMENT MARKING - LETTERS AND SYMBOLS 

DESIGNED - REVISED 
DRAWN - REVISED -

aurora, 11.,ois 60504 PLOT SCALE • 2.0000 'I 1n, CHECKED - REVISED -

phone: B55-533-1700 
PLOT DATE : 12/lq/2022 DATE - REVISED -

CONSTRUCTION CODE 

COVJD 100 COVID 100 COVID 100 

TOTAL ROADWAY MAINT. SAFETY TRAINEES 

UNIT QUANTITY 0005 0021 0042 

EACH 8 8 

FOOT 72 72 

FOOT 51 51 

LSUM 1 1 

LSUM 1 1 

LSUM 1 1 

LSUM 1 1 

CAL DA 60 60 

FOOT 1,495 1,495 

SOFT 499 499 

SQ FT 159 159 

SOFT 149 149 

FOOT 75 75 

SQFT 99 99 

MUN I SECTION couNTY IJH0El��I 5���1 

STATE OF ILLINOIS SUMMARY OF QUANTITIES �"-�-, 21·00066-00·RS DuPAGE I 51 I 5 
DEPARTMENT OF TRANSPORTATION CONTRACT NO. 61J3l 

SCALEi I SHEET OF SHEETS I ST A. TO STA, l!LLIP«l!SI FED. AJD PROJECT 



SUMMARY OF QUANTITIES 

SP. CODE 

PROV. NO. ITEM 

LI 78000200 THERMOPLASTIC PAVEMENT MARKJNG - LINE 4" 

;,. 78000400 THERMOPLASTIC PAVEMENT MARKJNG - LINE 6" 

A 78000600 THERMOPLASTIC PAVEMENT MARKING - LINE 12" 

Ll 78000650 THERMOPLASTIC PAVEMENT MARKJNG - LINE 24" 

t, 78006100 PREFORMED THERMOPLASTIC PAVEMENT MARKING- LETTERS AND SYMBOLS 

i!, 78100100 RAISED REFLECTIVE PAVEMENT MARKER 

78300200 RAISED REFLECTIVE PAVEMENT MARKER REMOVAL 

11 87502490 TRAFFIC SIGNAL POST, GALVANIZED STEEL 15 FT 

t, 87800100 CONCRETE FOUNDATION, TYPE A 

LR443200 STRIP REFLECTIVE CRACK CONTROL TREATMENT 

cs X0320050 CONSTRUCTION LAYOUT (SPECIAL) 

cs XD326144 TACTILE/DETECTABLE WARNING SURFACE 

LI cs X1400145 RADAR SPEED SIGN 

cs X4022000 TEMPORARY ACCESS (COMMERCIAL ENTRANCE) 

:s.fi=C/tt,r'I z,1:t11-" 

th@ll)as. thomas anglnoonng group, Jk: 
usrn NAM£ = Oc""1 DESIGNED - REVISED 

762 •hemline drive DRAWN - REVISED -
•lf.tu200 
aurora, il1nols 60504 PLOT SCALE : 2,llll0\l '/ ,n, CHECKED - REVISED -

.. �,�. ;;;-.� .. phone: 855-533-1700 PLOT DAT£ = l2/l'l/W22 DATE - REVISED -

COVID 100 

TOTAL ROADWAY MAINT. 

UNIT QUANTITY 0005 

FOOT 10,689 

FOOT 245 

FOOT 712 

FOOT 142 

SQFT 460 

EACH 189 

EACH 92 

EACH 1 1 

FOOT 3 3 

FOOT 2,280 2,280 

L SLM 1 1 

SOFT 242 

EACH 1 1 

EACH 5 

STATE OF ILLINOIS SUMMARY 

DEPARTMENT OF TRANSPORTATION 
SCALE; I SHEET OF 

CONSTRUCTION CODE 

COVID 100 

SAFETY 

0021 

10,689 

245 

712 

142 

460 

189 

92 

242 

OF QUANTITIES 

SHEETS STA, TO STA, 

MUN I 
-••• ··1

COVJD 100 

TRAINEES 

0042 

SECTION 
21-00066-00·RS 

couNTY !srHil\Lsl st�:r 
DuPAGE I 51 ! 6 

CONTRA.CT NO. 61J31 
ILL!NOISI rED. AIO PROJECT 



SUMMARY OF QUANTITIES 
CONSTRUCTION CODE 

COVID 100 COVID 100 COVID 100 

SP. CODE TOTAL ROADWAY MAINT. SAFETY TRAINEES 

PROV. NO. ITEM UNIT QUANTITY 0005 0021 0042 

cs X4230800 PORTLAND CEMENT CONCRETE DRIVEWAY PAVEMENT, 8 INCH, SPECIAL SQYD 157 157 

cs X4240460 PORTLAND CEMENT CONCRETE SIDEWALK 8 INCH, SPECIAL SQ FT 1,217 1,217 

cs X4404700 SIDEWALK REMOVAL (SPECIAL) SOFT 2,481 2,481 

cs X603D310 FRAMES AND LIDS TO BE ADJUSTED (SPECIAL) EACH 7 7 

cs X6064200 COMBINATKlN CONCRETE CURB AND GUTTER, TYPE 8-6.12 (SPECIAL) FOOT 1,124 1,124 

cs 20004538 HOT-MIX ASPHALT DRIVEWAY PAVEMENT, 1 O" SQYD 245 245 

cs ZD030850 TEMPORARY INFORMATON SIGNING SQFT 51.4 51.4 

cs 20076600 TRAINEES HOUR 500 500 

cs 20076604 TRAINEES TRAINNG PROGRAM GRADUATE HOUR 500 500 

cs = CONTRACT SPECIAL PROVISION (SEE SECTKlN 111) 

.Ll 5/,:C;f/t, 'I J:1/:111.S 

th@l1J(JS. themas nng:noonng group, Ile 
USER NAME = OonN DESIGNED - REVISED MUN I SECTION COUNTY lsWEl'r�I 

5
��:

r 

762 ahoratlne drivo DRAWN - REVISED - STATE OF ILLINOIS SUMMARY OF QUANTITIES 21-00068-00-RS DuPAGE I 51 I 1 wlti>200 

aurora, ilinais 6050I PLOT SC/11.E = 2,0000 '/ ,,,, CHECKED - REVISED -
DEPARTMENT OF TRANSPORTATION CONTRACT NO. 61J31 ,.,;,�O;;;; ,,--.-;.d•• phcmc: 855-533-1700 

PLOT DATE • 12/l'l/2022 DATE - REVISED - SCALE: l SHEET OF SHEETSl ST A. TO STA. ILLINOJSI F(O, AID PROJECT 



VARIES 66' TO 80'

TYPICAL SECTIONS

66'

66'

LTL 0'-12' THRU LANE 'THRU LANE '

VARIES 66' TO 80'

LTL 0'-12'THRU LANE ' THRU LANE '

8
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REVISED
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SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

25 1 5

EXISTING

�
EX. ROWEX. ROW

11

MEDIAN

PROPOSED

�

9

10

VARIES

0'-8'

13 14

10

15

4

15 16

REMOVAL ITEMS

LEGEND

25 1

EXISTING

�
EX. ROWEX. ROW

11 9 4

12

THRU LANE THRU LANE

13 14 16

EXISTING

�
EX. ROWEX. ROW

11 17

THRU LANE THRU LANE

EX. ROW EX. ROW

1711

12

5

10 10

151516

STA. 12+34 TO STA. 25+93

OHIO STREET

EXISTING TYPICAL SECTION

STA. 10+72 TO STA. 12+34

OHIO STREET

EXISTING TYPICAL SECTION

STA. 10+72 TO STA. 12+34

OHIO STREET

PROPOSED TYPICAL SECTION

STA. 12+34 TO STA. 25+93

OHIO STREET

PROPOSED TYPICAL SECTION

MEDIAN

VARIES

0'-8'

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

2

3

4

6

7

8

1

5

16

17

9

13

14

15

18

10

LEGEND

11

1.5% DESIREABLE, 2.0% MAXIMUM*

8 8 8 8

VARIES 12'-14'

VARIES 12'-14'

VARIES 14'-18'

VARIES 14'-18'

14' 14'

14' 14'

3 3

PR SIDEWALK REMOVAL (SEE NOTE 1)

PR CLASS D PATCHES, 7" (SEE NOTE 1)

COMB. CURB AND GUTTER REMOVAL (SEE NOTE 1)

HMA SURFACE REMOVAL, 3"

SOD REMOVAL (SEE NOTES 1 AND 2)

12

SURFACE REMOVAL, 3"
SHALL BE CONSIDERED INCLUDED IN THE COST OF HMA
REMOVAL OF EX. AREA WIDE REFLECTIVE CRACK CONTROL3.

FURNISH AND PLACE, 4"
AS PR. SODDING, SALT TOLERANT AND TOPSOIL
SOD LANDSCAPE.  RESTORATION SHALL BE PAID FOR
CONTRACTOR SHALL MINIMIZE DISTURBANCE OF EXISTING2.

FIELD DURING CONSTRUCTION
LOCATIONS WILL BE SPECIFIED BY THE ENGINEER  IN THE1.

NOTES:

EX AGGREGATE SHOULDER

EX HMA SHOULDER

EX COMB. CONC. CURB AND GUTTER

EX PCC SIDEWALK

(SEE NOTE 3)

EX AREA REFLECTIVE CRACK CONTROL TREATMENT

EX HMA PAVEMENT, VAR. 8"-11"

EX SUB-BASE GRAN MATL, THICKNESS VARIES

16

PR. AGGREGATE SHOULDERS (SEE NOTE 1)

PR. P.C.C. SIDEWALK, 5" (SEE NOTE 1)

AND PLACE, 4" (SEE NOTE 1)

PR SODDING, SALT TOLERANT AND TOPSOIL FURNISH

PR COMB CONC CURB AND GUTTER, TYPE VARIES (SEE NOTE 1)

"2
-1PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1

"2
-1PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc



TYPICAL SECTIONS

36'

36'

40'

40'

9
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SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

2 1

EXISTING

�
EX. ROW

11 95

10

4

12

THRU LANE THRU LANE

11' 11'

13 14

EXISTING

�

11

THRU LANE THRU LANE

11' 11'

27 1

EXISTING

�
EX. ROW

11 9 7

THRU LANE THRU LANE

12' 12'

13

EXISTING

�

11

THRU LANE THRU LANE

11' 11'

EX. ROWEX. ROW

5

10

EX. ROW EX. ROW

16 15 15 16 17 18 1814

STA. 50+41 TO STA. 54+12

OHIO COURT

EXISTING TYPICAL SECTION

STA. 50+41 TO STA. 54+12

OHIO COURT

PROPOSED TYPICAL SECTION

STA. 100+69 TO STA. 116+22 (BEGIN BRIDGE OMISSION)

SHORT STREET

EXISTING TYPICAL SECTION

STA. 100+69 TO STA. 116+22 (BEGIN BRIDGE OMISSION)

SHORT STREET

PROPOSED TYPICAL SECTION

EX. ROW EX. ROW

16 16

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

6 6

VAR. 0'-3'

VAR. 1'-6'

VAR. 0'-3'

VAR. 1'-6'

VAR. 1'-6'VAR. 1'-6'

888 8

REMOVAL ITEMS

LEGEND

1.5% DESIREABLE, 2.0% MAXIMUM*

SURFACE REMOVAL, 3"

SHALL BE CONSIDERED INCLUDED IN THE COST OF HMA

REMOVAL OF EX. AREA WIDE REFLECTIVE CRACK CONTROL3.

FURNISH AND PLACE, 4"

AS PR. SODDING, SALT TOLERANT AND TOPSOIL

SOD LANDSCAPE.  RESTORATION SHALL BE PAID FOR

CONTRACTOR SHALL MINIMIZE DISTURBANCE OF EXISTING2.

FIELD DURING CONSTRUCTION

LOCATIONS WILL BE SPECIFIED BY THE ENGINEER  IN THE1.

NOTES:

3 3

HMA SHOULDER- 4'-6' HMA SHOULDER- 4'-6'

2

3

4

6

7

8

1

5

9

10

LEGEND

11

PR SIDEWALK REMOVAL (SEE NOTE 1)

PR CLASS D PATCHES, 7" (SEE NOTE 1)

COMB. CURB AND GUTTER REMOVAL (SEE NOTE 1)

HMA SURFACE REMOVAL, 3"

SOD REMOVAL (SEE NOTES 1 AND 2)

12

EX AGGREGATE SHOULDER

EX HMA SHOULDER

EX COMB. CONC. CURB AND GUTTER

EX PCC SIDEWALK

(SEE NOTE 3)

EX AREA REFLECTIVE CRACK CONTROL TREATMENT

EX HMA PAVEMENT, VAR. 8"-11"

EX SUB-BASE GRAN MATL, THICKNESS VARIES

16

17

13

14

15

18 PR. AGGREGATE SHOULDERS (SEE NOTE 1)

PR. P.C.C. SIDEWALK, 5" (SEE NOTE 1)

AND PLACE, 4" (SEE NOTE 1)

PR SODDING, SALT TOLERANT AND TOPSOIL FURNISH

PR COMB CONC CURB AND GUTTER, TYPE VARIES (SEE NOTE 1)

"2
-1PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1

"2
-1PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc



TYPICAL SECTIONS

66'

THRU LANE ' MEDIAN / LTL' THRU LANE '

66'

THRU LANE ' MEDIAN / LTL' THRU LANE '

66'

66'

10
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SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

25 1 5

EXISTING

�
EX. ROWEX. ROW

11 9

10 10

4

12

VAR. 12'-19' VAR. 0'-12' VAR. 11'-12'

1315 15

PROPOSED

� EX. ROWEX. ROW

17

VAR. 12'-19' VAR. 0'-12' VAR. 11'-12'

16 16

24 1

EXISTING

�
EX. ROW

11 95

10

THRU LANE THRU LANE

12' 12'

1317 14

EXISTING

�

11

THRU LANE THRU LANE

12' 12'

EX. ROW

12

5

10

EX. ROW EX. ROW

16 15 15 16

(END OF BRIDGE OMISSION) STA. 117+82 TO STA. 121+41

SHORT STREET

EXISTING TYPICAL SECTION

(END OF BRIDGE OMISSION) STA. 117+82 TO STA. 121+41

SHORT STREET

PROPOSED TYPICAL SECTION

STA. 121+41 TO STA. 123+46

SHORT STREET

PROPOSED TYPICAL SECTION

STA. 121+41 TO STA. 123+46

SHORT STREET

EXISTING TYPICAL SECTION

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

VAR. 1.5%-3% VAR. 1.5%-3%

1411

8 8 8 8

REMOVAL ITEMS

LEGEND

1.5% DESIREABLE, 2.0% MAXIMUM*

SURFACE REMOVAL, 3"

SHALL BE CONSIDERED INCLUDED IN THE COST OF HMA

REMOVAL OF EX. AREA WIDE REFLECTIVE CRACK CONTROL3.

FURNISH AND PLACE, 4"

AS PR. SODDING, SALT TOLERANT AND TOPSOIL

SOD LANDSCAPE.  RESTORATION SHALL BE PAID FOR

CONTRACTOR SHALL MINIMIZE DISTURBANCE OF EXISTING2.

FIELD DURING CONSTRUCTION

LOCATIONS WILL BE SPECIFIED BY THE ENGINEER  IN THE1.

NOTES:

3 3

2

3

4

6

7

8

1

5

9

10

LEGEND

11

PR SIDEWALK REMOVAL (SEE NOTE 1)

PR CLASS D PATCHES, 7" (SEE NOTE 1)

COMB. CURB AND GUTTER REMOVAL (SEE NOTE 1)

HMA SURFACE REMOVAL, 3"

SOD REMOVAL (SEE NOTES 1 AND 2)

12

EX AGGREGATE SHOULDER

EX HMA SHOULDER

EX COMB. CONC. CURB AND GUTTER

EX PCC SIDEWALK

(SEE NOTE 3)

EX AREA REFLECTIVE CRACK CONTROL TREATMENT

EX HMA PAVEMENT, VAR. 8"-11"

EX SUB-BASE GRAN MATL, THICKNESS VARIES

16

17

13

14

15

18 PR. AGGREGATE SHOULDERS (SEE NOTE 1)

PR. P.C.C. SIDEWALK, 5" (SEE NOTE 1)

AND PLACE, 4" (SEE NOTE 1)

PR SODDING, SALT TOLERANT AND TOPSOIL FURNISH

PR COMB CONC CURB AND GUTTER, TYPE VARIES (SEE NOTE 1)

"2
-1PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1

"2
-1PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc
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COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

 10+00
 11

 12

 13

 14
 15+00

 16

 17

 18

 19
 20+00

 21

 2
2

 2
3

 
2
4

WV

J

WV

WV

J

MATCH LINE STA. 24+00.00

MATCH LINE STA. 24+00.00

M
A

T
C

H
 
L
IN

E
 
S

T
A
. 

1
1
0
+

0
0
.0

0

0

HORIZONTAL SCALE IN FEET

250

HORIZONTAL SCALE IN FEET

50 100

ALIGNMENTS AND BENCHMARKS 11

 50+00  51  52  53  54

 
2
4

 
2
5

+
0
0

 
2
6

 
1
0
0

+
0
0

 
1
0
1

 102

 103

 104

 105+00  106
 107

 108
 109

 110+00

E: 1,050,639.154

N: 1,866,572.648

PRC Sta 12+20.69

E: 1,050,461.822

N: 1,866,520.306

PC Sta 10+33.51

E: 1,050,428.331

N: 1,866,519.332

POT Sta 10+00.00

E: 1,050,479.116

N: 1,866,486.589

SET X ON SIDEWALK

CONTROL POINT #21

33.51'

E: 1,051,038.379

N: 1,866,644.004

PRC Sta 16+36.04

E: 1,051,524.183

N: 1,866,679.684

PCC Sta 21+29.31

E: 1,050,833.307

N: 1,866,673.546

SET X ON BOC

CONTROL POINT #22

E: 1,051,302.152

N: 1,866,602.486

SET X ON SIDEWALK

CONTROL POINT #23

E: 1,051,669.057

N: 1,867,030.293

SET X ON BOC

CONTROL POINT #25

E: 1,052,158.239

N: 1,867,057.131

SET X ON SIDEWALK

CONTROL POINT #26

E: 1,052,443.829

N: 1,866,862.664

SET X ON BOC

CONTROL POINT #27

E: 1,051,688.880

N: 1,866,924.790

PT Sta 24+45.21

E: 1,051,680.983

N: 1,867,121.348

POT Sta 26+41.92

E: 1,051,684.585

N: 1,867,031.704

POT Sta 50+00.00

196.72'

440.66'

E: 1,052,118.373

N: 1,867,144.124

POT Sta 100+00.00

E: 1,052,124.893

N: 1,867,049.393

PC Sta 100+94.96

POT Sta 54+40.66

E: 1,052,176.784

N: 1,866,973.695

PT Sta 101+91.73

E: 1,052,294.936

N: 1,866,922.542

PC Sta 103+20.48

128.75'

94.96'

E: 1,052,421.779

N: 1,866,885.257

PCC Sta 104+53.02

E: 1,052,596.045

N: 1,866,882.581

PT Sta 106+27.95

451.43'

PI STA. = 11+29.47

R = 344.84'

T = 95.96'

L = 187.18'

P.T. STA. = 12+20.69

P.C. STA. = 10+33.51

E = 13.10'

T = 218.14'

L = 415.35'

E = 41.68'

P.C. STA. = 12+20.69

P.T. STA. = 16+36.04

R = 550.00'

PI STA. = 14+38.83

P.T. STA. = 21+29.31

P.C. STA. = 16+36.04

E = 34.88'

L = 493.26'

T = 253.00'

R = 900.00'

PI STA. = 18+89.04 PI STA. = 23+12.28

R = 250.00'

T = 182.97'

L = 315.90'

E = 59.80'

P.C. STA. = 21+29.31

P.T. STA. = 24+45.21

PROP. CURVE OHIO-1 PROP. CURVE OHIO-2 PROP. CURVE OHIO-3 PROP. CURVE OHIO-4

CURVE DATA:

PI STA. = 101+49.16

R = 86.21'

T = 54.20'

L = 96.78'

E = 15.62'

P.C. STA. = 100+94.96

P.T. STA. = 101+91.73

PI STA. = 103+87.09

R = 540.18'

T = 66.61'

L = 132.54'

E = 4.09'

P.C. STA. = 103+20.48

P.T. STA. = 104+53.02

PI STA. = 105+41.13

R = 591.52'

T = 88.10'

L = 174.92'

E = 6.53'

P.C. STA. = 104+53.02

P.T. STA. = 106+27.95

CURVE DATA:

PROP. CURVE SHORT-1 PROP. CURVE SHORT-2 PROP. CURVE SHORT-3

Y
A

C
K

L
E

Y
 
A

V
E

N
U

E

OHIO STREET

OHIO STREET

A
C

A
D

E
M

Y
 
D

R
IV

E

O
H
IO
 
S

T
R

E
E

T

OHIO COURT

S
H

O
R

T
 
S

T
R

E
E

T

SHORT STREET

BENCHMARK 2

BENCHMARK 1

BENCHMARK 3

BENCHMARK 4



ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

100.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

WV

WV

WV

TS

WV

TSM
A

T
C

H
 
L
IN

E
 
S

T
A
. 

1
1
0
+

0
0
.0

0

0

HORIZONTAL SCALE IN FEET

250

HORIZONTAL SCALE IN FEET

50 100

ALIGNMENTS AND BENCHMARKS 12

 110+00

 111
 112

 113
 114  115+00  116  117  118  119  120+00  121  122  123

 124

E: 1,053,043.516

N: 1,866,942.224

PC Sta 110+79.38

E: 1,053,134.486

N: 1,866,973.843

PT Sta 111+76.34

150.84'

E: 1,053,264.131

N: 1,867,050.947

PC Sta 113+27.18

E: 1,053,317.707

N: 1,867,077.542

PT Sta 113+87.05

288.88'

E: 1,053,585.444

N: 1,867,186.023

PI Sta 116+75.93

E: 1,053,673.923

N: 1,867,221.997

PI Sta 117+71.45

E: 1,054,111.206

N: 1,867,400.108

PI Sta 122+43.61

E: 1,054,288.707

N: 1,867,463.365

POT Sta 124+32.05

188.44'

95.51'

472.17'

E: 1,053,009.840

N: 1,866,909.177

SET IRON ROD WITH CAP

CONTROL POINT #28

E: 1,053,517.634

N: 1,867,139.540

SET X ON SIDEWALK

CONTROL POINT #29

E: 1,054,029.512

N: 1,867,342.312

SET IRON ROD WITH CAP

CONTROL POINT #30

PI STA. = 111+28.53

R = 240.00'

T = 49.15'

L = 96.97'

E = 4.98'

P.C. STA. = 110+79.38

P.T. STA. = 111+76.34

PI STA. = 113+57.18

R = 395.00'

T = 29.99'

L = 59.87'

E = 1.14'

P.C. STA. = 113+27.18

P.T. STA. = 113+87.05

CURVE DATA:

PROP. CURVE SHORT-4 PROP. CURVE SHORT-5

SHORT STREET

L
IN

C
O

L
N
 
A

V
E

N
U

E

BENCHMARKS:

ELEV: 665.72

SURVEY MONUMENT AT 5040 LINCOLN AVENUE

ELEV: 662.48

SHORT STREET IN THE PARK.

NORTHWEST BOLT ON FIRE HYDRANT ON NORTH SIDE OF

ELEV: 670.56

SHORT STREET AND OHIO COURT.

NORTH BOLT ON FIRE HYDRANT AT THE SOUTHEAST CORNER OF 

ELEV: 670.64

SOUTHEAST BOLT ON FIRE HYDRANT AT 1945 OHIO STREET.

ELEV: 671.22

ACADEMY DRIVE AND OHIO STREET.

NORTH BOLT ON FIRE HYDRANT AT THE NORTHWEST CORNER OF

ELEV: 676.82

YACKLEY AVENUE AND OHIO STREET.

VILLAGE OF LISLE CONTROL MONUMENT LISLE 3, AT THE SOUTHEAST CORNER OF 

6.

5.

4.

3.

2.

1.

BENCHMARK 5

E: 1,054,168.513

N: 1,867,459.621

SURVEY MONUMENT

BENCHMARK 6

CONTROL POINT #31



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
5

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
5

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
2
1

+
0
0

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

OHIO STREET

EXISTING AND REMOVAL PLANS
13

B
IK

E
 R

O
U

T
E

B
IK

E
 R

O
U

T
E

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U
T
E

P
C
 
S
ta
 
1
0
+

0
0
.0

0

STA. 10+72

PROJECT BEGINS

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E

S
P

E
E

D

L
IM

IT

2
5

V
IL

L
A

G
E

O
R

D
IN
.

S
IG

N

R
O

U
T
E

S
IG

N

S
N

O
W

N
O

PARKING
A

N
Y

T
IM

E

ACADEMY DR

OHIO ST

W
O

R
K
S

P
U

B
L
IC

L
IS

L
E

R
E

M
A
IN

R
E

M
A
IN

R
E

M
A
IN

EXPENSE.
CONTRACT.  ANY DAMAGE DONE TO BRICKS SHALL BE AT CONTRACTOR'S
CONDITION.  THIS WORK SHALL BE CONSIDERED INCIDENTAL TO THE
ANY BRICKS THAT ARE REMOVED ARE TO BE REPLACED TO ORIGINAL
BRICK PAVERS ARE TO BE MINIMALLY DISPLACED DUE TO CONSTRUCTION.

THE CONTRACTOR'S EXPENSE.
BASE.  ANY DAMAGE CAUSED BY CONSTRUCTION WILL BE REPAIRED AT
CONTRACTOR IS TO AVOID DAMAGE TO USPS MAILBOX AND CONCRETE

EXPENSE.
CONTRACT.  ANY DAMAGE DONE TO BRICKS SHALL BE AT CONTRACTOR'S
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THE CONTRACTOR'S EXPENSE.
BASE.  ANY DAMAGE CAUSED BY CONSTRUCTION WILL BE REPAIRED AT
CONTRACTOR IS TO AVOID DAMAGE TO USPS MAILBOX AND CONCRETE

WV

J

WV

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

 15+00

 16

 17

 18
 19

 20+
00

 21

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

OHIO
 STREET

EX. ROW

EX. ROW

EX. ROW

EX. ROW

WV

WV

J

TSTS

1208
223

678    8322

 10+00

 11

 12

 13

 14

 15+00

REMAIN SIGN PANEL TO REMAIN IN PLACE

REMOVE SIGN PANEL- TYPE 1

RAISED REFLECTIVE PAVEMENT MARKER REMOVAL

P.C.C. DRIVEWAY PAVEMENT REMOVAL

HMA DRIVEWAY PAVEMENT REMOVAL

REPLACEMENT (MATCH EXISTING TYPE)

COMB. CURB AND GUTTER REMOVAL AND

HOT-MIX ASPHALT SURFACE REMOVAL, BUTT JOINT

SIDEWALK REMOVAL (SPECIAL)

HOT-MIX ASPHALT SURFACE REMOVAL, 3"

LEGEND



MATCHLINE S
TA. 

21+00

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

OHIO STREET

EXISTING AND REMOVAL PLANS

MATCHLINE STA. 50+50

14

B
IK

E
 R

O
U

T
E

B
IK

E
 R

O
U
T
E

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

NO

PARKING
ANY

TIME

NO
PA
RK
ING

AN
Y

TI
M
E

S
P
E
E
D

L
IM
IT

2
5

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E
STOP

CROSS TRAFFIC

DOES NOT STOP

OHIO CT

OHIO ST

UNIVERSITY LN

PRIOR TO P.C.C. SIDEWALK 5 INCH POUR

VALVE TO BE ADJUSTED BY VILLAGE
REMAIN SIGN PANEL TO REMAIN IN PLACE

REMOVE SIGN PANEL- TYPE 1

RAISED REFLECTIVE PAVEMENT MARKER REMOVAL

P.C.C. DRIVEWAY PAVEMENT REMOVAL

HMA DRIVEWAY PAVEMENT REMOVAL

REPLACEMENT (MATCH EXISTING TYPE)

COMB. CURB AND GUTTER REMOVAL AND

HOT-MIX ASPHALT SURFACE REMOVAL, BUTT JOINT

SIDEWALK REMOVAL (SPECIAL)

HOT-MIX ASPHALT SURFACE REMOVAL, 3"

LEGEND

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

OHIO STREET

E
X
. 

R
O

W

E
X
. 

R
O

W

EX. ROW

EX. ROW

W
V

 
2
1

 
2
2

 23

 24

 25+00
 26 

5
0

+
0
0



0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

OHIO COURT

EXISTING AND REMOVAL PLANS

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 

5
4

+
0

0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
5

0
+

5
0

15

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U

T
E

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

S
C

H
O

O
L

W
H
E

N
C

H
IL

D
E

R
N

A
R

E
 P

R
E
S
E

N
T

S
P

E
E

D

L
IM

IT

2
0

C
E
L
L
 P

H
O

N
E
 U

S
E

P
R

O
H
IB
IT

E
D

N
O

PARKING
A

N
Y

T
IM

E

S
P

E
E

D

L
IM

IT

2
5

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

R
E

M
A
IN

R
E

M
A
IN

REMAIN SIGN PANEL TO REMAIN IN PLACE

REMOVE SIGN PANEL- TYPE 1

RAISED REFLECTIVE PAVEMENT MARKER REMOVAL

P.C.C. DRIVEWAY PAVEMENT REMOVAL

HMA DRIVEWAY PAVEMENT REMOVAL

REPLACEMENT (MATCH EXISTING TYPE)

COMB. CURB AND GUTTER REMOVAL AND

HOT-MIX ASPHALT SURFACE REMOVAL, BUTT JOINT

SIDEWALK REMOVAL (SPECIAL)

HOT-MIX ASPHALT SURFACE REMOVAL, 3"

LEGEND

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

OHIO COURT

EX. ROW

EX. ROW

EX. ROW

EX. ROW

 51  52  53  54



M
A

T
C

H
L
I

N
E
 
S

T
A
.
 
1
0
6
+
0
0

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

SHORT STREET

EXISTING AND REMOVAL PLANS

M
A

T
C

H
L
I

N
E
 
S

T
A
.
 
5
4

+
0
0

16

B
IK

E
 R

O
U
T
E

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

POT 
St
a 

10
0+

00
.0
0

S
TO

P

A
LL  W

A
Y

OHIO CT

SHORT ST

R
E

M
A
IN

REMAIN SIGN PANEL TO REMAIN IN PLACE

REMOVE SIGN PANEL- TYPE 1

RAISED REFLECTIVE PAVEMENT MARKER REMOVAL

P.C.C. DRIVEWAY PAVEMENT REMOVAL

HMA DRIVEWAY PAVEMENT REMOVAL

REPLACEMENT (MATCH EXISTING TYPE)

COMB. CURB AND GUTTER REMOVAL AND

HOT-MIX ASPHALT SURFACE REMOVAL, BUTT JOINT

SIDEWALK REMOVAL (SPECIAL)

HOT-MIX ASPHALT SURFACE REMOVAL, 3"

LEGEND

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

SHORT STREET

EX. ROW

EX. ROW

J

W
V

W
V

J

 
1
0
0
+

0
0

 
1
0
1

 102  103

 104

 10
5+

00

 1
06

 5
4



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
0
6

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
2

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
2

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
8

+
0
0

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

SHORT STREET

EXISTING AND REMOVAL PLANS
17

STA. 117+82

END OMISSION

STA. 116+22

BEGIN OMISSION

SN: 022-6649

SHORT STREET

EX. ROW

EX. ROW

EX. ROW

EX. ROW

WV

WV

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

 112

 113

 114  115+00  116  117  118

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

SHORT STREET

EX. ROW

EX. ROW EX. ROW

EX. ROW

WV

 106  107  108  109  110+00  111

 1
12

REMAIN

LEGEND

HOT-MIX ASPHALT SURFACE REMOVAL, 3"

SIDEWALK REMOVAL (SPECIAL)

HOT-MIX ASPHALT SURFACE REMOVAL, BUTT JOINT

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)

HMA DRIVEWAY PAVEMENT REMOVAL

P.C.C. DRIVEWAY PAVEMENT REMOVAL

RAISED REFLECTIVE PAVEMENT MARKER REMOVAL

REMOVE SIGN PANEL- TYPE 1

SIGN PANEL TO REMAIN IN PLACE



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
8

+
0
0

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

SHORT STREET

EXISTING AND REMOVAL PLANS
18

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

STA. 123+46

PROJECT ENDS

A
H

E
A

D

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

W
E
IG

H
T

L
IM

IT

T
O

N
S

1
0

S
P

E
E

D

L
IM

IT

2
5

N
O

PARKING
A

N
Y

T
IM

E

PRO
HIBITED

YELLO
W
 LINE

CRO
SSING

 DO
UBLE

SHORT ST

RIVERVIEW DR

INTERSECTION
DO NOT BLOCK

LOCATIONS AT IL ROUTE 53 PRIOR TO CONSTRUCTION

CONTRACTOR TO VERIFY EXISTING DETECTOR LOOP

REMAIN

LEGEND

HOT-MIX ASPHALT SURFACE REMOVAL, 3"

SIDEWALK REMOVAL (SPECIAL)

HOT-MIX ASPHALT SURFACE REMOVAL, BUTT JOINT

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)

HMA DRIVEWAY PAVEMENT REMOVAL

P.C.C. DRIVEWAY PAVEMENT REMOVAL

RAISED REFLECTIVE PAVEMENT MARKER REMOVAL

REMOVE SIGN PANEL- TYPE 1

SIGN PANEL TO REMAIN IN PLACE

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

SHORT STREET

EX. ROW

EX. ROW

EX. ROW

E
X
. 

R
O

W

EX
. 

R
O

W

WV

TS

TS

 118  119  120+00  121  122
 123

 124



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
5

+
0
0

OHIO STREET

PROPOSED ROADWAY PLANS

0 20

5

0

HORIZ SCALE

SCALE
VERT

10

650

655

660

665

670

675

680

685

690

650

655

660

665

670

675

680

685

690

19

10+50 11+00 11+50 12+00 12+50 13+00 13+50 14+00 14+50 15+00

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
1
9
 

O
h
i
o
 

S
t
 
P

P
0
1
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

P
O

T
 
S
ta
 
1
0
+

0
0
.0

0
Y

A
C

K
L
E

Y
 
A

V
E

N
U

E

D
R
IV

E

A
C

A
D

E
M

Y

ENTRANCEPRIVATE

ENTRANCEPRIV
ATE

ENTRANCE

PRIVATE

ENTRANCE

PRIVATE

STA. 10+72

PROJECT BEGINS

3 FT

3 FT

10 FT

8 FT

45 FT

SF

67

9 FT

18 FT

45 FT

45 FT

9 FT

SF

50

27 FT SF

78

110 FT

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

23 FT

S

S

A

8 FT

SF

48

SF

167

5
0
'

S

2
8
'

NEW TYPE 11 FRAME AND GRATE

PR. INLET TO BE ADJUSTED W/

IN ADA COMPLIANCE

110 SF

PR. P.C.C. SIDEWALK, 8", SPECIAL

117 SF

PR. P.C.C. SIDEWALK, 8", SPECIAL

132 SF

PR. P.C.C. SIDEWALK, 8", SPECIAL

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:

 

NOGAP

5

20

600

1000.000000

PROHIOST

047

6
7
7
.9

3

6
7
6
.4

6

6
7
4
.8

3

6
7
3
.3

3

6
7
2
.0

1

6
7
1
.1

5

6
7
0
.5

0

6
7
0
.0

8

6
6
9
.9

5

6
6
9
.9

2

EX. ROW

EX. ROW

EX. ROW

EX. ROW

OHIO
 STREET

 10+00

 11

 12

 13

 14

 15+00

WV

WV

J

TSTS

1208
223

678    8322

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 

1
5

+
0

0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
2
1

+
0
0

645

650

655

660

665

670

675

680

685

645

650

655

660

665

670

675

680

685

OHIO STREET

PROPOSED ROADWAY PLANS
20

15+00 15+50 16+00 16+50 17+00 17+50 18+00 18+50 19+00 19+50 20+00 20+50 21+00

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
2
0
 

O
h
i
o
 

S
t
 
P

P
0
2
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

ENTRANCE
PRIVATE

ENTRANCE
PRIVATE

ENTRANCE

PRIVATE

ENTRANCE

PRIVATE

ENTRANCE

PRIVATE

ENTRANCE

PRIVATE

ENTRANCE

PRIVATE
18 FT

SF

46

11 FT SF

45

8 FT

7 FT

80 FT

SF

51

11 FT SF

48

11 FT

22 FT
10 FT

9 FT 30 FT

SF

51

8 FT

64 FT

4 FT

5 FT

28 FT

SF

58

10 FT

13 FT

S

A

S

2
8
'

2
8
'

110 SF

PR. P.C.C. SIDEWALK, 8", SPECIAL

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

127 SF

PR. P.C.C. SIDEWALK, 8", SPECIAL

EXPENSE.

CONTRACT.  ANY DAMAGE DONE TO BRICKS SHALL BE AT CONTRACTOR'S

CONDITION.  THIS WORK SHALL BE CONSIDERED INCIDENTAL TO THE

ANY BRICKS THAT ARE REMOVED ARE TO BE REPLACED TO ORIGINAL

BRICK PAVERS ARE TO BE MINIMALLY DISPLACED DUE TO CONSTRUCTION.

THE CONTRACTOR'S EXPENSE.

BASE.  ANY DAMAGE CAUSED BY CONSTRUCTION WILL BE REPAIRED AT

CONTRACTOR IS TO AVOID DAMAGE TO USPS MAILBOX AND CONCRETE

PR. P.C.C. SIDEWALK, 8", SPECIAL- 128 SF

NEW TYPE 11 FRAME AND GRATE

PR. INLET TO BE ADJUSTED W/

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:

6
6
9
.9

2

6
6
9
.9

7

6
6
9
.9

6

6
6
9
.7

5

6
6
9
.4

5

6
6
9
.1

9

6
6
8
.9

9

6
6
9
.0

3

6
6
9
.3

3

6
6
9
.5

9

6
6
9
.6

5

6
6
9
.5

9

6
6
9
.5

1

EX. ROW

EX. ROW

OHIO STREET

EX. ROW

EX. ROW

 15+00

 16

 17

 18  19

 20+
00

 21

WV

J

WV

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF



M
A
T
C

H
L
I

N
E
 
S
T

A
.
 
2
1
+
0
0

655

660

665

670

675

680

655

660

665

670

675

680

OHIO STREET

PROPOSED ROADWAY PLANS

MATCHLI
NE 

STA.
 5

0+5
0

21

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
2
1
 
O
h
i
o
 

S
t
 
P

P
0
3
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

P
O

T
 
S
ta
 
2
6
+

4
1
.9

2

ENTRANCE

PRIVATE

ENTRANCEPRIVATE

ENTRANCE
PRIV

ATE

ENTRANCEPRIV
ATE

E
N
T
R

A
N

C
E

P
R
IV

A
T
E

O
H
IO
 
C

O
U

R
T

2
8
'

2
8
'

S

3 FT

4 FT

SF

25

SF

57

9 FT

22 FT

SF

51

11 FT

3 FT

3 FT

3 FT

3 FT
19 FT

3 FT

16 FT

8 FT

SF

58

SF

44

9 FT

25 FT

SF

169

9 FT

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

PR. P.C.C. SIDEWALK, 8", SPECIAL- 158 SF

PR. P.C.C. SIDEWALK, 8", SPECIAL- 158 SF

IN ADA COMPLIANCE

IN ADA COMPLIANCE

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF

OHIO STREET

EX
. R

O
W

EX
. R

O
W

EX. 
ROW

EX. 
ROW

 2
1

 22

 23
 24

 2
5+

00

 2
6

 
5
0
+

0
0

W
V

21+00 21+50 22+00 22+50 23+00 23+50 24+00 24+50 25+00 25+50 26+00

6
6
9
.5

1

6
6
9
.3

8

6
6
9
.6

1

6
6
9
.9

0

6
7
0
.1

4

6
7
0
.2

9

6
7
0
.5

2

6
7
0
.8

2

6
7
1
.1

4

6
7
1
.4

0

6
7
1
.3

3



0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

645

650

655

660

665

670

675

680

685

645

650

655

660

665

670

675

680

685

OHIO COURT

PROPOSED ROADWAY PLANS

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
5

0
+

5
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
5

4
+

0
0

22

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
2
2
 

O
h
i
o
 

C
t
 
P

P
0
4
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

ENTRANCE
PRIVATE

ENTRANCE
PRIVATE

2
2
'

2
2
'

30 FT

S

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF

EX. ROW

EX. ROW

OHIO COURT

EX. ROW

EX. ROW

 51  52  53  54

50+00 50+50 51+00 51+50 52+00 52+50 53+00 53+50 54+00

6
7
1
.4

1

6
7
0
.5

2

6
7
0
.1

5

6
6
9
.8

3

6
6
9
.4

9

6
6
9
.2

8

6
6
8
.9

2

6
6
8
.5

4

6
6
8
.2

1



S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
2
3
 

S
h
o
r
t
 
S
t
 
P

P
0
5
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

100+00 100+50 101+00 101+50 102+00 102+50 103+00 103+50 104+00 104+50 105+00 105+50 106+00

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF
6
6
8
.1

3

6
6
8
.5

2

6
6
8
.8

4

6
6
8
.8

5

6
6
8
.6

0

6
6
8
.2

3

6
6
8
.1

4

6
6
7
.9

7

6
6
7
.7

3

6
6
7
.3

8

6
6
6
.9

6

6
6
6
.3

6

6
6
5
.5

3

SHORT STREET

EX. ROW

EX. ROW

 
1
0
0
+

0
0

 
1
0
1

 102  103

 104

 10
5+

00

 1
06

 5
4

J

W
V

W
V

J

M
A

T
C

H
L
I

N
E
 
S

T
A
.
 
1
0
6
+
0
0

SHORT STREET

PROPOSED ROADWAY PLANS

0 20

5

0

HORIZ SCALE

SCALE
VERT

10

670

665

660

655

650

645

685

680

675

670

665

660

655

650

645

685

680

675

M
A

T
C

H
L
I

N
E
 
S

T
A
.
 
5
4

+
0
0

23

OHI
O 

COURT

ENTRANCE
PRIVATE

ENTRANCEPRIVATE

30 FT

9 FT

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

13 FT

3
2
'

3
4
'

NEW TYPE 11 FRAME AND GRATE

PR. INLET TO BE ADJUSTED W/

NEW TYPE 11 FRAME AND GRATE

PR. INLET TO BE ADJUSTED W/

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
0
6

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
2

+
0
0

SHORT STREET

PROPOSED ROADWAY PLANS

0 20

5

0

HORIZ SCALE

SCALE
VERT

10

640

645

650

655

660

665

670

680

675

640

645

650

655

660

665

670

680

675

24

106+00 106+50 107+00 107+50 108+00 108+50 109+00 109+50 110+00 110+50 111+00 111+50 112+00

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
2
4
 

S
h
o
r
t
 
S
t
 
P

P
0
6
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

ENTRANCE
PRIVATE

ENTRANCE
PRIVATE

SF

34

MORE DETAILS.

BY THE ENGINEER.  SEE TYPICAL SECTIONS FOR

REPLACED IN LOCATIONS DICTATED IN THE FIELD

AGGREGATE WEDGE SHOULDERS SHALL BE2.

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

3
0
'

3
0
'

BY OTHERS PRIOR TO CONSTRUCTION

ADA CURB RAMP TO BE INSTALLED

(SEE NOTE 2)

PR. AGGREGATE SHOULDERS

(SEE NOTE 2)

PR. AGGREGATE SHOULDERS

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:

6
6
5
.5

3

6
6
4
.7

0

6
6
4
.0

8

6
6
3
.6

8

6
6
3
.3

8

6
6
2
.9

0

6
6
2
.6

8

6
6
2
.3

9

6
6
2
.0

1

6
6
2
.0

1

6
6
2
.3

2

6
6
2
.6

1

6
6
2
.8

5

EX. ROW

EX. ROW

SHORT STREET

EX. ROW

EX. ROW

 106  107  108  109  110+00  111

 1
12

WV

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
2

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
8

+
0
0

0 20

5

0

HORIZ SCALE

SCALE
VERT

10

640

645

650

655

660

665

670

675

680

640

645

650

655

660

665

670

675

680

SHORT STREET

PROPOSED ROADWAY PLANS
25

112+00 112+50 113+00 113+50 114+00 114+50 115+00 115+50 116+00 116+50 117+00 117+50 118+00

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
2
5
 

S
h
o
r
t
 
S
t
 
P

P
0
7
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

ENTRANCE
PRIVATE

(SEE NOTE 2)

PR. AGGREGATE SHOULDERS

(SEE NOTE 2)

PR. AGGREGATE SHOULDERS

(SEE NOTE 2)

PR. AGGREGATE SHOULDERS

SF

28

SF

24

3
0
'

3
0
'

(SEE NOTE 2)

PR. AGGREGATE SHOULDERS

MORE DETAILS.

BY THE ENGINEER.  SEE TYPICAL SECTIONS FOR

REPLACED IN LOCATIONS DICTATED IN THE FIELD

AGGREGATE WEDGE SHOULDERS SHALL BE2.

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

STA. 116+22

BEGIN OMISSION

STA. 117+82

END OMISSION

STRUCTURE NO.: 022-6649

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:

6
6
2
.8

5

6
6
3
.1

4

6
6
3
.3

6

6
6
3
.6

3

6
6
4
.0

5

6
6
4
.8

7

6
6
5
.6

8

6
6
6
.5

6

6
6
7
.3

2

6
6
8
.1

4

6
6
8
.5

6

6
6
8
.1

0

6
6
6
.8

0

EX. ROW

EX. ROW

SHORT STREET

EX. ROW

EX. ROW

 112

 113
 114

 115+00

 116

 117

 118

W
V

W
V

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1

1
8

+
0

0

SHORT STREET

PROPOSED ROADWAY PLANS

0 20

5

0

HORIZ SCALE

SCALE
VERT

10

640

645

650

655

660

665

670

675

680

640

645

650

655

660

665

670

675

680

26

S
U

R
V

E
Y

E
D

P
L

O
T

T
E

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

P
L

A
N

A
L
I
G

N
M

E
N

T
 

C
H

E
C

K
E

D

R
T
. 

O
F
 

W
A

Y
 

C
H

E
C

K
E

D

C
A

D
D
 

F
I
L

E
 

N
A

M
E

P
R

O
F
I
L

E
S

U
R

V
E

Y
E

D

P
L

O
T

T
E

D

G
R

A
D

E
S
 

C
H

E
C

K
E

D

B
.M
. 

N
O

T
E

D

S
T

R
U

C
T

U
R

E
 

N
O

T
A

T
'N

S
 

C
H
'K

D

B
Y

D
A

T
E

N
O

T
E
 

B
O

O
K

N
O
.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

DRAWN

CHECKED

SHEET OF SHEETS STA. TO STA.

-

-

-

-

-

-

-

-

 

  

F
I
L

E
 

N
A

M
E

=
2
6
 

S
h
o
r
t
 
S
t
 
P

P
0
8
.d

g
n

e n g i n e e r i n g   g r o u p
s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R
SCALE:

DUPAGE21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

MUN

R
IV

E
R

V
IE

W
 
D

R
IV

E

ENTRANCE
PRIVATE

ENTRANCE
PRIVATE

IL
L
IN

O
IS
 
R

O
U

T
E
 
5
3

3 FT

8 FT

15 FT

8 FT 14 FT 10 FT

3 FT

27 FT

SF

1150

6 FT

65 FT

7 FT

36 FT

3 FT

3 FT

3 FT

3 FT

3 FT

SF

40

4
2
'2

4
'

2
4
'

NEW TYPE 9 FRAME AND GRATE

PR. INLET TO BE ADJUSTED W/

IN ADA COMPLIANCE

PR. P.C.C. SIDEWALK, 8", SPECIAL- 211 SF

OR SIDEWALK OUTSIDE OF THE RIGHT-OF-WAY.

NO PROPOSED REPAIRS TO EXISTING BIKE PATH1.

NOTE:

STA. 123+46

PROJECT ENDS

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

PR. HOT-MIX ASPHALT SURFACE COURSE, IL-9.5, MIX "D", N50, 1-1/2"

PR. HOT-MIX ASPHALT BINDER COURSE, IL-9.5, N50, 1-1/2"

RESURFACING (TYP)

FROM EXISTING PROFILE.

PROPOSED PROFILE OF RAOD WILL NOT CHANGE1.

NOTE:

LEGEND

PR. DETECTABLE WARNINGS

FRAME AND LIDS TO BE ADJUSTED

FRAME AND LIDS TO BE ADJUSTED (SPECIAL)

LIMITS AND QUANTITY OF PR. P.C.C. SIDEWALK, 5"

REMOVAL AND REPLACEMENT- XX SF (MATCH EXISTING)

LIMITS AND QUANTITY OF PR. COMB. CONC. CURB

AND GUTTER REMOVAL AND REPLACEMENT- XX FT

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

A

S

XX FT

XX

SF

EX. ROW

EX. ROW

SHORT STREET

E
X
. 

R
O

W

EX. ROW

EX
. 

R
O

W

 118  119  120+00  121  122
 123

 124

WV

TS

TS

118+00 118+50 119+00 119+50 120+00 120+50 121+00 121+50 122+00 122+50 123+00 123+50

6
6
6
.8

0

6
6
5
.7

1

6
6
4
.8

8

6
6
4
.3

4

6
6
4
.3

7

6
6
4
.6

3

6
6
4
.9

1

6
6
5
.2

7

6
6
5
.5

5

6
6
5
.6

9

6
6
5
.9

0

6
6
6
.1

4



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
5

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
5

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
2
1

+
0
0

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

OHIO STREET

LANDSCAPING AND PAVEMENT MARKING PLANS
27

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U

T
E

B
IK

E
 R

O
U

T
E

B
IK

E
 R

O
U
T
E

P
O

T
 
S
ta
 
1
0
+

0
0
.0

0
Y

A
C

K
L
E

Y
 
A

V
E

N
U

E

1
2
'

1
2
'

8
'

1
8
'

1
4
'

1
4
'

1
4
'

1
4
'

1
4
'

1
4
'

N
O

PARKING
A

N
Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

S
P

E
E

D

L
IM

IT

2
5

N
O

PARKING
A

N
Y

T
IM

E

S
N

O
W

R
O

U
T
E

S
IG

N

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

V
IL

L
A

G
E

S
IG

N

O
R

D
IN
.

W
O

R
K
S

P
U

B
L
IC

L
IS

L
E

STA. 10+72

PROJECT BEGINS

Academy Dr

Ohio St

R
E

M
A
IN

R
E

M
A
IN

R
E

M
A
IN

9

10

1

8

5

2
3

3

10

2

9

3

2

3

3

2

+
0
0

+
4
5

+
4
4

+
7
8

+
5
3

+
4
7

7

40' LT

EX. ROW

EX. ROW

OHIO STREET

EX. R
OW

EX. R
OW

 15+00

 16

 17

 18
 19

 20+
00

 21

WV

NOPARKING

NOPARKING

CUTCROSS

FMAG

Yes there are 2

COMCAST J

NOPARKING

WV

NOPARKING

RECEIVING

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

EX. ROW

EX. ROW

EX. ROW

EX. ROW

OHIO
 STREET

 10+00

 11

 12

 13

 14

 15+00

CUTCROSS

STOP
WV

NOPARKING

RECEIVING

ADDRESSES

SPEEDLIMIT

NOPARKING

NOPARKING

NOPARKING

CUTCROSS

WV

J

TSTS

1208
223

678    8322

LEGEND

PR. TOPSOIL FURNISH AND PLACE, 4"

 AND SODDING, SALT TOLERANT

PR. TWO-WAY AMBER MARKER

PR. ONE-WAY CRYSTAL MARKER

PR. SIGN ASSEMBLY

EX. SIGN ASSEMBLY 

LEGEND

PR. THERMO. PAVEMENT MARKING- LETTERS

AND SYMBOLS, WHITE (TYP)

PR. PREFORMED THERMO. PAVEMENT MARKING-

LETTERS AND SYMBOLS, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

DOUBLE LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

EDGE LINES, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

TURN LANE LINE, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

SIDEWALK CROSSING, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

DOTTED SKIP DASH, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

MEDIAN LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

SCHOOL CROSSWALK, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 24",

STOP BAR, WHITE (TYP)

1

2

3

4

5

6

7

8

9

10



MATCHLINE S
TA. 

21+00

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

OHIO STREET

LANDSCAPING AND PAVEMENT MARKING PLANS

MATCHLINE STA. 50+50

28

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U

T
E

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

P
O

T
 
S
ta
 
2
6

+
4
1
.9

2

14
'

14
'

1
4
'

1
4
'

NO

PARKING
ANY

TIME

S
P
E
E
D

L
IM
IT

2
5

NO
PA
RK
ING

AN
Y

TI
M
E

N
O

PARKING
A

N
Y

T
IM

E

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

STOP

CROSS TRAFFIC

DOES NOT STOP

Ohio Ct

Ohio StUniversity Ln

3

2

3

2

9

10

9

+
2
2

+41

LEGEND

PR. TOPSOIL FURNISH AND PLACE, 4"

 AND SODDING, SALT TOLERANT

PR. TWO-WAY AMBER MARKER

PR. ONE-WAY CRYSTAL MARKER

PR. SIGN ASSEMBLY

EX. SIGN ASSEMBLY 

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

OHIO STREET

E
X
. 

R
O

W

E
X
. 

R
O

W

EX. ROW

EX. ROW

 
2
1

 
2
2

 23

 24

 25+00
 26 

5
0

+
0
0

W
V

N
O

P
A

R
K
IN

G

S
H
IP

P
IN

G
N

R
E

C
E
IV
IN

G

S
P

E
E

D
L
IM

IT

A
D

D
R

E
S
S

S
T

O
P

N
O

P
A

R
K
IN

G

N
O

P
A

R
K
IN

G

C
U

T
C

R
O

S
S

C
O

M
C

A
S

T

L
O

O
S

E
N

A
IL

LEGEND

PR. THERMO. PAVEMENT MARKING- LETTERS

AND SYMBOLS, WHITE (TYP)

PR. PREFORMED THERMO. PAVEMENT MARKING-

LETTERS AND SYMBOLS, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

DOUBLE LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

EDGE LINES, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

TURN LANE LINE, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

SIDEWALK CROSSING, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

DOTTED SKIP DASH, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

MEDIAN LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

SCHOOL CROSSWALK, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 24",

STOP BAR, WHITE (TYP)

1

2

3

4

5

6

7

8

9

10



0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

OHIO COURT

LANDSCAPING AND PAVMENT MARKING PLANS

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
5
0

+
5
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
5
4

+
0
0

29

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U
T
E

B
IK

E
 R

O
U

T
E

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

1
1
'

1
1
'

1
1
'

1
1
'

S
C

H
O

O
L

S
P

E
E

D

L
IM

IT

2
0

N
O

PARKING
A

N
Y

T
IM

E

2

3

3

2

R
E

M
A
IN

S
P

E
E

D

L
IM

IT

2
5

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

R
E

M
A
IN

O
N
 S

C
H

O
O

L
 D

A
Y
S

W
H

E
N
 C

H
IL

D
E

R
N

A
R

E
 P

R
E
S
E

N
T

H
IG

H
E

R
F
IN

E
S

E
N

D

S
C

H
O

O
L

Z
O

N
E

R
E

M
A
IN

B
Y
 
O

T
H

E
R

S
)

(C
O

M
P

L
E

T
E

D

LEGEND

PR. TOPSOIL FURNISH AND PLACE, 4"

 AND SODDING, SALT TOLERANT

PR. TWO-WAY AMBER MARKER

PR. ONE-WAY CRYSTAL MARKER

PR. SIGN ASSEMBLY

EX. SIGN ASSEMBLY 

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

EX. ROW

EX. ROW

OHIO COURT

EX. ROW

EX. ROW

 51  52  53  54

BIKEROUTE

SPEEDLIMIT

SPEEDLIMIT

BIKROUTE

BIKEROUTE

COMCAST

COMCAST

LEGEND

PR. THERMO. PAVEMENT MARKING- LETTERS

AND SYMBOLS, WHITE (TYP)

PR. PREFORMED THERMO. PAVEMENT MARKING-

LETTERS AND SYMBOLS, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

DOUBLE LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

EDGE LINES, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

TURN LANE LINE, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

SIDEWALK CROSSING, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

DOTTED SKIP DASH, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

MEDIAN LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

SCHOOL CROSSWALK, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 24",

STOP BAR, WHITE (TYP)

1

2

3

4

5

6

7

8

9

10



M
A

T
C

H
L
I

N
E
 
S

T
A
.
 
1
0
6
+
0
0

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

SHORT STREET

LANDSCAPING AND PAVEMENT MARKING PLANS

M
A

T
C

H
L
I

N
E
 
S

T
A
.
 
5
4

+
0
0

30

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

POT 
St
a 

10
0+

00
.0
0

BIKE ROUTE

1
1
'

1
1
'

BIKE ROUTE

1
1
'

1
1
'

S
TO

P

A
LL  W

A
Y

Ohio Ct

Short St

9

10

10

10

3

9

4

4

1

3

4

4

+69

+
1
1

+
2
4

LEGEND

PR. TOPSOIL FURNISH AND PLACE, 4"

 AND SODDING, SALT TOLERANT

PR. TWO-WAY AMBER MARKER

PR. ONE-WAY CRYSTAL MARKER

PR. SIGN ASSEMBLY

EX. SIGN ASSEMBLY 

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

SHORT STREET

EX. ROW

EX. ROW

 
1
0
0
+

0
0

 
1
0
1

 102  103

 104

 10
5+

00

 1
06

 5
4

J

12
IN

CONCRETE
IN

VERT

12
IN

CONCRETE
IN

VERT

NOPARK

TOP

12
IN

CONCRETE
IN

V

TOP

6IN
PVCI

NVERT

6IN
PVCI

NV

TOP

TOP

TOP

W
V

SNOPARKIN
G

CUTCROSS

STOP

NOPARKIN
G

STOP

SP
EEDLIM

IT

SP
EEDLIM

IT

STOP

STOP

STOP

W
STOPS

IG
N

W
V

CUTCROSS

PARKDI
STRI

CT

J

LEGEND

PR. THERMO. PAVEMENT MARKING- LETTERS

AND SYMBOLS, WHITE (TYP)

PR. PREFORMED THERMO. PAVEMENT MARKING-

LETTERS AND SYMBOLS, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

DOUBLE LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

EDGE LINES, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

TURN LANE LINE, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

SIDEWALK CROSSING, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

DOTTED SKIP DASH, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

MEDIAN LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

SCHOOL CROSSWALK, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 24",

STOP BAR, WHITE (TYP)

1

2

3

4

5

6

7

8

9

10



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
0
6

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
2

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
2

+
0
0

M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1

1
8

+
0

0

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

SHORT STREET

LANDSCAPING AND PAVEMENT MARKING PLANS
31

1
1
'

1
1
'

1
1
'

1
1
'

1
1
'

1
1
'

1
1
'

1
1
'

BIKE ROUTES
P

E
E

D

L
IM

IT

2
5

X
X

(S
O

L
A

R
 

P
O

W
E

R
E

D
)

Y
O

U
R
 S

P
E

E
D

3

10 2 4

9
3 1 4

3
9

4

4

1

2

STA. 116+22

BEGIN OMISSION
STA. 117+82

END OMISSION

+
2
9

+
0
2

SN: 022-6649(SEE SHEET 41 FOR DETAILS)

CONCRETE FOUNDATION, TYPE A

GALVANIZED STEEL 15 FT ON

PR. TRAFFIC SIGNAL POST,

EX. ROW

EX. ROW

SHORT STREET

EX. ROW

EX. ROW 112

 113

 114  115+00  116  117  118

MCPINVERT

TOP

WV

NOPARKING

PARKING

STOP

PEDCROSS

PEDCROSS

WV

CUTCROSS

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

EX. ROW

EX. ROW

SHORT STREET

EX. ROW

EX. ROW

 106  107  108  109  110+00  111

 1
12

SIRWCAP

SPEEDLIMIT

SPEEDLIMIT

12INCMPINVERT

WV

CURVE

TOP

NOPARKING

PEDCROSS

STOP

PEDCROSS

STOP

STOP

PARKDISTRICT

STOP

LEGEND

PR. TOPSOIL FURNISH AND PLACE, 4"

 AND SODDING, SALT TOLERANT

PR. TWO-WAY AMBER MARKER

PR. ONE-WAY CRYSTAL MARKER

PR. SIGN ASSEMBLY

EX. SIGN ASSEMBLY 

LEGEND

PR. THERMO. PAVEMENT MARKING- LETTERS

AND SYMBOLS, WHITE (TYP)

PR. PREFORMED THERMO. PAVEMENT MARKING-

LETTERS AND SYMBOLS, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

DOUBLE LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

EDGE LINES, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

TURN LANE LINE, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

SIDEWALK CROSSING, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

DOTTED SKIP DASH, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

MEDIAN LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

SCHOOL CROSSWALK, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 24",

STOP BAR, WHITE (TYP)

1

2

3

4

5

6

7

8

9

10



M
A

T
C

H
L
I

N
E
 

S
T

A
.
 
1
1
8

+
0
0

0 10 200

HORIZONTAL SCALE IN FEET

10 20 40

SHORT STREET

LANDSCAPING AND PAVEMENT MARKING PLANS
32

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

40.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

1
2
'

1
2
'

BIKE ROUTE

B
I
K

E
 

R
O

U
T

E

1
1
'

1
2
'

1
9
'

STA. 123+46

PROJECT ENDS

A
H

E
A

D

S
P

E
E

D

L
IM

IT

2
5

N
O

P
A

R
K
IN

G

A
N

Y

T
IM

E

N
O

PARKING
A

N
Y

T
IM

E

Short St

Riverview Dr

INTERSECTION
DO NOT BLOCK

3
2

9

10

3
1 5

+
4
7

+
7
0

W
E
IG

H
T

L
IM

IT

T
O

N
S

5

LEGEND

PR. TOPSOIL FURNISH AND PLACE, 4"

 AND SODDING, SALT TOLERANT

PR. TWO-WAY AMBER MARKER

PR. ONE-WAY CRYSTAL MARKER

PR. SIGN ASSEMBLY

EX. SIGN ASSEMBLY 

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

EX. ROW

EX. ROW

SHORT STREET

E
X
. 

R
O

W

EX. ROW

EX
. 

R
O

W

 118  119  120+00  121  122
 123

 124

CONCRETE3FTINV

CONCRETE6FTWIDE

NOPARKING

NOPARKING

AUTHORIZEDVEHICLES

SIRWCAP

AUTHORIZEDVEHICLES

SPEEDLIMITPEDCROSS

POLICEONLY

STOP

WV

STOP

INTERSECTION

PEDCROSS

PEDCROSS

LISLEPOLICE

STOP

CUTCROSS

TS

SPEEDLIMIT

TS

LEGEND

PR. THERMO. PAVEMENT MARKING- LETTERS

AND SYMBOLS, WHITE (TYP)

PR. PREFORMED THERMO. PAVEMENT MARKING-

LETTERS AND SYMBOLS, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

DOUBLE LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 4",

EDGE LINES, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

TURN LANE LINE, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

SIDEWALK CROSSING, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 6",

DOTTED SKIP DASH, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

MEDIAN LINES, YELLOW (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 12",

SCHOOL CROSSWALK, WHITE (TYP)

PR. THERMO. PAVEMENT MARKING- LINE 24",

STOP BAR, WHITE (TYP)

1

2

3

4

5

6

7

8

9

10



ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

10.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

 12

SIDEWALK PLANS 33

0

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.5

LEGEND

PR. DETECTABLE WARNINGS

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)

6
7
3
.10

6
7
3
.1
8

6
7
2
.3
6

6
7
2
.4
2

6
7
1.7

6
6
7
1.7

5

6
7
2
.0

0

6
7
1.
9
0

2%

6
7
3
.0

0

6
7
3
.0

8

7.6%
2.2%

OHIO STREET



SIDEWALK PLANS 34

0

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.5

4.6%

6
7
0
.2
8

6
7
0
.3
8

6
6
9
.6

0

6
9
9
.7
0

6
6
9
.8
0

6
6
9
.9
0

6
7
0
.2
0

6
7
0
.10

6.8%

6
6
9
.9
5

6
7
0
.0

5

6
7
0
.2
0

6
7
0
.1
0

6
6
9
.3
86

6
9
.4
8

5
.6

%

0.0% 1.2%

6
7
0
.0

5

6
6
9
.9
5

6
7
0
.1
9

6
7
0
.2
9

2.4%

OHIO STREET

 14
 15+00

WV

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

10.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

LEGEND

PR. DETECTABLE WARNINGS

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)



SIDEWALK PLANS 35

0

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.50

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.5

OHIO STREET

OHIO STREET

6
7
0
.2

2

6
7
0
.3
1

6
6
9
.8
8

6
6
9
.9

8

6
6
9
.9

7

6
6
9
.9
7 6

7
0
.2

1

6
7
0
.1
5

6
6
9
.5
6

6
6
9
.1
3

6
6
8
.9
9

6
6
9
.3
1

6
6
9
.1

9

6
6
9
.5

3

6
6
8
.8

9

6
6
9
.3

9

3.5%

2.0%

4.3% 4.7%

EX. ROW

 16

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

10.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

 17

LEGEND

PR. DETECTABLE WARNINGS

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)



SIDEWALK PLANS 36

0

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.50

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.5

4.9%

3.1%
2.4%

OHIO STREET
OHIO STREET

5.3%

6
6
9
.8
4

6
6
9
.3
4

6
6
9
.9
5

6
7
0
.0
0

6
6
9
.7
0

6
7
0
.1
9

6
6
9
.9
8

6
6
9
.7
8

6
6
9
.3
7

6
6
9
.5
6

6
6
9
.4
9

6
6
9
.9
7

6
6
9
.6
2

6
7
0
.2
2

6
6
9
.8
8

6
6
9
.9
4

6
6
9
.9
7

6
6
9
.9
5

0.4%

EX. ROW

 20+00

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

10.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

EX. ROW

 22

LEGEND

PR. DETECTABLE WARNINGS

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)



SIDEWALK PLANS 37

0

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.5 0

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.5

4.0%
2.0%

6.2%

2.0
%

6.8%

OHIO STREET

OHIO STREET

O
H
I
O
 

C
O

U
R

T

6
7
0
.7
4

6
7
0
.4
0

6
7
0
.5
0

6
7
0
.8
4

6
7
0
.8
7

6
7
0
.7
7

6
7
1
.3
8

6
7
0
.7
0

6
7
0
.5
0

6
7
0
.8
7

6
7
0
.9
7

6
7
0
.4
0

6
7
0
.6
3

6
7
0
.6
1

6
7
0
.6
0

6
7
0
.7
3

6
7
0
.7
0

6
7
1
.4
2

6
7
0
.6
4

6
7
1
.4
2

6
7
1
.4
6

0.7%

 24

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

10.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

 26 
5
0

+
0
0

LEGEND

PR. DETECTABLE WARNINGS

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)



SIDEWALK PLANS 38

0

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.50

HORIZONTAL SCALE IN FEET

0

HORIZONTAL SCALE IN FEET

5 102.5

3
.1

%

1
.3

%

8
.0

%

SHORT STREET SHORT STREET

OTHERS PRIOR TO CONSTRUCTION
ADA CURB RAMP TO BE INSTALLED BY

6
6
3
.6
0

6
6
3
.5
0

6
6
5
.6
4

6
6
5
.7
1

6
6
5
.5
6

6
6
5
.2
1

6
6
3
.5
8

6
6
3
.5
0

6
6
5
.6
5

6
6
5
.6
6

6
6
5
.1
2

6
6
5
.6
5

 107

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

10.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

 115+00

LEGEND

PR. DETECTABLE WARNINGS

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)



0

HORIZONTAL SCALE IN FEET

10 200

HORIZONTAL SCALE IN FEET

10 20 40

SIDEWALK PLANS 39

6
.1

%

2.9%

0.0%

3.9%

6
6
5
.2
2

6
6
5
.7
6

6
6
5
.7
1

6
6
5
.6
2

6
6
5
.2
5

6
6
5
.7
1

6
6
5
.7
6

6
6
5
.3
2

6
6
5
.4
0

6
6
5
.6
7

6
6
5
.9
8

6
6
6
.0
1

1
.0

%

 122  123

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

10.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc

LEGEND

PR. DETECTABLE WARNINGS

PR. HMA DRIVEWAY PAVEMENT, 10"

PR. P.C.C. DRIVEWAY PAVEMENT, 8"

COMB. CURB AND GUTTER REMOVAL AND

REPLACEMENT (MATCH EXISTING TYPE)



CONSTRUCTION DETAILS

1
0
"
'

 '

10"' 7"'

1-1/2"'

12"'

MIN.'

6"

12"'

6" MIN.'

40

ILLINOIS FED. AID PROJECT

                      

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

DonN=USER NAME

2.0000 ' / in.=PLOT SCALE

1/10/2023=PLOT DATE DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

          

          

          

          

          

          

          

          

 

 

 

 

 

 

 

      

 

  
 

 

SCALE:    

                      

SECTION

    

COUNTY

               

TOTAL

SHEETS

SHEET

NO.

   

 

DuPAGE

MUN

21-00068-00-RS

CONTRACT NO. 61J31

3052
3050/3051

51

TYPICAL SECTION)

PAVEMENT (SEE

EXISTING HMA  

1/2" R (TYP.)

  

0.25"

3" (TYP.)

SUB-BASE IS OMITTED

OR 3/4" PER FOOT WHEN 

SLOPE SAME AS SUB-BASE 

SUITABLE SUBGRADE

PLANS OR WHERE DIRECTED BY THE ENGINEER OR PUBLIC WORKS DEPARTMENT.

CONSTRUCTED ACROSS ALLEYS, DRIVEWAY, AND SIDEWALKS AS DETAILED IN THE

THE TOP OF CURB SHALL BE DEPRESSED WHERE THE CURB AND GUTTER IS 1.

NOTES:

NOT TO SCALE

DETAIL A: COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

0
.2

5
"

(SEE TYPICAL SECTION)

EXISTING HMA PAVEMENT

CC&G, TYPE B-6.12 (TYP.)

PROPOSED COMBINATION

1
0
"

NOT TO SCALE

DETAIL B: DEPRESSED CURB FOR INTERSECTIONS

4"

4"

MATERIAL, TY B, 6"

PROPOSED SUB-BASE GRANULAR 

MATERIAL, TY B, 12"

PROPOSED SUB-BASE GRANULAR 

(INCIDENTAL)

#4 REBAR (CONTINUOUS)

CURB AND GUTTER (INCIDENTAL)

PROPOSED PCC BASE COURSE POURED MONOLITHIC WITH 

 

SPECIFICATIONS. THE DOWEL BAR SHALL BE FITTED WITH A CAP HAVING A PINCHED STOP THAT WILL PROVIDE 1" OF EXPANSION.

ALL EXPANSION JOINTS SHALL BE PROVIDED WITH A 1 1/4" DIA. X 18" COATED SMOOTH DOWEL BAR CONFORMING TO ARTICLE 1006.11(b) OF THE STANDARD

OR BASE COURSE.

CONSTRUCTION JOINTS AND EXPANSION JOINTS SHALL BE INSTALLED IN THE CURB AND GUTTER IN PROLONGATION WITH JOINTS IN ADJACENT P.C.C. PAVEMENT

AS FOLLOWS:

JOINTS - IN ADDITION TO THE REQUIREMENT OF HIGHWAY STANDARD 606001 AND ARTICLE 606.06 OF THE STANDARD SPECIFICATIONS, JOINTS SHALL BE CONSTRUCTED5.

TRANSITIONS - THE TRANSITION FROM FULL HEIGHT CURB TO DEPRESSED CURB SHALL BE MADE AT THE RATE OF 2" PER FOOT OF LENGTH OR FLATTER.4.

TO THE CROSS SECTIONS OF THE CURB AND GUTTER, SHALL BE INSTALLED IN THE CURB AND GUTTER A DISTANCE OF 5FT FROM EACH SIDE OF THE METAL CASTING.

DRAINAGE OPENINGS - AT ALL LOCATIONS WHERE METAL CASTINGS ARE TO BE INCORPORATED IN THE CURB AND GUTTER, A 1" THICK PREFORMED JOINT FILLER, CONFORMING3.

OF THE ADJACENT PAVEMENT, WHICHEVER IS GREATER. ALSO, TIE BARS SHALL BE OMITTED.

WHEN CURB AND GUTTER IS CONSTRUCTED ADJACENT TO EXISTING PAVEMENT, THE VERTICAL THICKNESS OF THE GUTTER FLAG SHALL BE 9" OR EQUAL TO THE THICKNESS2.

TWO NO. 4 REINFORCEMENT BARS SHALL BE INSTALLED CONTINUOUSLY IN ALL CURB AND GUTTER.1.

COMBINATION CONCRETE CURB AND GUTTER REQUIREMENTS

REPLACEMENT

REMOVAL AND 

COMB. CURB AND GUTTER 

INCLUDED IN THE COST OF 

#4 REBAR (CONTINUOUS)
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POLE COLLAR

TYPE A (MINIMUM 3'-0"

CONCRETE FOUNDATION,

EXIST. GROUND

TO THE RADAR SPEED SIGN.

WILL NOT BUT PAID FOR SEPARATELY, BUT SHALL BE CONSIDERED INCIDENTAL

DISTURBED BY SIGN CONSTRUCTION OPERATIONS. THE COST OF THIS WORK

THE CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING ALL AREAS

IN THE FIELD.

MOUNTING HARDWARE ON ALL SIGNS SHALL ALLOW FOR VERTICAL ADJUSTMENTS

TYPE ZZ SHEETING SHALL BE USED ON ALL SIGN PANELS.

ON A CONCRETE FOUNDATION, TYPE A (SEE HIGHWAY STANDARD 878001).

THE TRAFFIC SIGNAL POST SPECIFIED SHALL BE INSTALLED

4.

3.

2.

1.

DESIGN NOTES:

NOT TO SCALE

SPEED

LIMIT

25

BATTERY STRENGTH.

MAXIMUM SOLAR COLLECTION AND OPTIMAL

ROTATEABLE TO FACILITATE ADJUSTMENT FOR

TO 60 DEGREES VERTICALLY AND 360 DEGREES

BRACKET, ADJUSTABLE AT ANGLE OF 45 DEGREES

SOLAR PANEL AFFIXED TO ALUMINUM PLATE AND

CONTROL BOX AND BATTERY CABINET

RECOMMENDATIONS.

POLE IN ACCORDANCE WITH MANUFACTURERS

EQUIPMENT SHALL BE ATTACHED TO THE SIGNAL

TYPICAL EQUIPMENT ATTACHMENT BRACKET.  ALL

(24" X 30")

MUTCH COMPLIANT  R2-1 SPEED LIMIT SIGN:

YELLOW BACKGROUND

BLACK LETTERING ON

MUTCD COMPLIANT SIGN

(8
' 

M
A

X
 
- 

7
' 

M
IN
)

(SOLAR POWERED)

ASSEMBLY DETAIL

STANDARD CMS SPEED LIMIT SIGN

XX
YOUR SPEED

(30" X 24")

RADAR UNIT

12" LED CHARACTERS AND INTEGRATED

VARIABLE SPEED LIMIT SIGN WITH

GALVANIZED STEEL TRAFFIC SIGNAL POST, 15 FT

s e r v i c e    a t   t h e    h i g h e s t    g r a d e

R

R phone: 855-533-1700

aurora, illinois 60504

suite 200

762 shoreline drive

thomas engineering group, llc



MUN



MUN



MUN



MUN



MUN



MUN



MUN



MUN



MUN



MUN


	Ohio Street Plans-001
	Ohio Street Plans-002
	Ohio Street Plans-004
	Ohio Street Plans-006
	Ohio Street Plans-008
	Ohio Street Plans-010
	Ohio Street Plans-012
	Ohio Street Plans-014
	Ohio Street Plans-016
	Ohio Street Plans-018
	Ohio Street Plans-020
	Ohio Street Plans-022
	Ohio Street Plans-024
	Ohio Street Plans-026
	Ohio Street Plans-028
	Ohio Street Plans-030
	Ohio Street Plans-032
	Ohio Street Plans-034
	Ohio Street Plans-036
	Ohio Street Plans-037
	Ohio Street Plans-038
	Ohio Street Plans-039
	Ohio Street Plans-040
	Ohio Street Plans-041
	Ohio Street Plans-042
	Ohio Street Plans-043
	Ohio Street Plans-044
	Ohio Street Plans-046
	Ohio Street Plans-048
	Ohio Street Plans-050
	Ohio Street Plans-052
	Ohio Street Plans-054
	Ohio Street Plans-056
	Ohio Street Plans-058
	Ohio Street Plans-060
	Ohio Street Plans-062
	Ohio Street Plans-064
	Ohio Street Plans-066
	Ohio Street Plans-068
	Ohio Street Plans-070
	Ohio Street Plans-072



