ﬁ-{“g‘_’ SECTION COUNTY o | he |
k194(109)R- RS-4 | KANKAKEE 82 8
STA. TO STA.
FED, ROAD DIST. M0. _ [ILLINOIS| FED. AID PROJECT
(— ¢ TLLINOIS ROUTE 113 66402
o VARIES - 60’ MIN. VARIES 60° MIN, 1=
S iq
xi 24’ 3 ) 5 ) 10:
ol L5 ¥ 12’ 12 il
g LANE LANE H
]
. i PAINT STRIPE (TYP.) P.(;.L. |
g ! 97 MAX. =VARIES| _ VART 0 -
! 2 s/ VARIES 5.9% “ Iq 13 i
i M
Lz |TYP. _’.‘ Y
EXISTING GROUND (TYP)— 2 1 6 (TYP) l——l’
2 / 1 1/2" POLYMERIZED BITUMINOUS CONCRETE
SO0 FiRSH 4D SURFACE COURSE, SUPERPAVE, MIX D NT0 ACG. SHOULDERS.
SUBBASE GRANULAR MATERIAL 2 1/47 POLYMERIZED BITUMINOUS CONCRETE BIT. SHOULDER
nmn TYPE A 127 (SEE NOTES AT LEFT) 35"2§uﬁ?3§3§'cm‘?§1$$’€6u§2 87 SUPERPAVE (TYP.)
) T ETMINGUS CONCRET] SUBBASE GRANULAR MATERIAL, TYPE C (TYP.)
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S STA. 88450 . - 215"
%gg STA. 94400 TO STA. 97400 - VARIABLE (EXTEND TO TOP OF BEDROCK) PROPOSED ILLINOIS ROUTE 113 TYPICAL SECTION
e STA. 93+61,00 TO 102+40.00
Ba E PIPE UNDERDRAINS, 4 SHALL BE INSTALLED AT THE ABOVE
588 LOCATIONS IN ACCORDANCE WITH STANDARD 601001, SEE :
&2 THE SCHEDULE OF QUANTITIES FOR OUTLET LOCATIONS.
= g SEE STANDARD 482001 FOR SHOULDER SLOPES WHEN ADJACENT
=g TO SUPERELEVATED PAVEMENT.
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. SUBBASE GRANULAR MATERIAL, TYPE C OF PAVEMENT TYPE B 6 (TYPJ PLACE, 47 (TYPJ
& 1 1/2" POLYMERIZED BITUMINOUS CONCRETE SUBBASE GRANULAR MATERIAL, TYPE A 12* 1T, SHOULDERS
SURFACE COURSE, SUPERPAVE, MIX D N70 8% SUPERPAVE (TYP.}
2 1/4" POLYMERIZED BITUMINOUS CONCRETE BIT. LEVELING BINDER, VAR, DEPTH
BINDER COURSE, SUPERPAVE, 1L-19.0, NTO (MACHINE METHOD), SUPERPAVE, N70
A 9" BITUMINOUS CONCRETE BINDER COURSE MIX DESIGN
SUPERPAVE, IL-19.0, N70
SUS&%'E?;VE sutggévs S‘s‘ﬁﬁﬁﬁé‘ég sugla;‘%l;%vz sg;mggs SUPERPAVE | SUPERPAVE | SUPERPAVE
PROPOSED ILLINOIS ROUTE 113 TYPICAL SECTION SURFACE FOR | SHOULDERS BINDER FOR | BASE COURSE
STA. 102+40.00 TO 105+16.38 TOP LIFT BINDER BOTTOM DETOURS DETOURS | WIDENING O
2
PG GRADE SBS PG64-28 | PGE4-22 | SBS PGe4-28 |  PcE4-22 PGB4-22 PG5B-22 PC64-22 PG64-22
2 MAX % RAP o% 10% 0% 15% 10% 30% 15% 25%
% £ ALLOWABLEs
ﬂm
aobk DESIGN AIR 4.0% © 4.0% @ 4.07% e 4.0% @ 4.0% e 2.0% e 4.0% & 4,0%
Eéig VOIDS NTO NTO NTO NTO NTO NSO NT0
o |
uly | MIXTURE IL 125 OR IL 125 OR
g2 COMPOSITION L 19.0 IL 95 L 95 L 19.0 L 85 BAM L 19.0 L 19.0
[ N -
gls ¢ TLLINOIS ROUTE 113 FRICTION '
N VARIES 60’ " AGGREGATE MIXTURE D MIXTURE D
e 1.2
= 9 PLANT CONTROL
afi o < LIMITS CLASS I CLASS I CLASS I CLASS I CLASS I | NON-CLASS I'| CLASS I CLASS I
%‘ i‘ ] . !% - .
e 3 | It 12 DENSITY CONTROL % GROWTH T!
E% }E METHOD CORRELATION CORRELATION | CORRELATION CORES CURVE CORRELATION °°'3L$?8N°“
i PAINT STRIPE (TYP.) | * IF RAP OPTION IS SELECTED, THE ASPHALT CEMENT CRADE MAY NEED TO BE
1 [ ADJUSTED. THIS WILL BE DETERMINED BY THE ENGINEER.

ILLINOIS DEPARTMENT OF TRANSPORTATION

FAU 6194 (ILLINOIS ROUTE 113)
BIT. LEVELING BINDER, VAR. DEPTH (3/4" MINJ
(MACHINE METHOD), SUPERPAVE, R70 TYPICAL SECTIONS

ILLINOIS ROUTE 113
PROPOSED ILLINOIS ROUTE 113 TYPICAL SECTION
STA. 105+16.38 TO STA. 106+56.00

F
"’ (TYP.)

AGG. SHOULDERS, TYPE B 6" (TYP.)
BIT. SHOULOERS, 8" SUPERPAVE (TYP.)
BIT. SURF. REMOVAL (VAR. DEPTH)

S
SURFACE COURSE, SUPERPAVE, MIX

VERT.
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