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YORKVILLE DAM - MULTI-PURPOSE DAM PROJECT - PHASE 3 - PEDESTRIAN BRIDGE OVER CANOE AND FISH BYPASS CHANNEL
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STAIR AND LANDING PLAN

~ Exp. Jt.

RAILING DEMOLITION PLAN

~ Existing 

Exp. Jt.

STAIR ELEVATION (Looking North) STAIR ELEVATION (Looking North)

RAILING PLAN

Existing railing (Typ.)

to remain
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Remove existing railing

(10’-0") **
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Remove existing railing (5’-3") **
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Existing bearing seat for

pedestrian bridge 

Elev. 583.05

Landing Elev. 586.3

Landing Elev. 586.3

Proposed Gate (See View A-A on sheet 9)

Paid for at the contract unit price per 

foot for Pedestrian Railing

Existing railing 

(Typ.)

~ Existing 

Const. Jt.

** Paid for at the contract unit price per foot 

   for Railing Removal

~ Truss Member

~ Exp. Jt.

10’-0"

11"

12" (Typ.)Variable dimension 

based upon bridge 

manufacturer

NORTH ABUTMENT DETAILS I

Stairs, railing, conduit and landing previously constructed during Phase I
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Existing 2" } steel conduits
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Existing 2" } PVC Conduits

  

5’-3"

Existing 2" } steel conduits

Elev. 584.0

Elev. 583.40|

Existing Name 

Plate

Elev. 572.50

Elev. 583.70

Existing 2"} 

PVC conduits

Proposed concrete pedestal (Typ.)

See Details on sheet 9

See Detail B

on sheet 9

8’-2 3/8 "5’-0"

See Detail A

on sheet 9
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Existing bearing seat for

pedestrian bridge 

Elev. 583.05

Remove existing anchor bolts 1 1/2 " deep

and fill hole with a non-shrink epoxy grout

flush with surface. See Special Provisions.


