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GENERAL NOTES 

Wherever in the plans or specifications the term standard specifications is used., it shall 
be understood by the contractor to mean the Standard Specifications for Road and 

Bridge Constructions as prepared by the Department of Transportation of the State of 

Illinois and adopted January 1, 2022. 

All elevations shown are in reference to a LJ.s.G.S. Datum 

Except where designated otherwise, the locations and/or depths of underground 

utilities shown have been taken from information furnished by the utility owners & 

must be considered approximate. The contractor shall be responsible for locating all 

underground utilities. Contact J.U.L.I.E., Phone 800-892-0123, and all utility companies 

prior to digging. 

The Contractor shall notify all utility companies 48 hours prior to excavation operations. 

The Contractor shall notify the Shelby County Highway Department 72 hours in advance 

of construction work. 

Utility companies may be adjusting their facilities at the time of construction of this 

project. The Contractor shall cooperate with these organizations while they perform 

their work. 

Grading shall be done by hand around light poles, utility poles, sign posts, shrubs, trees 

or other natural or manmade objects where shallow fills or cuts are adjacent to these 
items. It is the intent that the limits of construction be such to preserve in the original 
state as much area of temporary easement as possible. The decision to items to remain 
in place shall be directed by the Engineer. This work will not be paid for separately, and 

no additional compensation will be allowed. 

Earth stock piles shall be temporarily seeded if they are to remain unused for more than 

14 days. 

Temporary erosion control measures are to be implemented as directed by the 
engineer. 

Seeding shall be done on all areas that are disturbed by construction operations as 

directed by the engineer. Seeding shall be paid for only within the proposed Right-Of

Way or easement limits. All areas disturbed by the Contractor outside the proposed 

construction limit shall be seeded as directed by the engineer, at the Contractors 

expense. 

All street returns shall have radii measured to the edge of the pavement unless others 

wise noted on the plans. 

Rates of Applications 

Nitrogen Fertilizer Nutrients 

Phosphorus Fertilizer Nutrients 

Potassium Fertilizer Nutrients 
Mulch Method 2 

Temporary Seed Mix 

Aggregate Base Course Type A 

90 lbs./ Acre 

90 lbs./ Acre 

90 lbs. / Acre 

2.0 Tons/ Acre 

200 lbs. / Acre 

2.05 Tons/ Cu. Yd. 

INDEX OF STANDARDS 

STANDARD NAME STANDARD# 

000001-08 STANDARD SYMBOLS, ABBREVIATIONS AND PATERNS 

280001-07 

542301-03 

666001-01 

701201-05 

701301-04 

701306-04 

701311-03 

701901-08 

780001-05 

781001-04 

B.l.R.21-9 

TEMPORAY EROSION CONTROL SYSTEMS 

?RECAST REINFORCED CONCRETE FLARED END SECTION 

RIGHT OF WAY MARKERS 

LANE CLOSURE, 2L, 2W, DAY ONLY, FOR SPEEDS;, 45 MPH 

LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS 

LANE CLOSURE, 2L, 2W, SLOW MOVING OPERATIONS DAY ONL, 

FOR SPEEDS;, 45 MPH 

LANE CLOSURE, 2L, 2W, MOVING OPERATIONS - DAY ONLY 

TRAFFIC CONTROL DEVICES 

TYPICAL PAVEMENT MARKINGS 

TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS 

TYPICAL APPLICATION OF TRAFFIC CONTROL DEVICES FOR 

CONSTRUCTION ON RURAL LOCAL HIGHWAYS 

INDEX OF PLAN SHEETS 

SHEET/I 

1 

3 

4 

5 

6 

7 

8 

9 

10 

11 to 32 

33 to 65 

PLAN SHEET TYPE 

COVER SHEET 

SUMMARY OF QUANTITIES 

GENERAL NOTES, STANDARDS 

TYPICAL SECTIONS, HMA SCHEDULE 

TAPER ANO BUTT JOINT DETAILS 

ENTRANCE DETAILS 

PRECAST CONCRETE BOX CULVERT 

SCHEDULE OF QUANTITIES 

PAVEMENT MARKING TABLES 

SURVEY MONUMENTS 

PLAN & PROFILE SHEETS 

CROSS SECTIONS 

GENERAL /\ID STAJJJ)AR D3 
I-OCAt.-E_, ____ , APPROVED DY: 

I 

I DRAWN IIY 

rittmr:o 

2 



Earth Shoulder 

R.O.W. 50' a Variable

24'

10' 

Li 51/2" Oil and Chip 

!. 3" Aggregate Base 

EXISTING TYPICAL SECTION 

Edge Line�

-�

a· 

9.5' 

Eorth Ex. (Wldeningl 

Replace with Agg. Base Course. Type A 

R.O.W. 50' avor. 

26' 

22' 

11' 2' 

L 
�gg.Shldr11,Ty.A 

11/2" HMA SURFACE COURSE, IL-9.5, MIX "C", N70 

13/4" HMA BINDER COURSE, IL-9.SFG, N70 

2 1/2" HMA BINDER COURSE, IL-19.0, N70 

PROPOSED TYPICAL SECTION 

THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE TO THIS PROJECT: 

LOCATION($) MIXTURE USE{S) 

MAINLINE HMA SURFACE COURSE, f l -9.5, MfX "C". N70 (1 112") 

MAINLINE H1'.A BINDER COURSE, lL,9.5FG, !'170 (1 314") 

MAlNUNE HMA BINDER COURSE, IL-19.0. N70 (2 112") 

SECTION: .t7-00U4-00-R5 

COUNTY: SHEl.BY 

CONTAACT NO, 95908 

JO& NO: C-.97-002•129 

DESIGNER, SHELBY COUNTY HIGHWAY DEPT, 

PG 

PG 54 -22 

PG64-22 

PGS<-22 

DESIGN AIR MIXTURE FRICTION 

VOIDS COMPOSITION AGGREGATE 

4.0%@N=70 IL-9.5 MIXTUREC 

40'/4 <lllN°70 IL-9.5FG NJA 

4.0%@N=70 IL-19.0 NIA 

MIXTURE 
WEIGHT 

N70 

N70 

N70 

QUALITY 
MANAGEMENT 

PROGRAM 

QC/QA 

QC/QA 

QCIOA 

SHaBY,:OUNTY 
SECTION: 17-00284-00- RS 
f.A.S. 652 (CH5) 
SWEET.....:;L_OFbS SHEETS 

CONTRACT NO. 95908 

MATERIAL 
TRANSFER 

SUBLOTSIZE 
DEVICE 

(REQUIRED?! 

NIA NIA 

NIA N/A 

NIA NIA 

TYPICAL SECTIONS 

...,,., NIA 

....... 






























































































































