
DISTRICT 5 DETAIL NO. 408000AA

Note: All dimensions are in INCHES

(millimeters) unless otherwise shown.
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(NONCOMMERCIAL AND COMMERCIAL RURAL)

PRIVATE AND COMMERCIAL ENTRANCES

PROJECTS WITHOUT RECONSTRUCTION

EXIST. PAVEMENT

EXIST. HMA OVERLAY EXIST. INCIDENTAL HMA

EXIST. AGGREGATE SURFACE COURSE
EXIST. AGGREGATE SURFACE COURSE

EXIST. INCIDENTAL HMA

EXIST. HMA OVERLAY

EXIST. PAVEMENT

4.0% & VARIES

EXIST. PAVEMENT

EXIST. HMA OVERLAY

EXIST. HMA OVERLAY

EXIST. PAVEMENT

EXIST. HMA OR PCC

EXIST. HMA OR PCC

HMA SURFACE REMOVAL (COLD MILLING)

RECOMMENDED: SEE CHECK SHEET NO. 13;

(44000085)

HMA SURFACE COURSE, MIX _, N__

168 LBS/SQ YD (406033XX)

MATCH
EXIST. SLOPE

AGGREGATE SHOULDERS,

TYPE B

INCIDENTAL HMA SURFACING

168 LBS/SQ YD (40800050)

S.M.A.R.T. IMPROVEMENTS

(POLICY RESURFACING; BDE 53-4.03; 1 1/2 ")

"3P" OR "3R" IMPROVEMENTS

(POLICY RESURFACING; BDE 53-4.02; 2 1/4 " OR 2 1/2 " ON BARE CONCRETE)

EDGE OF HMA 10’-0" 3’-0"

1 1/2 "

MATCH
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EDGE OF HMA 10’-0"

MATCH

EXIST. SLOPE

2 1/4 " OR 2 1/2 "

1 1/2 "

1 1/2 "

HMA SURFACE REMOVAL (COLD MILLING

OR OF SPECIFIED THICKNESS)

(OPTIONAL (3P) AND/OR REQUIRED (3R))

HMA SURFACE COURSE, MIX _, N__

168 LBS/SQ YD (406033XX)

HMA LEVELING BINDER

(84 OR 112 (BARE) LBS/SQ YD)
INCIDENTAL HMA SURFACING

(210 OR 224 LBS/SQ YD) (40800050)

HMA SURFACE REMOVAL (COLD MILLING)

RECOMMENDED: SEE CHECK SHEET NO. 13;

(44000085)

HMA SURFACE COURSE, MIX _, N__

168 LBS/SQ YD (406033XX)

INCIDENTAL HMA SURFACING

168 LBS/SQ YD (40800050)

EDGE OF HMA 10’-0"

MATCH

EXIST. SLOPE
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EDGE OF HMA

MATCH

EXIST. SLOPE

2 1/4 " OR 2 1/2 "

HMA SURFACE REMOVAL (COLD MILLING

OR OF SPECIFIED THICKNESS)

(OPTIONAL (3P) AND/OR REQUIRED (3R))

HMA SURFACE COURSE, MIX _, N__

168 LBS/SQ YD (406033XX)

HMA LEVELING BINDER

(84 OR 112 (BARE) LBS/SQ YD)

EXISTING AGGREGATE ENTRANCE

VARIES

EXISTING AGGREGATE ENTRANCE

EXISTING HMA OR PCC ENTRANCE

EXISTING HMA OR PCC ENTRANCE

VARIES

INCIDENTAL HMA SURFACING

(210 OR 224 LBS/SQ YD AVERAGE) (40800050)

1 1/2 "

VARIES

BITUMINOUS SURFACE REMOVAL -

BUTT JOINT OR PORTLAND CEMENT

CONCRETE SURFACE REMOVAL - BUTT JOINT

1 1/2 "

1 1/2 "

AGGREGATE SURFACE COURSE, TYPE B

OR AGGREGATE SHOULDERS, TYPE B

HMA SURFACE REMOVAL- BUTT JOINT

OR PORTLAND CEMENT CONCRETE

SURFACE - BUTT JOINT


