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STA. 130+62 TO STA. 136+27 &

 STA. 137+02 TO STA. 144+38

VARIES 1’-6"

TO 3’-0"

VARIES 1’-6"

TO 12’-0"
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ELEVATION - BOX CULVERT

PROPOSED TYPICAL SECTION
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NOTE:  ALL DIMENSIONS ARE AT RIGHT ANGLES EXCEPT AS NOTED.

~ PROP. CULVERT

ALONG ~ RDWY.

1:1(T
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P
.)

2’-0"

GRANULAR CULVERT BACKFILL

FULL LENGTH OF CULVERT

EXCEPT THE OUTER 3’-0"

WHICH SHALL BE BACKFILLED

WITH IMPERVIOUS MATERIAL.

SAWCUT EXIST. PAVEMENT FULL

DEPTH PRIOR TO PAVEMENT

REMOVAL. (TYPICAL EACH END)

U.S. INVERT

EL. 521.51

D.S. INVERT

EL. 520.24

ROCKFILL - FOUNDATION MAY BE REQUIRED

BENEATH THE CULVERT. THE ENGINEER

WILL DETERMINE THE REQUIRED DEPTH

FOLLOWING EXCAVATION TO PLAN GRADE.

(*2’-0" DEPTH USED TO CALCULATE ESTIMATED

ROCKFILL FOUNDATION QUANTITY)

PGL

PGL

  * VARIES 4.0% TO 2.5%

 ** VARIES 1.5% TO 5.5%

*** VARIES 4.0% TO 5.5%

STONE DUMPED RIPRAP,

CLASS A4 (12" MIN. THICK.)
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(6" MIN.)
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PAVEMENT LEGEND

11) PROPOSED PAINT PAVEMENT MARKING - 5" LINE

1) EXISTING P.C.C. PAVEMENT (9"-6"-9")

12) TEMPORARY PAINT PAVEMENT MARKING - 5" LINE

4) EXISTING AGGREGATE SHOULDER

5) EXISTING HOT-MIX ASPHALT BASE COURSE WIDENING

6) PROPOSED HOT-MIX ASPHALT BASE COURSE 10"

13) PROPOSED GEOTECHNICAL FABRIC AND GRANULAR BACKFILL

2) EXISTING HOT-MIX ASPHALT SURFACE |6�"

3) EXISTING HOT-MIX ASPHALT SHOULDER |6�"

8) PROPOSED LEVELING BINDER MACHINE METHOD, N 70 �" MIN.

9) PROPOSED HOT-MIX ASPHALT SURFACE COURSE 1�"

10) PROPOSED HOT-MIX ASPHALT SHOULDER 2�"

7) PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

14) PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH

14


