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BRIDGE WEARING SURFACE REMOVAL

150+33

150+96

Measure area for HOT MIX ASPHALT

7

Measure area for HOT MIX ASPHALT
SURFACE REMOVAL 2'¢

L = 10’

Thickness: 1 1/2"
SN 048-0027

SURFACE REMOVAL 2”

L =10

Toper 1:240

Taper 1:240
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1 172 (40) HOT MIX ASPHALT SURFACE COURSE

LEVELING BINDER 3/4”

Proposed HOT MIX ASPHALT SURFACE REMOVAL (COLDMILLING)
Thickness: 2"

11727

BRIDGE WEARING SURFACE REMOVAL

150+33

Removal Limits [

Existing hot mix asphalt overiay 3" +/-

150+96

N\
L* //// L L

PROPOSED BRIDGE WEARING SURFACE REMOVAL (COLDMILLING)

39
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- 63’
Plan View All dimensions are In inches (millimeters)
unless otherwise noted.
STATE OF ILLINOIS BRIDGE WEARING SURFACE REMOVAL R SECTION CoNTY  |SEYS | SRa.
STRUCTURE 048-0027 1190 |  123R5-4.124RS 5412512653 | Knox/Henry| 20 | /9
DEPARTMENT OF TRANSPORTATION STA 150+ 65 CONTRACT NO. 68504
NOT TO SCALE FED, ROAD DIST, NO, _[ILLINOIS[FED, AID PROJECT




