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    TYPICAL CROSS SECTIONS    

              

              

              

              

VARIES 50’ TO 75’ VARIES 50’ TO 70’

48’ TO 60’

24’ TO 30’ 24’ TO 30’

12’ 12’ 12’ 12’0’ TO 12’
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10’2.58’10’ AND VARIES 10’

5’VARIES 7.58’ TO 14’
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EARTH

HMA BASE COURSE - 10 3/4 "

COMBINATION CONCRETE CURB & GUTTER,

TYPE B-6.24

LIME MODIFIED SOIL - 12"
9"-7"-9"-7"-9" PCC PAVEMENT

HMA OVERLAY - 8 1/2 "

EARTHPCC SIDEWALK - 5"

THE EXISTING PAVEMENT WIDTH TRANSITIONS

FROM 60’ E/E AT STA. 127+00 TO 48’ E/E AT STA. 130+00

2’ 2’ 2’ 2’2’ 2’ 2’ 2’

STRIP REFLECTIVE CRACK CONTROL TREATMENT

* NOTE:

* SEE NOTE* SEE NOTE

* SEE NOTE

STA. 62+23.58 - STA. 71+75.00
STA. 74+50.00 - STA. 78+00.00
STA. 79+80.00 - STA. 128+83.17

EXISTING TYPICAL CROSS SECTION

 1/2 "x 30" DOWEL BAR @ 30" CTRS.

PAVEMENT MARKING

LINES

1

VARIES 50’ TO 75’ VARIES 50’ TO 70’

48’ TO 60’

24’ TO 30’ 24’ TO 30’

12’ 12’ 12’ 12’0’ TO 12’

~

10’2.58’10’ AND VARIES 10’

5’VARIES 7.58’ TO 14’
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THE EXISTING PAVEMENT WIDTH TRANSITIONS

FROM 60’ E/E AT STA. 127+00 TO 48’ E/E AT STA. 130+00

* NOTE:

* SEE NOTE* SEE NOTE

* SEE NOTE

STA. 62+23.58 - STA. 71+75.00
STA. 74+50.00 - STA. 78+00.00
STA. 79+80.00 - STA. 128+83.17

PROPOSED TYPICAL CROSS SECTION

PAVEMENT MARKING

LINES

1

HMA SURFACE REMOVAL, 2 1/4 "

2

22

2 3

2

2

32

2

POLYMERIZED HMA SURFACE COURSE, MIX "D", N70 (168 LBS/SQ YD)

POLYMERIZED LEVELING BINDER (MACHINE METHOD), N70 (84 LBS/SQ YD)

NOTE: THE INTENT IS TO MATCH THE EXISTING CROSS SLOPE DURING MILLING

AND PAVING OPERATIONS FOR ALL TYPICALS. SEE SHEET 66 FOR EXCEPTIONS.


