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INDEX OF SHEETS 

(TO BE USED IN CONJUNCTION WITH I.D.O.T. STANDARD 000001-07) 

PROPOSED DESCRIPTION EXISTING 

COMBINED SEWER �==-:, 

---<-- STORM SEWER -¢::=, 

SANITARY SEWER �e le 

WATER MAIN 

GAS MAIN 

0 MANHOLE 

• CATCH BASIN 

- INLET 

■ WATER MAIN VALVE VAULT 

FIRE HYDRANT 

WATER MAIN VALVE BOX 
------

� BUFFALO BOX 

POWER POLE 

LIGHT POLE 

646.33 RIM ELEVATION 
640.40 INVERT ELEVATION 

+640.40 GROUND ELEVATION 

CONCRETE CURB & GUTTER 

I I PROPOSED CONCRETE PAVEMENT, 
SIDEWALK, OR DRIVEWAY 

I I PROPOSED HOT-MIX ASPHALT PAVEMENT 

CONCRETE PAVEMENT REMOVAL 

HOT-MIX ASPHALT REMOVAL 

ITEM TO BE REMOVED 

A STRUCTURES TO BE ADJUSTED 

A-lP
STRUCTURES TO BE ADJUSTED 
WITH NEW OPEN TYPE 1 FRAME AND LID 

CONCRETE 

HOT-MIX ASPHALT 

GRASS 

STONE 

DESIGNED - REVISED - 01-11-21 
♦ CJvll Engineers 9933RocseveltRoad 

Westchester,IL,60154-2780 DRAWN - DMM,SFB REVISED -
♦ Municipal Consultants 

Phone:708-865-0300 CHECKED - REVISED -
♦ Established 1911 www.ehancoc�.com 

DATE - 2-10-21 REVISED -

PROPOSED 

-¢:>-

DESCRIPTION 

REMOVED STREET LIGHT POLE 

EXISTING STREET LIGHT POLE 

EXISTING COMBINATION POLE (TRAFFIC SIGNAL/STREET LIGHT) 

EXISTING STREET LIGHT POLE TO BE REMOVED, 
FOUNDATION TO REMAIN 
EXISTING STREET LIGHT POLE TO BE REMOVED, 
FOUNDATION TO BE REMOVED 

PROPOSED DECORATIVE STREET LIGHT POLE AND LUMINAIRE 
WITH PEDESTRIAN ARM & FIXTURE, ON EXISTING FOUNDATION (TYPE F3) 

PROPOSED DECORATIVE STREET LIGHT POLE AND LUMINAIRE 

SHEET NO. DESCRIPTION 

1 COVER SHEET, LOCATION MAP 

2 

3 

4 

INDEX OF SHEETS, LEGEND OF SYMBOLS 
AND IDOT HIGHWAY STANDARDS 

GENERAL NOTES 

MWRD GENERAL NOTES 

5-6 SUMMARY OF QUANTITIES 

TYPICAL SECTIONS 

5� WITH PEDESTRIAN ARM & FIXTURE, ON PROPOSED FOUNDATION (SPECIAL) (TYPE F2) 

7 

8-14 

15-21 

22-23 

24-26 

27-31 

EXISTING CONDITIONS & REMOVAL PLANS 

PROPOSED PLANS PROPOSED DECORATIVE STREET LIGHT POLE AND LUMINAIRE � WITH PEDESTRIAN ARM & FIXTURE, ON PROPOSED FOUNDATION (TYPE F1) 

PROPOSED UNIT DUCT WITH 2-1/C No. 6 & 1-1/C No. 8 
------ GROUND, 600V (XLP-(TYPE USE)), 1" DIAMETER OR 

AS NOTED, BORED & PULLED OR AS NOTED 

EXISTING UNIT DUCT 
---- PROPOSED RIGID GALVANIZED STEEL CONDUIT 

� CONTROLLER IDENTIFICATION (TYP.) 
/ �-

--
-

CIRCUIT NUMBER (TYP.) 
Af.:.1.__ POLE NUMBER (TYP.) 
20+80 

---------- STATION NUMBER (TYP.) 

PAVEMENT MARKING PLANS 

EROSION CONTROL PLANS 

DETAILS 

32-36 DISTRICT ONE DETAILS 

IDOT HIGHWAY STANDARDS 

STANDARD NO. DESCRIPTION 

000001-08 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS 

280001-07 TEMPORARY EROSION CONTROL SYSTEMS 

424001-11 PERPENDICULAR CURB RAMPS FOR SIDEWALKS 

701006-05 OFF-RD OPERATIONS, 2L, 2W, 15' (4.5 m) TO 24" (600 mm) 
FROM PAVEMENT EDGE 

701101-05 OFF-RD OPERATIONS, MULTILANE, 15' TO 24" 
FROM PAVEMENT EDGE 

701301-04 LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS 

701311-03 LANE CLOSURE, 2L, 2W MOVING OPERATIONS - DAY ONLY 

701427-05 LANE CLOSURE, MUL TILANE, INTERMITTENT 
OR MOVING OPER., FOR SPEEDS< 40 MPH 

701501-06 URBAN LANE CLOSURE, 2L, 2W, UNDIVIDED 

701606-10 URBAN SINGLE LANE CLOSURE, 
2 W WITH MOUNTABLE MEDIAN 

701701-10 URBAN LANE CLOSURE, MULTILANE INTERSECTION 

701801-06 SIDEWALK, CORNER, OR CROSSWALK CLOSURE 

701901-08 TRAFFIC CONTROL DEVICES 

STATE OF ILLINOIS 

DEPARTMENT OF TRANSPORTATION 

INDEX OF SHEETS, LEGEND OF SYMBOLS 

AND IDOT HIGHWAY STANDARDS . I 

SECTION 

18-00146-00-LS 

CONTRACT NO. 61H06 
SCALE: NONE I SHEET NO. 1 OF 1 SHEETS I STA. - TO STA. FED. ROAD DIST. NO. 1 I ILLINOIS FED. AID PROJECT 

E.H.E. PROJECT NO. 080-20-13601 
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ST. CHARLES PLACE

MORRIS AVE.

INSTALL CONCRETE PAD
& NEW BIKE RACK

INSTALL CONCRETE PAD.
PACE TO INSTALL NEW
BUS SHELTER.

 L E G E N D 
DESCRIPTION

EXISTING STREET LIGHT POLE TO BE REMOVED,

EXISTING COMBINATION POLE (TRAFFIC SIGNAL/STREET LIGHT)

FOUNDATION TO REMAIN

EXISTING STREET LIGHT POLE TO BE REMOVED,
FOUNDATION TO BE REMOVED

PROPOSED DECORATIVE STREET LIGHT POLE AND LUMINAIREWITH PEDESTRIAN ARM & FIXTURE, ON EXISTING FOUNDATION

PROPOSED DECORATIVE STREET LIGHT POLE AND LUMINAIREWITH PEDESTRIAN ARM & FIXTURE, ON PROPOSED FOUNDATION (SPECIAL)

PROPOSED DECORATIVE STREET LIGHT POLE AND LUMINAIREWITH PEDESTRIAN ARM & FIXTURE, ON PROPOSED FOUNDATION

EXISTING STREET LIGHT POLE

PROPOSED UNIT DUCT WITH 2-1/C No. 6 & 1-1/C No. 8GROUND, 600V (XLP-(TYPE USE)), 1" DIAMETER OR
AS NOTED, BORED & PULLED OR AS NOTED

REMOVED STREET LIGHT POLE

SEE DETAILS
(SHEET NO. 29)

BEGIN IMPROVEMENT
STA. 3+85
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1" = 40'

PROPOSED PLANS
ST. CHARLES ROAD (WEST OF I.H.B.R.R.) 15

1 4 1+00 12+00

MATCH LINE

STATION 12+00
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UNIT DUCT (TYP.)

INSTALL NEW BENCH

B1-3
49+60

A1-4
51+00

B1-4
51+00

B1-2
48+00B1-1

46+38

A1-3
49+55

A1-2
48+05

A1-1
46+41

41' PROPOSED GALVANIZED
STEEL CONDUIT, 2"

INCIDENTAL HMA (TYP.)

51' PROPOSED GALVANIZED
STEEL CONDUIT, 2"

46' PROPOSED GALVANIZED
STEEL CONDUIT, 2"

630.15
628.35   8"WNW

RB CB

A

A
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INSTALL CONCRETE PAD.
PACE TO INSTALL NEW
BUS SHELTER.END OMISSION

STA. 46+20
SEE DETAILS
(SHEET NO. 29)
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PROPOSED PLANS
ST. CHARLES ROAD

(EAST OF I.H.B.R.R.) AT 29TH & 28TH AVENUE
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12" OR 18"  7"
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CURB AND GUTTER AT A.D.A. RAMPS

1/2" (MAX.) FOR
DEPRESSED CURB

2" CRUSHED STONE BEDDING
(INCLUDED IN COST OF THIS ITEM)

2"R

3"R

10
" 

M
IN

.

¾" PER FOOT SLOPE

FULL DEPTH SAW CUT
PRIOR TO REMOVAL

(INCLUDED IN THE ITEM
PAVEMENT REMOVAL)

EXISTING  BASE COURSE
6" WIDE CONCRETE  WEDGE SHALL BE INSTALLED
AFTER CURB HAS BEEN POURED AND SHALL BE
INCLUDED UNDER THE ITEM PCC BASE COURSE, 8"

VARIABLE 3" TO 6" (TO
BE DETERMINED BY THE
ENGINEER IN THE FIELD)

1½" FOR DEPRESSED
CURB AT DRIVEWAYS,
½" FOR DEPRESSED
CURB AT ADA RAMPS11

"

1"

6"

6"12"

COMBINATION CONCRETE CURB &
GUTTER TYPE B-6.12 (MODIFIED)

PCC CURB & GUTTER SECTION

¾" DIAMETER x 18" EPOXY
COATED SMOOTH DOWEL BAR.

TWO (2) EACH PER JOINT.

EXPANSION JOINT FILLER TO
CONFORM WITH CURB AND GUTTER

CROSS SECTION. TRIM ANY EXCESS.

 TYPICAL CURB AND GUTTER EXPANSION JOINT 

5"

¾" PREMOLDED, NON-EXTENDING
JOINT FILLER AT EXPANSION JOINT.
SEE NOTES FOR LOCATIONS.

PLASTIC EXPANSION CAP

¾"

2" MINIMUM CRUSHED STONE BASE
(INCLUDED IN COST OF CURB)

NOTE:
1.  EXPANSION JOINTS ARE TO BE CONSTRUCTED AT ALL PC'S & PT'S

OF INTERSECTION RETURNS AND ALL OTHER SHORT RADIUS
SECTIONS, CONSTRUCTION JOINTS, EVERY 60' ON TANGENT
SECTIONS, AND AS DIRECTED BY THE ENGINEER.

2" CRUSHED STONE CUSHION
(COST TO BE INCLUDED IN THE COST OF PORTLAND
CEMENT CONCRETE SIDEWALK, 5")

 TYPICAL P.C.C. SIDEWALK

2"

5"
 S

ID
EW

A
LK

2" CRUSHED
STONE BEDDING

¾" PER FOOT SLOPE

6' MINIMUM

INCIDENTAL HMA (2")

LEFT EDGE

 TYPICAL CONCRETE PAD 

5"

5" CRUSHED STONE CUSHION
(COST TO BE INCLUDED IN THE
COST OF CONCRETE PAD)

6"
5"

6"

3
4" CONDUIT

REAR

4"

 PLAN VIEW 

 PROFILE VIEW 

3
4" CONDUIT

6" BOLLARD
6"

3'
- 0

"
4'

 - 
0"

NOTES:
1. SUBMIT SHOP DRAWINGS OF BOLLARD SYSTEM TO

ENGINEER FOR REVIEW AND APPROVAL. INCLUDE
PRODUCT INFORMATION, FOUNDATION INFORMATION,
AND STANDARD COLOR CHART.

2. PAINT COLOR OF BOLLARD AND CONCRETE DOME TO
BE FIRE SAFETY YELLOW (OR AS SELECTED BY
ENGINEER).

3. PROVIDE EXPANSION JOINTS WHERE BOLLARD
FOOTING IS ADJACENT TO RIGID STRUCTURES AND/OR
PAVEMENTS.

16"Ø

SLOPE AND FINISH
CONCRETE DOME

6"Ø STEEL BOLLARD
CONCRETE FILLED

1% SLOPE AT TOP OF
CONCRETE FOOTING

3,500 PSI CONCRETE

FINISHED GRADE
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 POLE BASE WIRING DIAGRAM 

2

5

1

4

6

3

DOUBLE POLE FUSE HOLDER (HEX) WITH ONE 10 AMP FUSE
AND ONE NEUTRAL SOLID SLUG TO LUMINAIRES.

GROUND CONDUCTOR TO LUMINAIRES AND
RECEPTACLE, 10 AWG

NEUTRAL CONDUCTOR SINGLE, 10 AWG, CU 600 V

PHASE CONDUCTORS SINGLE, 10 AWG, CU 600 V
TO RECEPTACLE

PHASE CONDUCTORS SINGLE, 10 AWG, CU 600 V
TO LUMINAIRES

DOUBLE POLE FUSE HOLDER (HEX) WITH ONE 10 AMP FUSE
AND ONE NEUTRAL SOLID SLUG TO RECEPTACLE

7 CABLE SPLICE (TYPICAL)

8 CIRCUIT TO NEXT POLE (AS APPLICABLE)

9 INSULATED GREEN GROUND CONDUCTOR TO GROUNDING ROD

10 INSULATED GROUND CONDUCTOR SIZE
AS SHOWN ON PLANS

(NOT TO SCALE)

 NOTES:
1. ALL FUSE HOLDERS SHALL INCLUDE BOOTS

G

N

2-1/2" DIA. P.V.C. ELBOW RACEWAYS

MANUFACTURER TO FURNISH TEMPLATE
DRAWING FOR SETTING OF ANCHOR BOLTS

1" CHAMFER

(4) 1"-8NC GALV. STL. ANCHOR BOLTS,
AASHTO M314-90 GRADE 55, 10" OF
THREADED END GALV PER ASTM A153
(4) 1"-8NC GALV STL. HEX. NUTS
(4) 1" GALV. STL. LOCK WASHERS
(4) 1" GALV. STL. FLAT WASHERS

5
8" x 10' GROUND ROD CONNECTED

TO GROUND WIRE WITH EXOTHERMIC WELD
AT LOCATIONS NOTED ON PLAN SHEETS
(INCLUDED IN COST OF FOUNDATION)

8-#6 REINFORCING BARS EQUALLY SPACED
AROUND AN 18" DIA. CIRCLE, FOR SIZE,
SEE FOUNDATION DESIGN CHART

#4 SPIRAL TIE BARS WITH 6" PITCH

CLASS SI CONCRETE

FOUNDATION LOCATIONS AS SHOWN ON
PLAN SHEETS

FOUNDATION DESIGN CHART

"D" VERT. BARS SPIRAL

TYPE OF SOIL DESIGN DEPTH
OF FOUNDATION

REINFORCEMENT IN
FOUNDATION

SOFT CLAY 11'-0" 8-#6 x 10'-0" #4 x 157'

MEDIUM CLAY 9'-0" 8-#6 x  8'-0" #4 x 110'

STIFF CLAY 7'-6" 8-#6 x  6'-6" #4 x  78'

LOOSE CLAY 9'-6" 8-#6 x  8'-6" #4 x 102'

MEDIUM SAND 9'-3" 8-#6 x  8'-3" #4 x  88'

DENSE SAND 8'-0" 8-#6 x  7'-0" #4 x  78'

5'-0" NONE NONEROCK OR
SOLIDIFIED SLAG

CONTRACTOR TO COORDINATE
WITH MANUFACTURERS POLE

REQUIREMENTS

 CONCRETE 
 LIGHT POLE FOUNDATION 

FLEXIBLE DUET UL LISTED FITTING TO UNIT DUCT

TO GROUND ROD

4

9'

5.5'

ELECTRICAL CONNECTION
2.5' x 12' SHELTER FOOTPRINT

18'

6"

6"

18'

11
' 6"

2.5' x 12' SHELTER FOOTPRINT

5.5'

6"

ELECTRICAL CONNECTION

46
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18'

8'

6"

6"

ELECTRICAL CONNECTION

2.5' x 12' SHELTER FOOTPRINT

5.5'

COOK
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DETAILS

RIGID CONDUIT, 34" GALVANIZED STEEL,
CONNECT TO EXISTING RACEWAY

BUS SHELTER 3
DETAIL

(SCALE:1" = 10')

BUS SHELTER 2
DETAIL

(SCALE:1" = 10')

BUS SHELTER 1
DETAIL

(SCALE: 1" = 10')

EXISTING FOUNDATION

PULL WIRES FROM EXISTING FOUNDATION
TO BUS SHELTER PAD

RIGID CONDUIT, 34" GALVANIZED STEEL,
CONNECT TO EXISTING RACEWAY

EXISTING FOUNDATION

PULL WIRES FROM EXISTING FOUNDATION
TO BUS SHELTER PAD

RIGID CONDUIT, 34" GALVANIZED STEEL,
CONNECT TO NEW RACEWAY

PULL WIRES FROM NEW FOUNDATION
TO BUS SHELTER PAD

NEW FOUNDATION
BOLLARD (SEE DETAIL)


















