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Fertilizer shall be applied to all disturbed areas and incorporated into the seedbed prior to seeding or placement of sod 
at the rate specified in Sections 250 and 252 of the Standard Specifications.  This work shall be included in the cost of 
EARTH EXCAVATION. 

Closed expansion joints on jointed pavements shall be re-established during the patching operations.  Class B Patches 
- when the pavement requires patching at the location of the expansion joint, a new joint should be established using a 
dowelled expansion patch as shown on Highway Standard 442101.  When the joint is closed, but does not require 
patching, an expansion joint may be formed by sawing the pavement and filling the saw cut with a preformed expansion 
joint filler meeting the requirements of Section 1051 of the Standard Specifications as shown on Standard 420001. 

When laying out for patching, the minimum distance between new patches (saw cut to saw cut) shall be 15 feet.  When 
patch spacing is less than 15 feet, the pavement between patches shall also be removed and replaced. 

Areas of slag mixture are expected to be milled on this project.  RAP containing slag mixture must be stockpiled 
separately. 

The following Mixture Requirements are applicable for this project: 

Location(s): Resurfacing 
Mixture Use(s): Surface Surface Binder 
PG: PG 64-22 PG 64-22 PG 64-22 
Design Air Voids: 4.0 @ N70 4.0 @ N70 4.0 @ N70 
Mixture Composition 
(Mixture Gradation): 

IL 9.5 IL 9.5 IL 9.5 

Friction Aggregate: D E N/A 
Mixture Weight: 112 119 112 
Quality Management Program: QCP QC/QA QCP 
Sublot Size:  1000 N/A 1000 
Number of Roller Passes1): N/A N/A N/A 

1) When a number of roller passes is specified, the Contractor may opt to use intelligent compaction in lieu of 
density testing under the Quality Control for Performance (QCP) program. 

The area to be tacked or primed shall be limited to that which can be co
but no more than five days in advance of the placement of the HMA, unless approved by the Engineer. 

The cost of making storm sewer connections to existing drainage structures shall be included in the various contract unit 
prices for STORM SEWER. 

The Contractor shall be responsible for collecting and maintaining an electronic log of all stakeout survey that is 
performed on the job, either by him/her or any sub-contractor performing the stakeout.  Upon request, all logs shall be 
submitted to the Department.  No additional compensation will be allowed for this work, but shall be considered included 
in the cost for CONSTRUCTION LAYOUT. 

Pavement Marking shall be done according to Standard 780001, except as follows: 

1. All words, such as ONLY, shall be 8 feet high. 
2. All non-freeway arrows shall be the large size. 
3. The distance between yellow no-passing lines shall be 8 inches, not 7 inches, as shown in the detail of 

Typical Lane and Edge Lines. 
4. Centerline Skip Dash Pavement Marking on multi-lane divided, multi-lane undivided, and one-way 

roadway shall be according to District Standard 41.1. 

Work on this project will be in progress at the same time as work on the South Galena Water Main Project (City 
of Dixon).  Contact for this project is Jason Stoll (815) 562-9087 or jstoll@fehr-graham.com. 

The following listed utilities located within the project limits or immediately adjacent to the project construction limits are 
members of JULIE: 
 
 Brad Stockham   Century Link (Telephone)  (309) 477-0363 
 Chip Parrot  Nicor Gas  (Gas)   (630) 388-3019 
 Keith Koshinski  Comcast Cable (Cable TV)  (224) 229-5432 
 Deven Barnhill  Windstream  (Telephone)  (815) 592-3395 
  
 
IDOT is not a member of JULIE.  If you are near any overhead lighting, intersection lighting or traffic signals, contact the 
IDOT Traffic Office at 815/284-5469 at least 48 hours prior to work. 
 

adjustment.  Utility structures may include, but are not limited to, manholes, water valves, handholes, etc.  All materials 
and work necessary to complete adjustments per municipality requirements shall be considered included in the cost of 
the associated adjustment pay item. 
 
All patches from Sta. 409+49 to 420+31 shall require the use of high early strength concrete. 
 
All equipment and tires tracking over Full Lane Sealant (FLS) shall be continuously sprayed with a fine mist of water (or 
approved release agent) to prevent pickup of FLS tack coat. 
 
For curb and gutter replacement which is not adjacent to patching, the contractor shall utilize the curb and gutter 
replacement detail shown in the Typical sections.  The added PCC concrete required to for the detail shall be incidental 
to the cost of the associated curb and gutter pay item. 
 
Commitments: 
 
The Contractor shall take steps to keep noise from construction activities minimal during nighttime work.
 
All lanes shall be open for the duration of Petunia Festival and the Reagan Run.  No work will be allowed during that 
time.  The Petunia Festival is tentatively scheduled for June 29 through July 4, 2021 with the Reagan Run tentatively 
scheduled for July 4, 2021.  Due to COVID-19, please contact Jennifer Bubrick at (815) 973-8783 or 
jenbubrick@gmail.com for the latest information on when Petunia Festival will take place and Nancy Varga at (815) 994-
6106 or nvarga61@gmail.com for the latest information on when the Reagan Run will take place. 
 
The Contractor shall notify McDonalds in writing of the construction start date 10 days prior to beginning sidewalk 
construction at the southeast quadrant of IL 2 and Hennepin Avenue. 
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