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CONCRETE BARRIER WALL (SPECIAL)
(VARIABLE HEIGHT) 1 FOOT - 3.5 FOOT HEIGHT (382 LF)

PIPE HANDRAIL (525.5 LF)

END RETAINING WALL

END PEDESTRIAN HANDRAIL

CONNECT TO EXISTING CONCRETE CURB
1' TALL WALL
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PIPE UNDERDRAIN TYPE 1, 6" (477 LF)

UNDERDRAIN CONNECTION
TO STRUCTURE (1 EACH)

PERIMETER EROSION
BARRIER (527 LF)
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PIPE HANDRAIL BASE PLATE DETAIL
(TYPICAL AT ALL HANDRAIL LOCATIONS)

EDGE OF
SIDEWALK
RAMP

6.0 Max. 6.0 Max.

1.5"

34-38" (H)

 PIPE HANDRAIL TYPICAL SECTION 

1'
MIN.

1'
MIN.

** The handrail shall be designed to withstand a 200 pound load applied in any direction to the top rail.  Vertical posts shall be equally spaced along the panel at no
more than 6 feet. The railing shall have three equally spaced horizontal elements, with the top of the lowest beam being no more than 4" off of the proposed surface.
Extensions shall be placed at least 1 foot beyond vertical edge of top and bottom steps and 1 foot beyond bottom of proposed ramps.The handrail shall be powder
coated black. The contractor shall take their own measurements on the constructed 10' concrete path once it is complete. This shall be done prior to construction of
the handrail to verify its placement. The contractor shall shim under the base plates as necessary to not leave a gap. No shim greater than 38" shall be allowed.  This
work shall be paid for by the Contract Unit  Price per FOOT for PIPE HANDRAIL and no additional compensation shall be allowed.
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FORD AVENUE

3.5' TALL PIPE HANDRAIL

10' PATH
6" ABOVE BACK OF CURB (TYPICAL)6"

6" ABOVE GROUND (TYPICAL)

EXISTING CURB

STATION 590+38 TO 593+68

1'-3.5' VARIABLE HEIGHT

CONCRETE BARRIER WALL (SPECIAL)
(VARIABLE HEIGHT MEASURED FROM TOP

OF SIDEWALK TO TOP OF WALL)

2.5'± (TYPICAL)

PIPE UNDERDRAIN TYPE 1, 6" (FULL LENGTH OF WALL)
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POROUS GRANULAR BACKFILL (FULL LENGTH OF WALL)
2' BEHIND WALL TYPICAL

TOPSOIL FURNISH AND PLACE, 4"

1' #4 REBAR 12" ON CENTER (TYPICAL)
2" MINIMUM CONCRETE COVER
INCLUDED IN COST OF CONCRETE
BARRIER WALL (SPECIAL)

4'

ADDENDUM 1
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