
 

 

 

  

 

 

   

 

   

  

 

 

   

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

676 MCLEAN 17 6

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

(9-1)BJR

CONTRACT NO. 70731

SHEET NO. 1 OF 1 SHEETS STA. 186+41.47 TO STA. 197+91.73SCALE: N/A

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

EXISTING AND PROPOSED ROADWAY TYPICAL SECTIONS
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STATION  TO   STATION

EXISTING & PROPOSED ROADWAY TYPICAL SECTION (INFORMATION ONLY)
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24’-0" 10’-0" 12’-0" 4’-0"2’-7"6’-5"

SLOPE: .02’/FT
SLOPE: 1/2"/FT
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24’-0"10’-0"12’-0"4’-0" 2’-7" 6’-5"

PORTLAND CEMENT CONCRETE PAVEMENT, 10 3/4"

STABILIZED SUB-BASE, 4"

BITUMINOUS SHOULDERS, 8"

AGGREGATE SHOULDERS, TYPE B

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

PIPE UNDERDRAINS, 4"

SLOPE

3/4"/FT

EARTH MEDIAN

186+41.47     197+91.73

*

* CONCRETE MEDIAN SURFACE 4"

STATION 190+11.72 TO 191+11.72

**

** TO BE REMOVED AND REPLACED

NB STATION 190+73.72 TO NB STATION 191+00.40

SB STATION 190+73.72 TO SB STATION 191+20.76


