
S-25

Bridge Omission Sta. 122+47.87 to Sta. 125+39.72 E.B.

Bridge Omission Sta. 122+55.85 to Sta. 125+47.69 W.B.

DECK DRAINAGE PLAN

TYPICAL ELEVATION AT PIER TYPICAL ELEVATION AT ABUTMENT

(Looking North or South)

TYPICAL ELEVATION AT PIER

(Looking East or West) TYPICAL ELEVATION AT ABUTMENT

 

Clamp

Pipe Threaded rods (typ.)
 

6" } Drain pipe

Pipe Clamp

„" Fabric pad

loop insert, typ.

Epoxy threaded coil 

PIPE SUPPORT DETAIL

SECTION AT PIPE
SIDE ELEVATION

SIDE ELEVATION

69'-0"62'-10"14'-10"

69'-0"84'-4"24'-4"

face of parapet

Measured along inside 

face of parapet

Measured along inside 

 

required by manufacturer

Pipe support spacing as 

0.5% minimum slope

See detail.

Pipe Support, typ.  
Cleanout Plug

Cleanout plug

Cleanout plug

Cleanout plug
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Splash Block

Splash Block

0.5% minimum slope

closed drainage system, typ.

Drainage Scupper, DS-12 with 

~ US 34 (Ogden Ave)

6" Drain Pipe, typ.

6" Drain Pipe, typ.

6" Drain Pipe, typ.

~ Brg. W. Abut. ~ Brg. E. Abut.~ Pier 2~ Pier 1

RR Track

~ Existing CN 

(Looking West)
(Looking North)

DRAINAGE SYSTEM

Pier

Face, or 

Abutment 

Bridge Deck, 

(Typ.)

See Detail 1, 

DETAIL 1

BAR

STB

STB

BAR

1"
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