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@ 20’ C-C

DRUM WITH STEADY BURN MONODIRECTIONAL LIGHT 

FLASHING ARROW BOARD  

DIRECTION OF TRAFFIC

WORK AREA

TYPE III BARRICADE WITH FLASHING LIGHT

PAVEMENT MARKING REMOVAL  
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TEMP. CONCRETE BARRIER

TYPE III BARRICADE4" WHITE LINE

WET REFLECTIVE TAPE TYPE III,

380’200’ 50’ 25’

FLASHING ARROW BOARD

LEVEL 3

(NON-DIRECTIVE, NARROW), TEST 

IMPACT ATTENUATOR, TEMPORARY 
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PARAPET REPLACEMENT _ TRAFFIC CONTROL PLAN STAGE I

22ND ST OVER EAST WEST CONNECTOR (I-88 & I-294 RAMPS)
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W20-7(O)-48

THAN ONE HOUR.

PRESENT FOR MORE

IF FLAGGER IS NOT

MUST BE REMOVED*

@ 20’ C-C

WITH STEADY BURN MONODIRECTIONAL

DIRECTION INDICATOR BARRICADE

AHEAD

CONSTRUCTION

ROAD

G20-I103(0)-3660

SPEED LIMIT

WORK ZONE

END

*
W20-I103(0)-48

(NON-DIRECTIVE NARROW), TEST LEVEL 3

IMPACT ATTENUATOR, TEMPORARY 

BARRIER (350’)

TEMP. CONCRETE 

BLISS DRIVE

 25+00

 30+00

 35+00

22ND STREET/CERMAK RD.
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