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EXISTING TYPICAL SECTIONS

SIDE ROAD

2’ 2’

2.0%

EXISTING TYPICAL

ASH GROVE DRIVE

VARIES 12’ TO 24’ VARIES 12’ TO 24’4’

2.0%

15’ 4’15’4’

1.5%1.5%

32 35 13 5 5 13 3537 3239 39

STA. 10+18.00 TO STA. 14+15.15

EXISTING TYPICAL

RAMP

STA 16+86.16 TO STA 20+00.00

RAMP D

STA 20+29.09 TO STA STA 23+00.00
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\ SURVEY & CONSTRUCTION I-72 ON RAMP

~ SURVEY & CONSTRUCTION ASH GROVE DRIVE
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STA. 19+00.00 TO STA. 28+99.50

EXISTING TYPICAL

OLD BUNKER HILL ROAD

VARIES 21.5’ TO 23’

234

1.5%1.5%

EXISTING SIDEWALK, 4"

EXISTING CONCRETE MEDIAN SURFACE, 4"

EXISTING CONCRETE MEDIAN

EXISTING SUB-BASE GRANULAR MATERIAL

EXISTING LIME MODIFIED SUB-BASE, 12"

EXISTING STABILIZED SUB-BASE, 4"

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.12

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.06

EXISTING HOT-MIX ASPHALT SHOULDERS, 15�"

EXISTING HOT-MIX ASPHALT SHOULDERS, 12"

EXISTING HOT-MIX ASPHALT SHOULDERS, 8"

EXISTING AGGREGATE SHOULDERS

EXISTING OIL & CHIP PAVEMENT, 12" TO 15" VAR.

EXISTING OIL & CHIP PAVEMENT, 6"

EXISTING HOT-MIX ASPHALT W/ OIL & CHIP OVERLAY, 10"

EXISTING HOT-MIX ASPHALT PAVEMENT, 13�"

EXISTING HOT-MIX ASPHALT PAVEMENT, 13 "

EXISTING HOT-MIX ASPHALT PAVEMENT, 12"

EXISTING HOT-MIX ASPHALT PAVEMENT, 11�"

EXISTING HOT-MIX ASPHALT PAVEMENT, 11"

EXISTING HOT-MIX ASPHALT PAVEMENT, 10�"

EXISTING HOT-MIX ASPHALT PAVEMENT, 10"

EXISTING HOT-MIX ASPHALT PAVEMENT, 9"

EXISTING HOT-MIX ASPHALT PAVEMENT, 8�"

EXISTING HOT-MIX ASPHALT PAVEMENT, 8"

EXISTING HOT-MIX ASPHALT PAVEMENT, 7"

EXISTING HOT-MIX ASPHALT RESURFACING, 5"

EXISTING HOT-MIX ASPHALT RESURFACING, 4�"

EXISTING HOT-MIX ASPHALT RESURFACING, 4"

EXISTING HOT-MIX ASPHALT RESURFACING, 1" TO 3�" VAR.

EXISTING HOT-MIX ASPHALT RESURFACING, 2�"

EXISTING HOT-MIX ASPHALT RESURFACING, 1�"

EXISTING HOT-MIX ASPHALT RESURFACING, 1�"

EXISTING PCC BASE COURSE, 9"

EXISTING PCC PAVEMENT, 9"

EXISTING PCC PAVEMENT, 8"

\ SURVEY OLD BUNKER HILL ROAD


