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PROPOSED TYPICAL SECTIONS

SIDE ROAD

STA. 5+91.03 TO STA. 9+70.00

PROFILE GRADE LINE

4’

2 12 29 7 23

PROPOSED TYPICAL

MERCANTILE ROAD

18’

2.0%2.0%

18’

6.0%

2323

PROFILE GRADE LINE

~ SURVEY & CONSTRUCTION MERCANTILE ROAD

~ SURVEY & CONSTRUCTION MERCANTILE ROAD

STA. 10+30.00 TO STA. 12+73.99

5’

2.0% 2.0%

PROPOSED TYPICAL

STADIUM DRIVE

~ SURVEY & CONSTRUCTION STADIUM DRIVE

13.5’ TO 18’ VAR. 13.5’ TO 18’ VAR.

6.0%

2’5’ 2’

6.0%

23122 202320 77

4.5’ VAR.

0’ TO 1’

1:4

0’ TO

4.5’ VAR.

6.0%

815

TYP

1’

15

TYP

1’
TYP

1’

15 29

TYP

1’

29 15

TYP

1’

PROFILE GRADE LINE

3’ 5’ 1’

1:4
1:4

VAR.

6.0% &

2.0% T0

4’5’1’

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

20

2

201

STA. 10+30.00 TO STA. 11+60.00
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PROPOSED ROCKFILL (SPECIAL)
 
PROPOSED GUTTER/CURB AND GUTTER REMOVAL
 
PROPOSED CONCRETE MEDIAN REMOVAL
 
PROPOSED SHOULDER REMOVAL
 
PROPOSED PAVEMENT REMOVAL
 
PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.12

PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24
 
PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18
 
PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12
 
PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.06

PROPOSED PORTLAND CEMENT CONCRETE SIDEWALK, 4"
 
PROPOSED CONCRETE MEDIAN, TYPE SM-6.06

PROPOSED CONCRETE MEDIAN SURFACE, 4"

PROPOSED AGGREGATE SHOULDER, TYPE B, 6"

PROPOSED HOT-MIX ASPHALT SHOULDERS, 8"

PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE A, 8"

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 3�" & VARIABLE

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL,  2�" TO 4�" & VARIABLE

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL,  2" & VARIABLE

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL,  2"

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL,  1�" & VARIABLE

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, �" OR 2" & VARIABLE. SEE MILLING SCHEDULE

PROPOSED HOT-MIX ASPHALT BASE COURSE 8�"

PROPOSED HOT-MIX ASPHALT BASE COURSE, 7"

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),  1�"

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),  1�" & VARIABLE

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),  1�"
 
PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),  1" & VARIABLE
 
PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N70 2"
 
PROPOSED STRIP REFLECTIVE CRACK CONTROL TREATMENT 

PROPOSED TOPSOIL FURNISH AND PLACE, 4"31

3131

3131


