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NONE
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PROPOSED TYPICAL SECTION

STATION 531+79.12 TO STATION 535+13.94
(ALL SLOPES AND DIMENSIONS AT RIGHT ANGLES TO BASELINE)

~ EBL~ WBL

BASELINE

6’-0"6’-0" 8’-0" 8’-0"

16’-0"

 1/2 "/’
 1/2 "/’

1:3
(V

:H
)

1:3(V:H)

4% SUPERELEVATION

6" TOPSOIL EXCAVATION

AND PLACEMENT

AGGREGATE

BASE COURSE,

TYPE B

PIPE CULVERT, CLASS D,

TYPE 1, 24" (TEMPORARY)

GEOTECHNICAL FABRIC FOR

GROUND STABILIZATION UNDER

AGGREGATE BASE COURSE

EXISTING

GROUND LINE

~ WBL ~ EBL

PROPOSED TYPICAL SECTION

STATION 529+05.11 TO STATION 531+79.12

PROPOSED TYPICAL SECTION

STATION 535+13.94 TO STATION 537+79.78

6’-0"12’-0"

& VARIES

6’-0"

 1/2 "/’

1:3(V:H)
EXISTING

GROUND LINE

GEOTECHNICAL FABRIC FOR

GROUND STABILIZATION UNDER

AGGREGATE BASE COURSE

6" TOPSOIL EXCAVATION

AND PLACEMENT

AGGREGATE

BASE COURSE,

TYPE B

4" MIN. AGGREGATE

BASE COURSE, TYPE B

FULL DEPTH SAWCUT REQUIRED

PRIOR TO SHOULDER REMOVAL

EXISTING 4" UNDERDRAIN TO REMAIN

12’-0"6’-0"

& VARIES

6’-0"

4% SUPERELEVATION

 1/2 "/’ SUPERELEVATION
4%

1:3
(V

:H
)

EXISTING

GROUND LINE
FULL DEPTH SAWCUT REQUIRED

PRIOR TO SHOULDER REMOVAL

EXISTING 4" UNDERDRAIN TO REMAIN

4" MIN. AGGREGATE

BASE COURSE, TYPE B

6" TOPSOIL EXCAVATION

AND PLACEMENT

GEOTECHNICAL FABRIC FOR

GROUND STABILIZATION UNDER

AGGREGATE BASE COURSE

AGGREGATE

BASE COURSE,

TYPE B4% SUPERELEVATION

4%

SUPERELEVATION

TRANSITION TO

EXISTING SHOULDER

SLOPE IN 10 FEET

1

PAVED SHOULDER REMOVAL

1

6’-0"

PAVED SHOULDER REMOVAL

10 3/4 " PCC PAVEMENT, TYP.

PAVEMENT FABRIC

3 1/2 "

CLR.

3 1/2 "

CLR.

3 1/2 "

CLR.

10 3/4 " PCC PAVEMENT

PAVEMENT FABRIC

10 3/4 " PCC PAVEMENT
PAVEMENT FABRIC

PAVED SHOULDER REMOVAL

LONGITUDINAL CONSTRUCTION JT.,

STD. 420001 WITH #6 TIE BARS


