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MULBERRY GROVE RD. STAGE CONSTRUCTION AND DETAILS 46593-5RS-3

4.5’

4.5’

~ MULBERRY GROVE RD.

~ MULBERRY GROVE RD.

I-70 EASTBOUND

I-70 EASTBOUND

I-70 WESTBOUND

I-70 WESTBOUND

PAVEMENT REMOVAL AND REPLACEMENT

TEMPORARY CONCRETE BARRIER

TEMPORARY PAVEMENT MARKING TAPE

SUBJECTED TO TRAFFIC.

BE DONE PRIOR TO STAGE IT WILL BE

THIS SHOULDER REPLACEMENT SHALL2.

TO APPLICABLE HIGHWAY STANDARDS.

TRAFFIC CONTROL SHALL CONFORM

SHOWN FOR REFERENCE ONLY, ALL1.

NOTES:

TEMPORARY IMPACT ATTENUATOR
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1
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523 FOOT CONCRETE BARRIER

523 FOOT CONCRETE BARRIER

523 FOOT CONCRETE BARRIER

523 FOOT CONCRETE BARRIER

11", 10’ WIDE (TYP.)

PROPOSED HMA BASE COURSE,

11", 10’ WIDE (TYP.)

PROPOSED HMA BASE COURSE,

11", 10’ WIDE (TYP.)

PROPOSED HMA BASE COURSE,
2


