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CONTRACT NO. 76D21

BOND

F.A.I.

70 3-5RS-3

SCALE: NONE
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MISCELLANEOUS DETAILS

TRAPPER AVE.

TR 161 OVER FAI RTE. 70

STRUCTURE #003-0045

KING RD.

TR 226 OVER FAI RTE. 70

STRUCTURE #003-0046

MULBERRY GROVE RD.

CH 10 OVER FAI RTE. 70

STRUCTURE #003-0036
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CONCRETE REMOVAL DETAIL

(N.T.S.)

EXISTING ROADWAY EXISTING BRIDGE

EXISTING ROADWAY EXISTING BRIDGE

TYPICAL BRIDGE APPROACH TREATMENT DETAIL

HMA SURFACING

PROPOSED INCIDENTAL

EXISTING BRIDGE DECK

REMOVAL (TYP)

PROPOSED CONCRETE 

EXISTING BRIDGE BEAM

TREATMENT DETAIL (TYP)

SEE TYPICAL BRIDGE APPROACH 

SURFACE REMOVAL

PROPOSED HMA

3’

2"

2"

3’

1"

3"

59 54

FOR CONCRETE REMOVAL

AREA UNDER THE BRIDGE

  FOR CONCRETE REMOVAL

= AREA UNDER THE BRIDGE

FOR CONCRETE REMOVAL

AREA UNDER THE BRIDGE

FOR CONCRETE REMOVAL

AREA UNDER THE BRIDGE

ACCORDING TO Art. 109.04.

THIS WORK IS TO BE PAID FOR

CRACK FILLING

(PAVEMENT) & JOINT OR

PROPOSED CRACK ROUTING

6’ 6’

FOR MAIN WIDTH

SEE EACH BRIDGE

TREATMENT DETAIL (TYP)

SEE TYPICAL BRIDGE APPROACH 

TREATMENT DETAIL (TYP)

SEE TYPICAL BRIDGE APPROACH 

BRIDGE DECK CONCRETE SEALER

TYPICAL BRIDGE WIDTH FOR

* *

*
TOP AND FACE.

THIS INCLUDES PARAPET AND CURB

30’

2
4
’

2
4’

 SCHEDULE REPAIRBRIDGE

LOCATION REMOVAL*

CONCRETE

 2"REMOVAL,

SURFACE

ASPHALT

HOT-MIX

2"

 SURFACING,ASPHALT

 HOT-MIXINCIDENTAL

(PAVEMENT)

ROUTING

CRACK

 FILLINGCRACK

 ORJOINT

 SEALERCONCRETE

 DECKBRIDGE

 YDCU  YDSQ TON FOOT POUND  FTSQ

 AVETRAPPER

 003-0045SN

 EBOVER 0.39

9360
 WBOVER 0.39

 ENDNORTH 10 1.1 30 8.5

 ENDSOUTH 10 1.1 30 8.5

 RDKING

 003-0046SN

 EBOVER 0.39

11124
 WBOVER 0.39

 ENDNORTH 10 1.1 30 8.5

 ENDSOUTH 10 1.1 30 8.5

 RDGROVE

MULBERRY

 003-0036SN
 EBOVER 0.46

9576
 WBOVER 0.46

 ENDNORTH 12 1.3 36 10.2

 ENDSOUTH 12 1.3 36 10.2

TOTAL 2.47 64 7.0 192 54.5 30060

 SHEET. THIS ON DETAIL  SEE 109.04). (Art. TO ACCORDING FOR PAID BE TO IS WORK THIS*


