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CONTRACT NO. 76G61
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TYPICAL SECTION
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*FAP 690/FAS 819/FAP 322

STA. 443+52 TO STA. 445+20

STA. 438+00 TO STA. 440+87.4

ADJACENT TO SN 095-0066

TYPICAL SECTION

LOCATION NO. 1 - 0.61 MI. EAST OF I-64 TO IL 127

TYPICAL SECTIONS
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TYPICAL SECTION

STA. 289+23 TO STA. 289+73 

STA. 287+93 TO STA. 288+43

STA. 445+20 TO STA. 574+59 

STA. 289+73 TO STA. 438+00

STA. 148+38 TO STA. 287+93

STA. 288+43 TO STA. 289+23 

3’24’

~

3

3’

12’ 12’

3’ 3’

� "/FT� "/FT

TYPICAL SECTION

LEGEND

EXISTING HMA, PCC, AND AGGREGATE FROM PRIOR RESURFACING PROJECTS.

EARTH EXCAVATION:  THIS PAY ITEM SHALL INCLUDE THE REMOVAL OF

HMA SURFACE REMOVAL, 1�"

OTHER CONTRACT PAY ITEMS.

INCLUDED IN THE COST OF THE

EARTH FILL, IF NEEDED, SHALL BE

16  PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

15  PROPOSED PAVEMENT MARKING

14  PROPOSED STRIP REFLECTIVE CRACK CONTROL TREATMENT

13  PROPOSED HMA SHOULDERS, VARIES 2�" AT EOP TO 1" AT OUTER EDGE

12  PROPOSED HMA SHOULDERS, 8"

10  PROPOSED HMA SURFACE COURSE, MIX "C", N70 - 1 1/2"

 9A PROPOSED HMA BASE COURSE WIDENING, 8"

 9  PROPOSED LEVELING BINDER (MACHINE METHOD), IL-9.5FG, N70 - 3/4"

 8  PROPOSED AGGREGATE (PRIME COAT)

 7  PROPOSED BITUMINOUS MATERIALS (PRIME COAT)

 6  EXISTING PCC BASE COURSE 9"

 5  EXISTING CURB & GUTTER 

 4A EXISTING HMA SHOULDER

 4  EXISTING AGGREGATE SHOULDERS, TYPE B

 3  EXISTING HMA RESURFACING 

 2  EXISTING HMA BASE COURSE WIDENING, 9" 

 1  EXISTING 9"-6"-9" PCC PAVEMENT 
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WITH THE PAVEMENT.  THE OUTER THREE FEET SHALL BE SURFACED AS HMA SHOULDERS. 

THE INNER ONE FOOT OF WIDENING ADJACENT TO THE PAVEMENT SHALL BE RESURFACED

SHOULDER BEGINS.  CARE SHALL BE TAKEN NOT TO DAMAGE THE EXISTING GUARDRAIL.

THE PROPOSED HMA SHOULDERS 8" SHALL CONTINUE TO WHERE THE PCC BRIDGE APPROACH

NOTES: STRUCTURE AND APPROACH PAVEMENTS ARE OMITTED FROM RESURFACING; HOWEVER,
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