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STA. 112+16.80 TO STA. 116+30.74
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COMBINATION CURB AND GUTTER REMOVAL

HOT-MIX ASPHALT REMOVAL, 2-1/2"
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COMBINATION CONCRETE CURB AND GUTTER TYPE B-6.24

P.C.C. PAVEMENT, 9"|

HMA OVERLAY, 4"|
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MIX "F", N90, 1 3/4"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, 

PORTLAND CEMENT CONCRETE PAVEMENT, 9 1/2" (JOINTED)

STABILIZED SUBBASE HOT-MIX ASPHALT, 4 1/2"
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HOT MIX ASPHALT SHOULDERS, 6"

CONCRETE MEDIAN, TYPE SB-6.12

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24
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IL-4.75, N50, 3/4"

POLYMERIZED LEVELING BINDER (MACHINE METHOD),
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PORTLAND CEMENT CONCRETE SIDEWALK, 5"

11

12

13

14 CONCRETE RETAINING WALL (SEE STRUCTURAL PLAN)

CONCRETE MEDIAN SURFACE, 4"

(SEE LANDSCAPING PLAN)

EROSION CONTROL BLANKET 

TOPSOIL FURNISH AND PLACE, 4"

SEE SHEET INT 06 OF 10 FOR PGL TRANSITION DETAIL
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