
12"

CTVCTVEEEEEEEEEEEEEEEEEEEGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGGWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWWGGGGCTVCTVCTVCTVTTTTTTTTTTTTTTTTTTTTTTTTWW

GR

GR

DT

2/18/2013

SECTION COUNTY

ILLINOIS FED. AID PROJECT

                       

TOTAL

SHEETS

SHEET

NO.RTE.

                      

CONTRACT NO.      

SHEET NO.    OF     SHEETS STA.            TO STA.            SCALE:          

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
DATE

DESIGNED

CHECKED

DRAWN
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-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

   

F.A.  

                              

                              

              

              

              

                        

U.

COOK

60J14

2746 1616B

EXISTING

PROPOSED

101

102

103

104
105

106

107

111

112

108

109

DRAINAGE AND UTILITIES PLAN

CUMBERLAND AVENUE

BALMORAL AVENUE

GREGORY STREET BRYN MAWR AVENUE

BRYN MAWR AVENUE

311

313

312

12"

STORM SEWER REMOVAL

1

EXISTING DRAINAGE LEGEND

REMOV MAN - MAIN FLOW

REMOV MAN - MAIN FLOW
REMOV MAN - MAIN FLOW

REMOV MAN -

MAIN FLOW

MAN RECON NEW T1F CL

MAN ADJUST

STORM SEWER
REM  12, 26 FT

STORM SEWER
REM  12, 55 FT

EXISTING DRAINAGE STRUCTURES

DRAINAGE STRUCTURE REMOVAL

GREGORY STREET BRYN MAWR AVENUE

BALMORAL AVENUE

BRYN MAWR AVENUE

BEGIN PROJECT

STATION 94+99.21

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

MAN ADJUST

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

FR & LIDS

ADJUST SPL

FR & LIDS

ADJUST SPL

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

BEGIN PROJECT

STATION 94+99.21

STA. 94+99.21    TO STA. 109+00 

MAN ADJUST

FR & LIDS ADJUST SPL

MAN ADJUST

MAN ADJUST

MAN ADJUST

MAN ADJUST

404

EXIST. ~ BRYN MAWR AVE

EXIST. ~ CUMBERLAND AVE

EXIST. ~ BALMORAL AVE

EXIST. ~ GREGORY ST

EXIST. ~ BALMORAL AVE

EXIST. ~ CUMBERLAND AVE

EXIST. ~ GREGORY ST

EXIST. ~ BRYN MAWR AVE

FR & LIDS ADJUST SPL

1

FR & LIDS ADJUST SPL

STORM SEW CL A 2  12
34 FT

TBF = 3.1 CU YD

STORM SEW CL A 2  12
5 FT

TBF = 1.2 CU YD

STORM SEW CL A 2  12
5 FT
TBF = 4.0 CU YD

STORM SEW CL A 2  15
15 FT @ 2.0%
TBF = 4.3 CU YD

REMOV MANHOLES

STORM SEW CL A 2  12
17 FT
TBF = 3.9 CU YD

STORM SEWER
REM  12, 41 FT

REMOV INLET - MAIN FLOW

REMOV INLET - MAIN FLOW

REMOV INLET - MAIN FLOW

REMOV INLETS

INLET ADJUST

PROPOSED DRAINAGE LEGEND

STONE RIPRAP, CLASS A4

FILTER FABRIC

SEE NOTE 2.

INLETS

ADJUST

MANHOLE

STA 106+45, 65’ LT

RIM      = 632.76

N INV = 624.06

E INV = 623.46

S INV = 628.66

W INV = 623.36

1

STORM SEW CL A 2  12
45 FT @ 0.4%
TBF = 13.4 CU YD

PROP. \ 

BRYN MAWR

SPUR

STORM SEW CL A 2  12
176 FT @ 2.0%
TBF = 36.8 CU YD

1"=50’

STORM SEW CL A 2  12
33 FT @ 1.0%

TBF = 8.9 CU YD

STORM SEW CL A 2  12
34 FT @ 0.4%
TBF = 3.3 CU YD

109

DU-01

STORM SEW WM REQ 12
56 FT @ 0.4%
PRO SS CONN TO EX CB
S INV = 631.54
TBF = 3.3 CU YD

2 CATCH BASIN

STA 97+85, 40’ LT

RIM = 634.31

E INV = 631.54

STORM SEW WM REQ 12
17 FT

TBF = 1.1 CU YD

2

REMOV INLETS

REMOV INLETS
REMOV INLETS

FR & LIDS ADJUST SPL

FR & LIDS ADJUST SPL

313A

STORM SEW CL A 2  15
16 FT @ 2.0%

TBF = 18.9 CU YD

2A

2

2A

2A CATCH BASIN

STA 104+40, 45’ LT

RIM = 632.94

E INV = 630.04

W INV = 630.04

STORM SEWER REM 12, 5 FT

FR & LIDS

ADJUST SPL

FR & LIDS

ADJUST SPL

FR & LIDS

ADJUST SPL

GAS MAIN TO BE ABANDONED (BY OTHERS)

GAS MAIN TO BE ABANDONED (BY OTHERS)

GAS MAIN TO BE ABANDONED (BY OTHERS)

FR & LIDS ADJUST
(BY OTHERS)

UTILITY POLE TO BE RELOCATED (BY OTHERS)

UTILITY POLE TO BE 
RELOCATED (BY OTHERS)

SEE NOTE 2

(TYP).

3.  THE CONTRACTOR SHALL COORDINATE WITH THE CITY OF CHICAGO 

DEPARTMENT OF WATER MANAGEMENT FOR SHUT OFF OF THE 

WATER VALVE (  ) PRIOR TO SALVAGE OF THE IRRIGATION EQUIPMENT.

SEE NOTE 3.

2.  THE CONTRACTOR SHALL COORDINATE WITH THE CITY OF CHICAGO 

TO PROVIDE SALVAGE OF THE RPZ (    ) WITH ENCLOSURE, IRRIGATION 

CONTROLLER (  ) WITH ENCLOSURE, WATER METER (  ), AND ALL CONTROL

VALVES (  ) FROM THE EXISTING MEDIAN IRRIGATION SYSTEM. 

STORM SEW WM REQ 12
22 FT

TBF = 0.6 CU YD

STORM SEW WM REQ 12
17 FT

TBF = 0.5 CU YD

FR & LIDS
ADJUST SPL

FR & LIDS

ADJUST SPL

STORM SEW WM REQ  12
12 FT

TBF = 0.9 CU YD

FIRE HYDRANT TO BE MOVED (BY OTHERS)

VV ADJUST

VV ADJUST

VV ADJUST

VV ADJUST

SEE NOTE 4.

SEE NOTE 4.

4.  ACCESS SHALL BE MAINTAINED 

AT ALL TIMES FOR VALVE VAULTS 

NOTED FOR ADJUSTMENT.

1. SEE SHEET DU-10 FOR DRAINAGE STRUCTURE TABLES.

2. OFFSETS AND TOP OF FRAME AND LID ELEVATIONS FOR

STRUCTURES WHICH ARE LOCATED IN THE GUTTER ARE GIVEN AT

THE EDGE OF PAVEMENT.

3. OFFSETS AND TOP OF FRAME AND LID ELEVATIONS FOR

STRUCTURES WHICH ARE NOT LOCATED IN THE GUTTER ARE GIVEN

AT THE CENTER OF STRUCTURE.

4. HAND EXCAVATION IS REQUIRED TO VERIFY THE LOCATION OF THE 

30" WATER MAIN FOR ALL DRAINAGE WORK CROSSING OR WITHIN

CLOSE PROXIMITY TO THE WATER MAIN.  HAND EXCAVATION SHALL BE

PAID FOR AS EXPLORATION TRENCH, SPECIAL, AS DIRECTED BY THE

ENGINEER. 

  

NOTES:




