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SECTION A-A
NOTE: METAL PLATES MUST BE FURNISHED FOR

PERFORATED LIDS ON MANHOLES

CHICAGO STANDARD MANHOLE FRAME

MATERIAL:

SCALE: 1Y/5"=1'-0"

CAST IRON
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PERFORATED LID FOR
CATCH BASINS & MANHOLES
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MORTAR ——

24" DIA. PRECAST
CONC. RING
SEE SPECIFICATIONS,

PART 2, ART 212.3
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PRECAS

REINF./CONC.
OFFSET CONE

8" DIA DUCTILE
IRON PIPE, PART
OF ITEM 7G

( FRAME & LID NOT SHOWN )

TYPE B-V.12 CURB & GUTTER

CHICAGO STANDARD MANHOLE
FRAME & LID,

TOP OF PAVEMENT

STABILIZED HMA
BASE COURSE OR
CONC. BASE

8" DIA. DUCTILE IRON
PIPE SHALL BE USED
FOR CONNECTION TO
CATCH BASIN PIPE

TO BE LAID ON A
MINIMUM GRADE OF 1%

SECTION A-A

SCALE: 2"=1'-0"
MATERIAL: CAST IRON
REINF. CONC. BASE CAST AS INTEGRAL
Curved or Flat Wall J{ ] © PART OF 24" DIA. PRECAST CONC. RING
I~ = ; 1=r . 6 MINIMUM GRANULAR EMBEDMENT
W ) & ’ f 1 ‘ UNDER ALL INLETS. FURNISHING AND INSTALLING
3 U - T——48" DIA, PRECAST _ = GRANULAR EMBEDMENT SHALL BE INCLUDED IN THE
3, s LS CONC. RING. SEE SPECI- s B
= —H4 Al R FICATIONS, PART 2, ART. 212.3| | UNIT PRICE BID FOR ITEM 12
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THIS INLET DETAIL IS SOMETIMES REFERRED TO AS
Z?ﬁ{g&ﬁf“g;&“& peiiied “CHICAGO STANDARD INLET, TYPE A"
PRECAST CONC. RING
| i = v 4'-10” DIA NOTE:
PRECAST INLETS SHALL NOT BE CONSTRUCTED
q 0 UNLESS IT IS IMPOSSIBLE TO CONSTRUCT
\ /) A CATCH BASIN. THE CONTRACTOR SHALL
. HAVE THE DEPARTMENT OF SEWERS
i ELEVATION Al
A 6" MINIMUM GRANULAR EMBEDMENT
—\/ \ LLeevallVi & MINIMUM CRANULAR EN APPROVAL BEFORE CONSTRUCTING INLETS.
ELEVATION ELEVATION SPACING
TYPE X SCA-ll—_EPIE’ I’YO” HANDHOLD_TYPE Z RUNG CITY OF CHICAGO
SCALE: 1"=1"-0" e Scale: 1/,"'=1'-0" DEPARTMENT OF SEWERS
STANDARD LADDER RUNGS > IANDEEY Lo BASINS
SCALE: ¥"= 1-0"
ALL LADDER RUNGS SHALL BE ALUMINUM OR GALVANIZED WROUGHT IRON AS SPECIFIED IN ITEM 9
THE SPECIFICATIONS, PART 2, ARTICLE 214.2. RUNGS SHALL BE 1 DIAMETER OR OF A SHAPE
HAVING AN EQUIVALENT CROSS-SECTIONAL AREA.
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