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US 45 (LAGRANGE ROAD) AND 158TH PLACE (LAKEVIEW PLAZA)
TEMPORARY TRAFFIC SIGNAL INSTALLATION - STAGE 3
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TO 159TH STREET

TEMPORARY RADIO INTERCONNECT

TO 156TH STREET

TEMPORARY RADIO INTERCONNECT

UPS

V

CONSTRUCTION NOTES:

AND DEACTIVATED. SEE CABLE PLANS FOR MORE DETAILS.

DURING A STAGE OF CONSTRUCTION SHALL BE BAGGED

ANY TEMPORARY TRAFFIC SIGNAL SECTIONS NOT IN USE1

2

3

IF THE EXISTING TRAFFIC SIGNAL HEADS CONFLICT 

WITH THE PROPOSED TEMPORARY TRAFFIC SIGNAL 

INSTALLATION, THE HEADS MAY NEED TO BE REMOVED 

DURING CONSTRUCTION AFTER THE TEMPORARY TRAFFIC 

SIGNALS ARE OPERATIONAL, AND RE-INSTALLED BEFORE 

THE TEMPORARY TRAFFIC SIGNALS ARE REMOVED.  

THE IDOT TRAFFIC SIGNAL AREA ENGINEER WILL NEED 

TO APPROVE THIS IN THE FIELD.  THIS WORK IS 

INCLUDED IN THE PAY ITEM "TEMPORARY TRAFFIC 

SIGNAL INSTALLATION".

 

 

 
 

ALL VIDEO DETECTION ZONES ARE TO BE REDEFINED

DURING EACH STAGE OF CONSTRUCTION AND ARE

INCLUDED IN THE COST OF THE TEMPORARY TRAFFIC

SIGNAL INSTALLATION.

TEMPORARY RADIO INTERCONNECT SHALL NOT BE REMOVED

UNTIL FIBER INTERCONNECT TO US ROUTE 6 (159TH STREET)

AND 156TH STREET IS INSTALLED AND OPERATIONAL. 

4

BE LOCATED ON THIS POLE

SERVICE INSTALLATION TO

PROPOSED POLE MOUNTED
P


