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US 45 (LAGRANGE ROAD) NORTH CONTRACT -  PRE-STAGE
EROSION AND SEDIMENT CONTROL PLAN
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TEMPORARY PAVEMENT

 

PERIMETER EROSION BARRIER

TEMPORARY PAVEMENT

+56
+00 

TEMPORARY EASEMENT

EXISTING R.O.W.

\ US 45 (LAGRANGE ROAD)

SIGN " NO INTRUSION"

PER THE ENGINEER

MULCH METHOD 3A, AS NEEDED

MINIMIZE DISTURBANCE DURING PRESTAGE

1’ HIGH @50’ C-C

TEMPORARY DITCH CHECKS

LN

MP

WI

FQI = 7.7

TOTAL AREA = 0.68+ AC.

IMPACTED AREA = 0.0400 AC.

WETLAND SITE 1G

(TYP.)

INLET FILTER

ABOVE GRADE

(TYP.)

INLET FILTER

ABOVE GRADE

SEQUENCE OF DRAINAGE INSTALLATION.

SEE SHEETS DN-02 AND DN-03 FOR SUGGESTED

 

SEE SHEET ER-01 FOR LEGEND AND NOTES.

2.

 

1.

 

NOTES:

S-26
P-39

P-40

P-41
S-27

S-28

S-26

INV EL 701.32 (N)

RIM EL 705.76

W/ TYPE 1 FRAME, OPEN LID

TEMPORARY CATCH BASIN TYPE C

STATION 366+64, 32’ LT

P-39

CLASS A, TYPE 2 @ 0.50% (TBF= 1 CU YD)

8’- 12" TEMPORARY STORM SEWER 

S-27

INV EL 693.09 (N)

RIM EL 702.04

W/ TYPE 1 FRAME, OPEN LID

TEMPORARY CATCH BASIN TYPE C

STATION 369+90, 33’ LT

S-28

693.05 (S)

692.95 (W)INV EL 

701.87RIM EL 

W/ TYPE 1 FRAME, OPEN LID

TEMPORARY CATCH BASIN TYPE C

STATION 370+00, 33’ LT

1’ HIGH @ 30’ C-C

TEMPORARY DITCH CHECKS

PER THE ENGINEER

MULCH METHOD 3A, AS NEEDED

MINIMIZE DISTURBANCE DURING PRESTAGE

\ US 45 (LAGRANGE ROAD)

~ CREEK RD.

CLASS A, TYPE 2 @ 0.50% (TBF= 1 CU YD)

8’- 12" TEMPORARY STORM SEWER P-40

P-41

CLASS A, TYPE 2 @ 2.00% (TBF= 11 CU YD)

11’- 12" TEMPORARY STORM SEWER

778 128
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