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SCALE IN FEET

I.E. 680.78 (N) 12"

RIM 685.13

UNABLE TO OPEN

RIM 685.10

I.E. 680.60 (N) 12"
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RIM 685.27

I.E. 680.67 (S) 12"

I.E. 680.72 (N) 12"
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RIM 692.36

I.E. 682.97 (S) 15"

I.E. 682.92 (N) 15"

RIM 690.12

I.E. 688.13 (SE) 12"

I.E. 687.78 (W) 12"

RIM 692.43
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312+66.7, 35.7 RT

REMOVING MANHOLES
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309+35.6, 80.3 LT

309+34.9, 52.7 RT

END SECTIONS TO BE REMOVED

US 45 (LAGRANGE RD)

STA. 309+35.6 TO 309+34.9

FILLING EXISTING CULVERTS

I.E. 674.24 (N) xx"

I.E. 676.84 (N) 15"

I.E. 680.54 (W) 12"

RIM 685.44

FOREST PRESERVE DISTRICT OF COOK COUNTY

ABANDON AND FILL EXISTING CULVERT

PIPE
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TEMPORARY PAVEMENT)

STAGE 1, AND MEDIAN 

PROPOSED PAVEMENT, 

ABANDON PIPE (UNDER 

TO MAINTAIN FLOW

REMOVING CATCH BASINS 

ABANDON PIPE

STA. 313+54.9 TO 313+55.5 - 24' (TBF=9.0 CU YD)

STA. 309+07.1 TO 309+35.4 - 26' (TBF=29.6 CU YD)

STA. 306+97.8 TO 309+07.1 - 5' (TBF=1.4 CU YD)

STA. 309+06.2 TO 309+35.3 - 27' (TBF=34.1 CU YD)

STA. 308+98.1 TO 309+06.2 - 4' (TBF=1.4 CU YD)

STA. 309+06.7 TO 309+06.1 - 3'

STA. 308+97.8 TO 309+06.7 - 4' (TBF=1.1 CU YD)

STORM SEWER REMOVAL 12" 

STA. 313+50 TO 314+00.00 - 50' (TBF=46.0 CU YD)

STA. 312+66.7 TO 312+98.0 - 32' (TBF=28.4 CU YD)

STA. 309+34.9 TO 312+66.7 - 328' (TBF=470.5 CU YD)

STA. 309+06.1 TO 309+34.9 - 25' (TBF=38.9 CU YD)

STORM SEWER REMOVAL 15"

313+55.5, 37.5 LT

309+07.1, 45.3 LT

308+97.8, 45.5 LT

309+06.2, 11.4 LT

308+98.1, 12.2 LT

309+06.1, 28.8 RT

309+06.7, 21.0 RT

308+97.8, 20.8 RT

REMOVING CATCH BASINS

313+54.9, 29.0 RT

TO MAINTAIN FLOW

REMOVING CATCH BASINS
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AND PIPE INFORMATION

THROUGH DS-07 FOR STRUCTURE 

2.  SEE DRAWINGS DS-01 

DRAINAGE LEGEND AND NOTES.

1.  SEE DRAWING DN-01 FOR 

NOTE:


