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WITNESS MARKER & PERMANENT SURVEY MARKERS, TYPE II     66.2 AUTOMATIC FLAP GATE     73.2
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rock ledge or concrete.

Tablet constructed in

See DETAIL A 

Ground surface 

DETAIL A

Concrete 

BRASS OR ALUMINUM TABLET

GENERAL NOTES
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FIBERGLASS POST

RED OR ORANGE

SURVEY MARKERS, TYPE II.

UNIT PRICE PER EACH FOR PERMANENT 

WORK WILL BE INCLUDED TO THE CONTRACT 

THE MARKER IS IN THE SIDEWALK.  THIS 

MARKERS TYPE II EXCEPT IN AREAS WHERE 

WITHIN 1’ OF ALL PERMANENT SURVEY 

A WITNESS MARKER SHALL BE INSTALLED 

TYPE II

CAST-IN-PLACE MARKER

TYPE II

PERMANENT SURVEY MARKERS, TYPE II

SURVEY MARKERS, TYPE II
WITNESS MARKER FOR PERMANENT

NEARBY

NOT DISTURB

PLEASE DO

WITNESS POST
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WITNESS POST

approved epoxy 
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Hole shall be 1�"

pavement or structure.

in rock ledge, concrete

to seal marker tablet

water or approved epoxy

Use pure cement and
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APPLICATION TO CORRUGATED

SECTION SHOWING METHOD OF

GATE SHALL BE APPROVED BY THE ENGINEER.

AND WILL WITHSTAND THE WATER PRESSURE AT THE INSTALLATION LOCATION.  THE

DIAM A B C D E F G H J T

TABLE OF DIMENSIONS

AUTOMATIC FLAP GATE

FROM THE DRAWING IF IT WILL WORK IN A SATISFACTORY,  TROUBLE FREE MANNER  

CAST IRON,  CAST STEEL OR OTHER SUITABLE MATERIALS.  THE DESIGN MAY DIFFER

PRODUCT PRODUCED BY A RELIABLE MANUFACTURER.  THE GATE MAY BE MADE OF

IT IS INTENTED THAT THE AUTOMATIC FLAP GATES SHALL BE A COMMERCIAL

PIPE OR OPENING.

THE SIZE OF AUTOMATIC FLAP GATES SHALL REFER TO THE DIAMETER OF THE OUTLET

REVISED -

INSTALLATION.

FLAP GATE OF THE SIZE SPECIFIED AND SHALL INCLUDE ALL MATERIALS AND COMPLETE

THIS WORK SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE EACH FOR 

UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES
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