
 
April 11, 2013 
 
SUBJECT:  FAP Route 331 (IL 13) 
  Section (1-3)R-3 
  Williamson County 
  Contract No. 78259 
  Item No. 162, April 26, 2013 Letting 
  Addendum A 
 

 
NOTICE TO PROSPECTIVE BIDDERS: 

 
Attached is an addendum to the plans or proposal.  This addendum involves 
revised and/or added material. 
 

1. Revised page i of the Table of Contents to the Special Provisions. 
2. Added page 109 to the Special Provisions. 

 
Prime contractors must utilize the enclosed material when preparing their bid 
and must include any Schedule of Prices changes in their bidding proposal. 
 
Bidders using computer-generated bids are cautioned to reflect any and all 
Schedule of Prices changes, if involved, into their computer programs. 
 
Very truly yours, 
 
John D. Baranzelli, P. E.  
Acting Engineer of Design and Environment 
 

 
By: Ted B. Walschleger, P. E. 
       Engineer of Project Management 

 
 
cc: Jeffrey Keirn, Region 5, District 9; Mike Renner; Estimates 
 
 
DB/ks 
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SOFT SOILS 
 
Based on geotechnical investigation of the project area, it is anticipated that soft soils may be 
encountered in the following areas:   
 

Alignment Station To Station 
North Frontage Road 30+50  34+50 
  
  

 
If, in the opinion of the Engineer, these areas will not provide a suitable platform for 
embankment construction the contractor shall process the existing ground in accordance with 
Article 301.04 (b), this additional processing will not be paid for separately.   After this has been 
performed, the Engineer will make a determination as to whether embankment construction may 
proceed or if the ground and soil conditions warrant undercut and removal.  Any undercut 
material may be used elsewhere in the proposed embankment; however, the contractor should 
be aware that additional disking and drying may be required to meet the compaction and 
moisture requirements of the Standard Specifications and Special Provisions. 
 
This work will not be paid for separately but shall be included in the contract unit price per cubic 
yard for EARTH EXCAVATION. 
 
 
 
 
          Added 4-11-2013 


