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AT 25’ CENTERS WITHIN TAPER

SPACE DRUMS WITH STEADY BURNING LIGHTS

360’ LANE SHIFT TAPER

3’ MINIMUM

11’

AT 25’ CENTERS WITHIN TAPER

SPACE DRUMS WITH STEADY BURNING LIGHTS

390’ LANE SHIFT TAPER

AT 25’ CENTERS WITHIN TAPER

SPACE DRUMS WITH STEADY BURNING LIGHTS

390’ LANE SHIFT TAPER
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AS DIRECTED BY THE ENGINEER.

BARRICADES AND DRUMS TO BE RELOCATED

~ IL 13 EB

~ IL 13 WB

~ IL 13 EB

~ IL 13 WB

SOLID YELLOW (TYP)

TYPE III TEMPORARY TAPE, 4"

SOLID WHITE (TYP)

TYPE III TEMPORARY TAPE, 4"

BURNING LIGHT AT 100’ CENTERS (TYP)

BARRICADE OR DRUM WITH STEADY
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SPACE DRUMS WITH STEADY BURNING LIGHTS

360’ LANE SHIFT TAPER

3’ MINIMUM

11’

AT 25’ CENTERS WITHIN TAPER

SPACE DRUMS WITH STEADY BURNING LIGHTS

390’ LANE SHIFT TAPER
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AT 25’ CENTERS WITHIN TAPER

SPACE DRUMS WITH STEADY BURNING LIGHTS

390’ LANE SHIFT TAPER

12’

12’

12’
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11’

11’

AS DIRECTED BY THE ENGINEER.

BARRICADES AND DRUMS TO BE RELOCATED

~ IL 13 EB

~ IL 13 WB

SOLID YELLOW (TYP)

TYPE III TEMPORARY TAPE, 4"

SOLID WHITE (TYP)

TYPE III TEMPORARY TAPE, 4"

BURNING LIGHT AT 100’ CENTERS (TYP)

BARRICADE OR DRUM WITH STEADY

9
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  REQUIRED AS A MINIMUM. REFER TO DROP-OFF PROTECTION CHART.  

  CLEARANCE BETWEEN THE INSIDE EDGE OF PAVEMENT AND THE DROP OFF AREA IS

2. SHIFT LANES AS SHOWN.  A 2’ OUTSIDE SHOULDER AND GREATER THAN A 3’ 

  AND RAISED ISLAND.

1. REMOVE EXISTING PAVEMENT AND SHOULDER. CONSTRUCT HMA PAVEMENT AND SHOULDER

STAGE 2

   PROVISION.

3. SHAWNEE TRAIL WILL BE CLOSED ACCRODING TO THE "SHAWNEE TRAIL CLOSURE" SPECIAL


