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PROPOSED SECTION
RAP AGGREGATE SURFACE COURSE, 3"
CRUSHED AGGREGATE BASE COURSE, TY. B, 6”
SOIL STABILIZATION FABRIC (6 0Z.)

MORRIS AIRPORT ACCESS ROAD
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PROPOSED SECTION
RAP AGGREGATE SURFACE COURSE, 3"

CRUSHED AGGREGATE BASE COURSE, TY. B, 6"

SOIL STABILIZATION FABRIC (6 0Z.)

MORRIS AIRPORT ACCESS ROAD
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17450 to STA. 45+50
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PROPOSED ROADWAY TO
BE TAPERED FROM STA.
45+50 TO STA. 47+50.
SEE PLAN & PROFILE
FOR ADDITIONAL INFO.

SUB-BASE TO BE GRADED FOR ULTIMATE SECTION
UNDER THIS CONTRACT
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PROPOSED SECTION

RAP AGGREGATE SURFACE COURSE, 3"
CRUSHED AGGREGATE BASE COURSE, TY. B, 13"
SOIL STABILIZATION FABRIC (6 0Z.)
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COMPACTED SUBGRADE
(44’ WIDE)

MORRIS AIRPORT ACCESS ROAD

STA. 47450 to STA. 48+09 (BRIDGE)
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COMPACTED SUBGRADE
(44 WIDE)

ULTIMATE SECTION (FUTURE)
HOT MIX ASPHALT SURFACE COURSE, 14"
HOT MIX ASPHALT BASE COURSE, 2%"
CRUSHED AGGREGATE/RAP BASE COURSE, 12"
SOIL STABILIZATION FABRIC (6 OZ.)

STORM SEWER
(FUTURE)

MORRIS AIRPORT ACCESS ROAD
STA. 17+50 to STA. 45+50
ULTIMATE SECTION (FUTURE)
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