
~ IL 97

EXIST. BITUMINOUS SURFACE

SAW CUT 1 1/2 "

EXIST. BITUMINOUS BASE COURSE, 8"

NOTE:

BUTT JOINT DETAIL

PROPOSED BUTT JOINT & LIMITS OF

PROP. PORTLAND CEMENT CONCRETE SURFACE REMOVAL - BUTT JOINT 50’-0"

*WESTWOOD TERRACE PROPOSED - BUTT JOINT 46’-0"

DISTANCES FROM ~ IL 97 (JEFFERSON ST.) TO

BEGINNING OF BUTT JOINT ARE APPROXIMATE.

REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:

DATE

DRAWN BY

CHECKED BY

VERT.

HORIZ.

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

                    

TOTAL

SHEETS

SHEET

NO.RTE.

WITH SETTLEMENT OF THE EXISTING WEST BOUND

BRIDGE APPROACH PAVEMENT THE PROP. LEVELING

BINDER (MACHINE METHOD) SUPERPAVE N90 WILL BE

VARIABLE DEPTH 

PROPOSED BUTT JOINT 50’-0"

EXIST. STABILIZED SUB-BASE 4"
EXIST. PCC PAVEMENT

PROP. PORTLAND CEMENT CONCRETE

SURFACE REMOVAL - BUTT JOINT 30’-0"

SAW CUT 1 1/2 "

BUTT JOINT DETAIL

NOTE:

EXIST. PCC PAVEMENT

EXIST. STABILIZED SUB-BASE 4"

CONTRACT NO. 72851

F.A.P.

67 SANGAMON

EXIST. BRIDGE APPROACH PAVEMENT

STANDARD 2353

*NOTE:

21

CHURCHILL ROAD LT. & RT. STA. 143+21.20

*WESTWOOD TERRACE RT. STA. 145+37.00 

82’-10" - CHURCHILL DRIVE (SOUTH)

52’-6" - CHURCHILL ROAD (NORTH)

42’-0" - WESTWOOD TERRACE
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BUTT JOINT DETAIL

STA. 149+76.00 TO STA. 150+26.00

PROPOSED BUTT JOINT 80’-0"

EXIST. STABILIZED SUB-BASE 4"

SAW CUT 1 1/2 "

PROP. PORTLAND CEMENT CONCRETE

SURFACE REMOVAL - BUTT JOINT 54’-0"

EXIST. PCC PAVEMENT

EXIST. PCC PAVEMENT

EXIST. BITUMINOUS SURFACE

BUTT JOINT DETAILS

$
D

A
T

E
$

$
F

IL
E

L
$

$
S

C
A

L
E

$

$
U

S
E

R
$

= = = =

P
L

O
T

 D
A

T
E

F
IL

E
 N

A
M

E

P
L

O
T

 S
C

A
L

E

U
S

E
R

 N
A

M
E

S(RS-5,TS-7),L

FAP 67 (IL 97/ JEFFERSON ST)

SECTION S(RS-5,TS-7),L

SANGAMON COUNTY

PROP. LEVELING BINDER 

(MACHINE METHOD) N90 (1")

PROP. HOT-MIX ASPHALT SURFACE

REMOVAL - BUTT JOINT 26’-0"

PROP. LEVELING BINDER

(MACHINE METHOD)

N90 (1")

*PROP. LEVELING BINDER

(MACHINE METHOD) N90 (1")

PROP. LEVELING BINDER

(MACHINE METHOD) N90 (1")

WESTWOOD TERRACE PROP. SURFACE SHALL BE

INCIDENTAL  HOT-MIX ASPHALT SURFACING

PROP. POLYMERIZED HOT-MIX ASPHALT

SURFACE COURSE,MIX "D" N90 (1 1/2 ")

PROP. POLYMERIZED HOT-MIX ASPHALT SURFACE 

COURSE,MIX "D" N90 (1 1/2 ")

PROP. POLYMERIZED HOT-MIX ASPHALT SURFACE

COURSE, MIX "D" N90 (1 1/2 ")

*PROP. POLYMERIZED HOT-MIX ASPHALT SURFACE

COURSE, MIX "D" N90 (1 1/2 ")

78

END OF EXISTING BRIDGE APPROACH PAVEMENT STD. 2353

EASTBOUND LANES STA. 127+44.10

WESTBOUND LANES STA. 127+60.84

STA. 127+44.10 TO STA. 127+94.10 ALONG ~ OF EASTBOUND LANES

STA. 127+60.84 TO STA. 128+10.84 ALONG ~ OF WESTBOUND LANES


