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LOCATION:

QUANTITY

1 EACH

56.0 FOOT
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TRAFFIC SIGNAL QUANTITIES

JEFFERSON & VETERANS

UNINTERRUPTIBLE POWER SUPPLY, STANDARD

ELECTRIC CABLE IN CONDUIT, SIGNAL  NO. 14, 5C

TRAFFIC SIGNAL BACKPLATE

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT

ELECTRIC CABLE IN CONDUIT, GROUND, #6 1/C (GREEN)

SIGNAL HEAD, POLYCARBONATE, LED, 1-FACE, 3-SECTION, MAST ARM MOUNTED

SIGNAL HEAD, POLYCARBONATE, LED, 1-FACE, 4-SECTION, BRACKET MOUNTED

SIGNAL HEAD, POLYCARBONATE, LED, 2-FACE, 3-SECTION, BRACKET MOUNTED

SIGNAL HEAD, POLYCARBONATE, LED, 3-FACE, 1-3 SECTION, 2-5 SECTION, BRACKET MOUNTED

SIGNAL HEAD, POLYCARBONATE, LED, 3-FACE, 1-4 SECTION, 2-5 SECTION, BRACKET MOUNTED

SIGNAL HEAD, POLYCARBONATE, LED, 3-FACE, 2-3 SECTION, 1-5 SECTION, BRACKET MOUNTED

SIGNAL HEAD, POLYCARBONATE, LED, 3-FACE, 1-3 SECTION, 1-4 SECTION, 1-5 SECTION, BRACKET MOUNTED

UNIT ITEM

8’

8
’

8’

8
’

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1: EXISTING WIRING IN MAST ARM SHALL BE TERMINATED AT

        THE PROPOSED SIGNAL HEAD.  A NEW INSTALLATION OF SIGNAL

        WIRE SHALL BE INSTALLED FROM THE TERMINAL BLOCK OF THE

        PROPOSED MAST ARM SIGNAL HEAD TO THE TERMINAL BLOCK OF

        THE EXISTING 3-SECT SIGNAL HEAD.  WIRE SHALL BE PAID FOR 

        AS ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14, 5/C.  

NOTE 2: ANY ADJUSTMENTS OF THE EXISTING MAST ARM MOUNTED

        STREET NAME SIGNS TO ALLOW FOR THE INSTALLATION OF THE

        PROPOSED SIGNAL HEADS SHALL BE INCLUDED IN THE COST OF

        THE SIGNAL HEAD.  

   S(RS-5,TS-8)  

PROPOSED TRAFFIC SIGNALS 

FAP 67 (IL 97/ JEFFERSON ST)
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