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INSET

15’-0"

6"
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BACK OF EX CONC.

CURB & GUTTER

CONTRACT NO. 72A92

SANGAMON

PROPOSED SIDEWALK

REMOVAL

7.5 SQ FT TOTAL

PARAPET
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INLET

TRAFFIC BARRIER TERMINAL TY 6 (MIDWEST

GUARDRAIL SYSTEM)                       = 1 EACH

TOTAL BILL OF MATERIAL (THIS SHEET ONLY)

TRAFFIC BARRIER TERMINAL TY 1 (SPECIAL)   = 1 EACH

CONCRETE SIDEWALK REMOVAL (4" DEPTH)     = 7.50 SQ FT

E.O.P.

PAY LIMITS OF TRAFFIC BARRIER TERMINAL TYPE 6

(MIDWEST GUARDRAIL SYSTEM)

PAY LIMITS OF STEEL PLATE

BEAM GUARDRAIL, TYPE A, 37.5’

PAY LIMITS OF TYPE 1 (SPECIAL) GUARDRAIL TERMINAL

50’-0"

PLAN VIEW SHOWING PROPOSED REMOVAL

6

6

EDGE OF

SIDEWALK

INLET

INLET

INLET

INLET

(WEST END OF SOUTH STRUCTURE,

EASTBOUND TRAFFIC)

(WEST END OF SOUTH STRUCTURE,

EASTBOUND TRAFFIC)

PLAN VIEW SHOWING PROPOSED GUARDRAIL AND POSTS

S.N. 084-0082

(E.B. TRAFFIC)

PARAPET
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E.O.P.EDGE OF

SIDEWALK

OUTSIDE EDGE 

OF SIDEWALK

SIDEWALK

ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:

DATE

DRAWN BY

CHECKED BY

VERT.

HORIZ.

GUARDRAIL DETAILS

SANGAMON COUNTY

RTS

SECTION (84-3HB-2)J

FAP 663 (STEVENSON DR.) OVER FAI 55

(84-3HB-2)J 66

STEEL PLATE BEAM GUARDRAIL, TYPE A      = 37.5 FOOT

CONC. PARAPET WALL
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L

PROPOSED BACKFILL COMPOSED 

OF EARTH OR AGGREGATE &

TOPPED OFF WITH 3" BITUM-

INOUS MIX OR GROUT

PROPOSED TOP OF

CONCRETE CURB &

GUTTER

PROPOSED FACE OF

CONCRETE CURB &

GUTTER

S.N. 084-0082

(E.B. TRAFFIC)

6PROPOSED FACE OF

CONCRETE C&G TO 

MATCH EXISTING.

PROPOSED

SAWCUT

EX CONCRETE MEDIAN SURFACE, 4"

PLAN VIEW SHOWING PROPOSED REMOVAL AND

REPLACEMENT OF CONCRETE CURB & GUTTER

(WEST END OF SOUTH STRUCTURE)

E.O.P.

1’-4"

PROPOSED CONCRETE

GUTTER WITH VARIABLE

WIDTH FLAG

1’-4"

27-6"

NOTE:

PROPOSED TYPE 6 TERMINAL

AND STEEL PLATE BEAM

GUARDRAIL ARE NOT SHOWN

IN THIS DETAIL.  FOR PRO-

POSED LAYOUT AT THIS

LOCATION, SEE SHEET 3.

PROPOSED GUARDRAIL

POST AND WOOD BLOCKOUT

(TYPICAL)

BACK OF

EXISTING

CURB

PROPOSED TYPE 6 END SHOE

WITH WOOD BLOCKOUT

SAWCUTS                                = 15.0 LIN FT**

**- ITEM TO BE INCLUDED IN

THE COSTS FOR PROPOSED

CONCRETE SIDEWALK REMOVAL.


