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*NOTE:

SUPERELEVATION DATA.

FOR TWO LANE HIGHWAY SHEET FOR 

SEE SUPERELEVATION TRANSITION DETAIL

1.

2.

3.

4.

PLACE LEVELING BINDER ON MILLED PAVEMENT TO

CONSTRUCT 6 1/2" HMA SHOULDERS.

TYPICAL SECTION # 1

23 514 6 7 9

11’-0" 11’-0"

1.5% 1.5%

PROFILE GRADE

1’-6"

4.0%4.0%

VARIES

19
17

15 16 7 1312 16

19

2’-0"

4’-0"

1’-6" 2’-0"

4

4"
8"

~ US 24 (FAP 317)

8’-0"

FOR HMA SHOULDERS 6 1/2"

CONSTRUCTION SEQUENCE

VARIE
S

1" TYP

18

4’-0"

TYPICAL SECTION # 2

23 514 6 7

9

11’-0" 11’-0"

1.5% 1.5%

PROFILE GRADE

1’-6"

4.0%4.0%

VARIES

19
17

15 16 7 1312

19

2’-0"

4’-0" 4’-0"

1’-6" 2’-0"

4

4"
8"

1" TYP

~ US 24 (FAP 317)

4’-0"

VARIE
S

1" TYP

18

4’-0"

1820

20

19

18

17

16

15

14

13

12

11

10

9

8

7

6

5

4

3

2

1

1" TYP

STA 244+66.00 TO 247+66.00

STA 232+48.00 TO STA 235+48.00

4’-0"

STA 247+66.00 TO STA 347+03.00

STA 235+48.00 TO STA 244+66.00

STA 214+61.03 TO STA 232+48.00

PR STEEL PLATE BEAM GUARDRAIL, (TYPE A) 6 FOOT POST

PR PAVEMENT MARKING

PR AGGREGATE SHOULDERS, TYPE B (WEDGE)

PR SHOULDER RUMBLE STRIPS, 8 INCH

PR EXCAVATING AND GRADING EXISTING SHOULDER

PR HOT-MIX ASPHALT SHOULDERS, 6 1/2"

PR HOT-MIX ASPHALT SURFACE COURSE, MIX "C" N70 (1 1/2")

PR LEVELING BINDER (MACHINE METHOD), N70 (3/4")

PR HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH

EX OIL & CHIP SURFACE

EX 9-6-9 CONCRETE PAVEMENT

EX AGGREGATE SHOULDERS, TYPE B

EX LEVELING BINDER (VARIABLE THICKNESS)

EX HOT-MIX ASPHALT SHOULDERS TO BE REMOVED

EX HOT-MIX ASPHALT SURFACE COURSE (1 1/2")

EX HOT-MIX ASPHALT OVERLAY (3")

EX HOT-MIX ASPHALT OVERLAY (4 1/2")

EX SUBBASE GRANULAR MATERIAL TYPE A (MODIFIED)

EX WATERBOUND MACADAM BASE COURSE (9")

EX PCC BASE COURSE (VARIABLE DEPTH)

REDUCE MILLED SURFACE EXPOSURE 22’.

3.

MILL EXISTING PAVEMENT 25’.

HMA SURFACE COURSE OF PAVEMENT.

HMA SHOULDERS MONOLITHICALLY WITH THE 

FINISH WITH HMA SURFACE COURSE 1 1/2". PAVE

5.

RESURFACING WILL BE 8".

THE TOTAL SHOULDER THICKNESS AFTER 

REMOVE EXISTING PAVED SHOULDER 1.5’

15

1516 18

9


