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AGGREGATE DITCH CHECKS DETAILS              

              

              

              

RTS

RTS

02-09-12

   

SHEET  1 OF 1  SHEETS STA.          TO STA.           

NOTE 3:

1:
3 

& 
VAR.

ENDS SHALL BE TIED INTO SLOPES.

STONE DUMPED RIPRAP DITCH CHECK

PLAN

ELEVATION

2’ TYP.

DITCH CHECK

EXTRUDING RIPRAP

W/ RIPRAP DITCH LINING

RECOMMENDED FOR AREAS

NOTE 2

AGGREGATE DITCH CHECK LOCATIONS:

**-MASON, MENARD

*-((E)RS-4, (G)RS-6, I & (F)RS-3, I-1)

RIPRAP.

AVOID ERODING AROUND THE EDGES OF THE

SLOPES TO ALLOW 1’OVERTOPPING TO

RIPRAP SHALL EXTEND FAR ENOUGH UP THE

6" EMBEDMENT

& VAR.

2’-0"

1’-0"

SEE NOTE 1

3’-0" MIN.

1
:
4

F
O
R
E
S
L

O
P
E

EXTRUDING DITCH CHECK

AGG SHLDR

HMA SHLDR

STA. 105+00, 26.7’ RIGHT

STA. 103+00, 29.0’ RIGHT

STA. 101+00, 31.7’ RIGHT

THE PROPOSED AGGREGATE DITCH CHECKS.  

USED TO CALCULATE FINAL QUANTITIES FOR

1.5 TONS OF RIPRAP PER DITCH CHECK WAS

                = 4.5 TONS

TOTAL QUANTITY  = (3 DITCH CHECKS X 1.5 TONS)


