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CONNECTION TO BE INSTALLED

BREAKAWAY ELECTRICAL

6" x 6" x 4"

PVC JUNCTION BOX

PVC CONDUIT

METAL RIGID CONDUIT

CONJUNCTION WITH STANDARD 880001

THIS DETAIL SHALL BE USED IN

4"

LIMIT

SPEED

55

57

YOUR SPEED

74568

P.

322 D7 SAFETY 2012-1

* Macon, Shelby

POST MOUNTED RADAR SPEED SIGN

4"

CONCRETE MEDIAN SURFACE, 4 INCH DETAIL

TO REMAIN IN PLACE

EXISTING CURB & GUTTER

OF SIGNAL HEAD

PLACED INTERIOR AND EXTERIOR

REINFORCED SUPPORT PLATE

CONNECTION TO BE INSTALLED

BREAKAWAY ELECTRICAL

6" x 6" x 4"

PVC JUNCTION BOX

PVC CONDUIT

CONJUNCTION WITH STANDARD 880001

THIS DETAIL SHALL BE USED IN

4"

POST MOUNTED FLASHING BEACON

CONNECTION TO BE INSTALLED

BREAKAWAY ELECTRICAL

6" x 6" x 4"

PVC JUNCTION BOX

PVC CONDUIT

CONJUNCTION WITH STANDARD 880001

THIS DETAIL SHALL BE USED IN

4"

STOP

POST MOUNTED ILLUMINATED SIGN, LED

ILLUMINATED SIGN, LED

36’ x 36" R1-1

PROPOSED WOOD SIGN SUPPORT

ATTACHED TO STRUCTURE

G. S. 1 1/2" CONDUIT

4" x 6"

PROPOSED WOOD POST

ATTACHED TO STRUCTURE

G. S. 1 1/2" CONDUIT

EXISTING POST

WALL STREET INTERSECTION IN MACON

EXISTING SIGN

PROPOSED CONDUIT

EXISTING STOP SIGN POST

MEDIAN SURFACE, 4"

REPLACE WITH CONCRETE 

TO FACILITATE THE PLACEMENT OF CONDUIT.

REMOVE CONCRETE MEDIAN SURFACE (4")

POST SUPPORTS

TREATED WOOD

4" x 4" PRESSURE

STEEL CONDUIT

1�" GALVANIZED

3 FT.

NEUTRAL LUG TO THE GROUND ROD

INSTALL GROUND FROM METER BASE

FLASHER CONTROLLER

TO FLASHING BEACONS

1�" PVC CONDUIT

CONTROLLER

FLASHER
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CONJUNCTION WITH STANDARD 805001

THIS DETAIL SHALL BE USED IN

| 6"

COUPLER

3
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TREATED WOOD BOARDS

2 IN. PRESSURE

FROM POWER SUPPLY

CONTROLLER

LIGHTING

STEEL CONDUIT

1 1/2" GALVANIZED

ELECTRIC SERVICE INSTALLATION, SPECIAL

LOCATION #11- WASHINGTON STREET IN MAROA

LOCATION #10-WOOD STREET INTERSECTION IN MAROA

LOCATION #9-WALL STREET INTERSECTION IN MACON


