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214861A 119RS-3 RANDOLPH

GENERAL NOTES

STANDARDS

COMMITMENTS

INDEX OF SHEETS

1 1

GENERAL NOTES & COMMITMENTS

INDEX OF SHEETS, STANDARDS,

000001-06

001006

442101-08

442201-03

642006

701001-02

701006-05

701011-04

701201-04

701301-04

701306-04

701311-03

701326-04

701336-06

701901-07

780001-05

781001-04

STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS

DECIMAL OF AN INCH AND OF A FOOT

CLASS B PATCHES

CLASS C AND D PATCHES

SHOULDER RUMBLE STRIPS, 8 IN.

OFF-RD OPERATIONS, 2L, 2W, MORE THAN 15' AWAY

OFF-RD OPERATIONS, 2L, 2W, 15' TO 24" FROM PAVEMENT EDGE

OFF-RD MOVING OPERATIONS, 2L, 2W, DAY ONLY

LANE CLOSURE, 2L, 2W, DAY ONLY, FOR SPEEDS    45 MPH

LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS

LANE CLOSURE, 2L, 2W, SLOW MOVING OPERATIONS DAY ONLY, FOR SPEEDS    45 MPH

LANE CLOSURE, 2L, 2W, MOVING OPERATIONS - DAY ONLY

LANE CLOSURE, 2L, 2W, PAVEMENT WIDENING, FOR SPEEDS    45 MPH

LANE CLOSURE, 2L, 2W, WORK AREAS IN SERIES, FOR SPEEDS    45 MPH

TRAFFIC CONTROL DEVICES

TYPICAL PAVEMENT MARKINGS

TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS

001001-02 AREAS OF REINFORCEMENT BARS

NONE

OF MATERIALS.

DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING

ALL SHALL BE ASSUMED TO BE APPROXIMATE.  THE CONTRACTOR SHALL VERIFY

SHOWN IN THE PLANS WERE CREATED USING MICROFILM AND FIELD MEASUREMENTS.

PERFORMED FOR THIS PROJECT.  THE STATIONING, TOPOGRAPHY, AND QUANTITIES

3.  THE CONTRACTOR AND THE ENGINEER SHALL BE AWARE THAT NO SURVEY WAS

  

BY *.  NON-J.U.L.I.E. MEMBERS MUST BE NOTIFIED INDIVIDUALLY.

MEMBERS OF J.U.L.I.E. CALL TOLL FREE (800) 892-0123 OR 811 AND ARE INDICATED

                 

   * NEW WAVE COMMUNICATIONS (CABLE TV)

   * FRONTIER NORTH, INC. (COMMUNICATIONS)

   * EXXONMOBIL PIPELINE COMPANY (PIPELINE)

   * EGYPTIAN WATER COMPANY (WATER)                

   * EGYPTIAN TELEPHONE COOPERATIVE ASSOCIATION (COMMUNICATIONS)

   * EGYPTIAN ELECTRIC COOPERATIVE ASSOCIATION (ELECTRIC)

   * CLEARWAVE COMMUNICATIONS (COMMUNICATIONS)

   * AMEREN ILLINOIS (GAS & ELECTRIC)

      

AS FOLLOWS:

DIRECTLY.  AGENCIES KNOWN TO HAVE FACILITIES WITHIN THE PROJECT AREA ARE

OBTAINED BY CONTACTING J.U.L.I.E. OR FOR NON-MEMBERS, THE UTILITY COMPANY

WITHIN THE PROJECT AREA BEFORE DIGGING.  FIELD MARKING OF FACILITIES MAY BE

2.  ILLINOIS STATE LAW REQUIRES A 48-HOUR NOTICE BE GIVEN TO ALL UTILITIES

 

1.  PROPERTY LINES AND/OR EXISTING ROW SHOWN IS APPROXIMATE.

MIXTURE USE POLY SURFACE BINDER PATCHING

AC/PG SBS PG 76-22 PG 64-22 PG 64-22

RAP % (MAX) SEE SPECIAL PROVISION SEE SPECIAL PROVISION SEE SPECIAL PROVISION

DESIGN AIR VOIDS 4.0% @ Ndes=90 4.0% @ Ndes=90 4.0% @ Ndes=70

MIX COMPOSITION
IL 9.5 IL 19.0 IL 19.0

(GRADATION)

FRICTION AGG MIXTURE "D" MIXTURE "B" MIXTURE "B"

PROGRAM

QUALITY MGMT
QCP QCP QC/QA

MIXTURE USE SHOULDER > 2.25" SHOULDER < 2.25"

AC/PG PG 64-22 PG 64-22

RAP % (MAX) SEE SPECIAL PROVISION SEE SPECIAL PROVISION

DESIGN AIR VOIDS 4.0% @ Ndes=30 4.0% @ Ndes=30

MIX COMPOSITION
IL 19.0L IL 9.5L

(GRADATION)

FRICTION AGG

PROGRAM

QUALITY MGMT
QC/QA QC/QA

CALCULATED USING A UNIT WEIGHT OF 112 LB/SQ YD/IN.

PLAN QUANTITIES FOR HOT-MIX ASPHALT SURFACE COURSE ITEMS ARE

EXISTING SURFACE OR BASE ON WHICH THE HOT-MIX ASPHALT IS PLACED.

PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE

NOMINAL THICKNESS.  DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE

5.  THE THICKNESS OF THE HOT-MIX ASPHALT SHOWN ON THE PLANS IS THE

 

  

 

 

 

  

  

               

 

 

 

 

 

 

 

 

 

 

 

 

 

4.  THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT:

MAT.

BEGINNING OF GROUND PREPARATION FOR THE PLACEMENT OF THE TURF REINFORCEMENT

MS. VE'NIECY PEARMAN-GREEN, AT 618-346-3313 AT LEAST FIVE BUSINESS DAYS PRIOR TO

16.  THE CONTRACTOR SHALL CONTACT THE DISTRICT'S GEOTECHNICAL ENGINEER,

DAY. NO OVERNIGHT TRENCHES WILL BE ALLOWED.

15.  TRENCHES DUG FOR THE PROPOSED HMA SHOULDERS 8" SHALL BE FILLED THE SAME

079-2444.

14.  THE MATERIAL TRANSFER DEVICE CAN OPERATE IN AN UNLOADED FASHION ON STR.

DOCUMENTED LOCATIONS OR AS DIRECTED IN THE PLANS. 

THERMOPLASTIC PAVEMENT MARKING SHALL BE PLACED AT THE EXISTING

AND STOP BARS.  AFTER COMPLETION OF HMA OVERLAY OPERATIONS THE PROPOSED

ALL EXISTING PAVEMENT MARKINGS AND LOCATIONS INCLUDING ALL LANE MARKINGS

13.  PRIOR TO THE MILLING OPERATIONS, THE RE/RT SHALL RECORD AND DOCUMENT

 

PAID FOR ACCORDING TO ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS.

ACCORDING TO SECTION 803 OF THE STANDARD SPECIFICATIONS.   THIS WORK SHALL BE 

AND IF THESE ITEMS REQUIRE LOCATING, THE CONTRACTOR SHALL BE DIRECTED TO DO SO 

LIMITS.  IF HIGHWAY LIGHTING AND/OR I.T.S. EXISTS WITHIN THE PROJECT LIMITS, 

AND/OR INTELLIGENT TRANSPORTATION SYSTEMS (I.T.S.) UTILITIES WITHIN THE PROJECT 

12.  THE RESIDENT ENGINEER SHALL VERIFY THE EXISTENCE OF HIGHWAY LIGHTING 

11.  THE CONTRACTOR SHALL PROVIDE POSITIVE AND ADEQUATE DRAINAGE AT ALL TIMES.

IN THE UNIT PRICE BID FOR THE ITEM OF WORK INITIATING THE DISTURBANCE.

ENGINEER.  THE COST FOR PERFORMING THIS WORK SHALL BE CONSIDERED INCLUDED

AS PER SECTION 250.04 OF THE STANDARD SPECIFICATIONS AND AS DIRECTED BY THE

REINFORCEMENT MAT SHALL BE SEEDED WITH CLASS 2A SEED, FERTILIZED AND MULCHED

10.  ALL DISTURBED EMBANKMENT AREAS EXCEPT THE LIMITS OF THE PROPOSED TURF

ITEMS.

SHALL BE INCLUDED IN THE CONTRACT TRAFFIC CONTROL AND PROTECTION PAY

TRAFFIC CONTROL DEVICES AS DEEMED NECESSARY BY THE RESIDENT ENGINEER

9.  ALL TRAFFIC CONTROL DEVICES AS HEREIN SPECIFIED AND ANY ADDITIONAL

 

BE PROTECTED WITH BARRICADES AND APPROPRIATE LIGHTING.

8.  ANY EXCAVATION OR DROP-OFF MORE THAN 3" AT THE EDGE OF PAVEMENT SHALL

 

BE 48" X 48" FLUORESCENT ORANGE.

INCLUDED IN THE TRAFFIC CONTROL PAY ITEMS.  ALL CONSTRUCTION SIGNS SHALL

THE PROJECT PLUS THE INTERSECTING SIDEROADS, AND WILL BE CONSIDERED

7.  'ROAD CONSTRUCTION AHEAD' SIGNS SHALL BE PLACED AT THE BEGINNING OF

6.  NO OVERNIGHT LANE CLOSURES WILL BE PERMITTED.

      

TURF REINFORCEMENT MAT DETAILS

RESURFACING, ENTRANCE, AND SIDEROAD DETAILS

SHOULDER AND PARTIAL DEPTH PATCHING DETAILS

SCHEDULES

TYPICAL SECTIONS 

LOCATION MAP

SUMMARY OF QUANTITIES

INDEX OF SHEETS, STANDARDS, GENERAL NOTES & COMMITMENTS

COVER SHEET
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861A 119RS-3 RANDOLPHLOCATION MAP 514
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SUBSTATION RD.

F
A

S
 
8
5
3

C
H
E
S
T

E
R
 
R

D
.

STA. 0+29 AH

STA. 988+00 BK =

STA. EQUATION

STA. 986+66

(647' E. of ~ RT. 4)

   BEGIN PROJECT
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. 
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6
8
2

FAS 859  STA. 29+71

SHAWNEETOWN TRAIL

STA. 76+18

TR 196A

GREFE RD.

STA. 75+65

TR 231

 RABE LN.

STA. 197+09

TR 267

PARADISE RD.

TR 267A STA. 195+50

STA. 271+83

CHESTER RD.

STA 333+77

BRIARHILL RD.  TR 287 

STA. 249+88

CHESTER RD. (S)

STA. 249+68

CHESTER RD. (N)

C1

C2

C3

C4

C5

C6

C7

C8

SEE SHEET NO. 14 FOR TURF REINFORCEMENT MAT DETAILS.

LOCATIONS AND DETAILS.

SEE SHEETS NO. 5 AND 12 FOR PROPOSED HMA SHOULDERS, 8"

STATIONING IS APPROXIMATE.

NOTES:

REINFORCEMENT MAT

PROPOSED TURF

2 COUNTY HIGHWAY

STA. 335+45

END PROJECT

PROPOSED HMA SHOULDERS, 8"

CN  DENOTES CURVE 

LEGEND:

SURMAN LN

TR 297

STA. 284+00 TO STA. 287+25

REINFORCEMENT MAT

PROPOSED TURF
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SHEET 1 OF 1 SHEETS STA.          TO STA.           

24'

~

1

12' 12'

3' 3'

‰ "/FT‰ "/FT

2

9' 9'

•"/FT

4'6'

•"/FT

4' 6'

11 116 13

STA.  11+45 TO STA. 334+65

410 7 813

~

1

12'

‰ "/FT

9'

483

LEGEND

12'

3'

‰ "/FT

9'

11 4

STA. 6+29 TO STA. 8+29

STA. 0+29 AH TO STA. 4+29

STA. 987+54 TO STA. 988+00 BK

10'

(SEE DETAIL AT RIGHT FOR AREAS WITH SHOULDER VARIATION)

STA. 0+29 AH TO STA. 11+45

STA. 986+66 TO STA. 988+00 BK

85

STA. 287+27 TO STA. 296+23  (CURVE 8)

STA. 273+32 TO STA. 287+27 RT

STA. 273+19 TO STA. 287+27 LT

STA. 245+34 TO STA. 254+98 LT (CURVE 7)

STA. 191+46 TO STA. 200+40 RT (CURVE 6)

STA. 172+63 TO STA. 181+91 RT (CURVE 5)

STA. 141+70 TO STA. 160+66 RT (CURVE 4)

STA. 100+22 TO STA. 109+27 LT (CURVE 3)

STA. 77+97 TO STA. 85+97 LT (CURVE 2)

STA. 22+92 TO STA. 33+61 LT (CURVE 1)

4'

26'

12'

‰ "/FT

9'4'

EXISTING 9"-6"-9" PCC PAVEMENT 

EXISTING HMA BASE COURSE WIDENING, 8" 

EXISTING HMA BASE COURSE WIDENING, 9"

EXISTING HMA SHOULDER, 8"

EXISTING AGGREGATE SHOULDERS, TYPE A, 8"

PROPOSED POLYMERIZED BITUMINOUS MATERIALS (TACK COAT))

PROPOSED BITUMINOUS MATERIALS (TACK COAT)

PROPOSED STRIP REFLECTIVE CRACK CONTROL TREATMENT 

PROPOSED PAVEMENT MARKING

1

2

3

4 EXISTING HMA RESURFACING, | 9" 

5

6

6

7

8

8 8

9 PROPOSED HMA BINDER COURSE, 2.25"

9

10 PROPOSED POLYMERIZED HMA SURFACE COURSE, MIX "D", N90 - 1.75"

11 PROPOSED HMA SHOULDERS, VARIES 1.75"

5 5

13

14

14 14 14

4" 1.75" (TYP.)

1092 13

1.75"

1313 714 1439 10

4"

14

7 81

- PROPOSED HMA SURFACE REMOVAL

- PROPOSED EXCAVATING AND GRADING EXISTING SHOULDER

12 PROPOSED HMA SHOULDERS, 8"

*

6

14

TYPICAL SECTION

TYPICAL SECTION

SHOULDER VARIATION (LEFT SIDE ONLY)

2' 2'

15 PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

15 15

12

*

HMA SHOULDERS, 8" SHALL BE PLACED AT THE STATIONS BELOW: 

4'

13 143 15 6

*

3'

12

*

4'

1314 3156

3'

3'-6"

6

3'-6"

15 15

HMA SHOULDERS 8"
TYPICAL SECTION

LOCATIONS AND PLACEMENT OF PROPOSED HMA SHOULDERS, 8".     

SEE THE SCHEDULE ON SHEET NO. 5 AND SHEET NO. 10 FOR DETAILS ON THE

NOTABLY IN THE VICINITY OF THE IL 150/4 INTERSECTION. 

CARE SHALL BE EXERCISED NOT TO MILL INTO THE EXISTING PCC PAVEMENT

NOTES:
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SHEET 1 OF 5 SHEETS STA.          TO STA.           

PATCHING SCHEDULE #1

LOCATION SIDE
LENGTH WIDTH

PAVEMENT PATCHING, 16"

TYPE II TYPE III TYPE IV

FOOT FOOT SQ YD SQ YD SQ YD

37+49 NB 6 12 8   

37+49 SB 6 12 8   

39+61 NB 6 12 8   

39+61 SB 6 12 8   

40+13 SB 10 12 14   

40+66 NB 6 12 8   

40+66 SB 12 12  16  

44+89 NB 6 12 8   

44+89 SB 6 12 8   

46+47 SB 6 12 8   

46+47 SB 6 12 8   

53+86 NB 6 12 8   

53+86 SB 6 12 8   

59+67 NB 6 12 8   

59+67 SB 6 12 8   

60+20 NB 10 12 14   

60+20 SB 8 12 11   

62+84 NB 10 12 14   

62+84 SB 10 12 14   

106+66 NB 12 12  16  

106+66 SB 12 12  16  

111+94 SB 10 12 14   

112+47 NB 6 12 8   

112+47 SB 6 12 8   

113+53 NB 6 12 8   

113+53 SB 6 12 8   

116+17 NB 10 12 14   

116+17 SB 10 12 14   

119+33 NB 50 12   67

119+86 SB 20 12   27

119+86 NB 30 12   40

120+92 SB 20 12   27

120+92 NB 15 12  20  

123+03 SB 15 12  20  

124+09 SB 50 12   67

125+14 SB 6 12 8   

126+20 SB 8 12 11   

128+31 SB 10 12 14   

128+31 NB 6 12 8   

128+84 SB 10 12 14   

128+84 NB 6 12 8   

129+89 NB 6 12 8   

129+89 SB 25 12   34

SUBTOTAL #1 316 88 262

PATCHING SCHEDULE #2

LOCATION SIDE
LENGTH WIDTH

PAVEMENT PATCHING, 16"

TYPE II TYPE III TYPE IV

FOOT FOOT SQ YD SQ YD SQ YD

131+48 SB 8 12 11   

135+70 SB 15 12  20  

151+01 SB 10 12 14   

163+16 NB 20 12   27

163+16 SB 40 12   54

172+66 SB 6 12 8   

181+64 SB 20 12   27

181+64 NB 12 12  16  

212+26 NB 15 12  20  

221+24 NB 50 12   67

233+38 NB 15 12  20  

233+91 NB 75 12   100

233+91 SB 20 12   27

234+97 NB 6 12 8   

238+66 NB 20 12   27

238+66 SB 20 12   27

272+98 SB 30 12   40

291+99 NB 50 6   34

298+85 SB 20 12   27

298+85 NB 15 12  20  

303+61 SB 6 12 8   

305+19 NB 6 12 8   

305+19 SB 6 12 8   

SUBTOTAL #2 65 96 457

SUBTOTALS 381 184 719

15% FOR ANTICIPATED FAILURES 58 28 108

TOTALS 439 212 827
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CLASS B PATCHING SCHEDULE              

              

              

              

   

   

        

   

SHEET 2 OF 5 SHEETS STA.          TO STA.           

CLASS B PATCHING SCHEDULE

LOCATION
SIDE

LENGTH WIDTH
CLASS B PAVEMENT PATCHING, 16"

SAW CUTS
1/2"

DOWEL BARS, 1

REINFORCEMENT

WELDED WIRE

3/4"

TIE BARS,

TYPE II TYPE III TYPE IV

STATION FOOT FOOT SQ YD SQ YD SQ YD FOOT EACH SQ YD EACH

986+66 NB 6 12 8   48 20

986+66 SB 20 12   27 76 20 27

0+29 SB 10 12 14   56 20  

0+50 SB 20 12   27 76 20 27

1+00 SB 20 12   27 76 20 27

1+25 NB 6 12 8   48 20  

3+94 SB 106 12   142 248 20 142 52

3+94 NB 100 12   134 236 20 134 49

7+11 NB 6 12 8   48 20  

7+11 SB 6 12 8   48 20  

7+64 NB 6 12 8   48 20  

7+64 SB 6 12 8   48 20  

9+22 NB 6 12 8   48 20  

9+22 SB 6 12 8   48 20  

9+75 NB 10 12 14   56 20  

9+75 SB 10 12 14   56 20  

11+33 SB 8 12 11   52 20  

12+39 NB 12 12  16  60 20 16

12+39 SB 12 12  16  60 20 16

12+92 SB 6 12 8   48 20

13+44 SB 8 12 11   52 20

13+97 SB 12 12  16  60 20 16

13+97 SB 6 12 8   48 20

15+03 SB 40 12   54 116 20 54 19

18+50 SB 12 12  16  60 20 16

SUBTOTAL 144 64 411 1820 500 475 120

15% FOR ANTICIPATED FAILURES 22 10 62 273 75 72 18

TOTAL 166 74 473 2093 575 547 138
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RESURFACING & SIDEROAD SCHEDULES              

              

              

              

   

   

        

   

SHEET 3 OF 5 SHEETS STA.          TO STA.           

RESURFACING SCHEDULE

LOCATION

WIDTH

ROADWAY

AVERAGE LENGTH AREA

REMOVAL - 4"

HMA SURFACE

COAT)

MATERIALS (TACK

BITUMINOUS

POLYMERIZED

COAT)

MATERIALS (TACK

BITUMINOUS

TREATMENT

CRACK CONTROL

STRIP REFLECTIVE

COURSE, 2.25"

BINDER

HMA 

COURSE, 1.75"

HMA SURFACE

POLYMERIZED HMA SOULDERS
SHOULDER, TYPE B

AGGREGATE WEDGE

LEFT RIGHT LEFT RIGHT

STATION TO STATION FOOT FOOT SQ YD SQ YD POUND POUND FOOT TON TON TON TON TON TON

986+51 TO 988+00 24 149 397.33 530 90 179 298 51 39 7 7 3 3

0+29 TO 4+29 24 400 1066.67 1423 240 480 800 135 105 18 18 8

4+29 TO 6+29 24 200 533.33 712 120 240 400 68 53 9 9 3 1

6+29 TO 8+29 24 200 533.33 712 120 240 400 68 53 9 9 4

8+29 TO 11+45 24 316 842.67 1124 190 380 632 107 83 14 14 6 6

11+45 TO 18+62 26 717 2071.33 2550 467 933 1434 261 203 14 14

18+62 TO 30+31 26 1169 3377.11 4157 760 1520 2338 426 331 22 22

30+31 TO 76+18 26 4587 13251.33 13252 2982 5964 9174 1670 1299 129 129

76+18 TO 157+49 26 8131 23489.56 23490 5286 10571 16262 2960 2302 228 228

157+49 TO 174+91 26 1742 5032.44 5033 1133 2265 3484 635 494 49 49

174+91 TO 197+09 26 2218 6407.56 6408 1442 2884 4436 808 628 63 63

197+09 TO 249+68 26 5259 15192.67 15193 3419 6837 10518 1915 1489 148 148

249+68 TO 271+83 26 2215 6398.89 6399 1440 2880 4430 807 628 63 63

271+83 TO 333+77 26 6194 17893.78 17894 4027 8053 12388 2255 1754 174 174

333+77 TO 335+75 26 198 572.00 572 129 258 396 73 57 6 6 6 6

SUBTOTAL 99449 21845 43684 67390 12239 9518 63 63 908 918

TOTAL 99449 21845 43684 67390 12239 9518 126 1826
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SHEET 4 OF SHEETS STA.          TO STA.           

SLOPE STABILIZATION SCHEDULE

SLOPE

LENGTH OF
AREA

MAT

REINFORCEMENT

TURF

CLASS 3A

SEEDING,

FERTILIZER NUTRIENTS

NITROGEN PHOSPHORUS POTASSIUM
STATION

FOOT SQ YD SQ YD ACRE POUND POUND POUND

284+00 27.0 76 76 0.02 1.8 1.8 1.8

284+25 27.8 78 78 0.02 1.8 1.8 1.8

284+50 28.4 79 79 0.02 1.8 1.8 1.8

284+75 28.8 80 80 0.02 1.8 1.8 1.8

285+00 28.9 79 79 0.02 1.8 1.8 1.8

285+25 27.7 78 78 0.02 1.8 1.8 1.8

285+50 28.6 80 80 0.02 1.8 1.8 1.8

285+75 29.1 82 82 0.02 1.8 1.8 1.8

286+00 29.6 83 83 0.02 1.8 1.8 1.8

286+25 29.9 84 84 0.02 1.8 1.8 1.8

286+50 30.5 83 83 0.02 1.8 1.8 1.8

286+75 29.0 81 81 0.02 1.8 1.8 1.8

287+00 29.1 80 80 0.02 1.8 1.8 1.8

287+25 28.3 *

TOTALS 1042 0.25 23 23 23

NOTE:  LENGTH OF SLOPE INCLUDES DITCH TO BE LINED.

*ANTICIPATED LIMIT:  ABOVE AREAS CALCULATED OVER 25' AT THE AVERAGE LENGTH OF SLOPE OVER THAT 25'.

10

HMA SHOULDER 8" SCHEDULE

LOCATION
SIDE SHOULDER

GRADING EXISTING

EXCAVATING AND HMA SHOULDERS, 8"

STRIPS 8"

RUMBLE

SHOULDER

LEFT RIGHT

STATION TO STATION UNIT SQ YD FOOT

CURVE 1 22+92 TO 33+61 LT 11 357 1069

CURVE 2 77+97 TO 85+97 LT 8 267 800

CURVE 3 100+22 TO 109+27 LT 10 302 905

CURVE 4 151+70 TO 160+66 RT 9 299 896

CURVE 5 172+63 TO 181+91 RT 10 310 928

CURVE 6 191+46 TO 200+40 RT 9 298 894

CURVE 7 245+34 TO 254+98 LT 10 322 964

TANGENT 273+19 TO 287+27 LT 15 470 1408

TANGENT 273+32 TO 287+27 RT 14 465 1395

CURVE 8 287+27 TO 296+23 LT/RT 9 299 299 1792

SUBTOTALS 105 2017 1671 11051

TOTALS 105 3688 11051
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LOCATION

THERMOPLASTIC PAVEMENT MARKING

REMOVAL

MARKER

PAVEMENT

RELFLECTIVE

RAISED

MARKERS

PAVEMENT

RELFLECTIVE

RAISED

MARKING

PAVEMENT

TERM

SHORT 

REMOVAL

MARKING

PAVEMENT

SHORT TERM4" 24"

EDGE LINE

SOLID WHITE

CENTERLINE

YELLOW

SKIP-DASH

LINE

SOLID YELLOW

STOP BARS

SOLID WHITE

STA. TO STA. FOOT FOOT FOOT EACH EACH FOOT SQ FT

986+66 TO 14+67 2880 360 24 18 18 288 96

14+67 TO 25+78 2222 278 1111 14 14 224 75

25+78 TO 31+60 1164 1164 7 7 118 39

31+60 TO 49+40 3560 445 1780 22 22 356 119

49+40 TO 78+23 5766 721 36 36 578 193

78+23 TO 87+99 1952 244 976 12 12 196 65

87+99 TO 88+73 148 19 1 1 16 5

88+73 TO 97+97 1848 231 12 12 186 62

97+97 TO 101+03 612 77 536 4 4 62 21

101+03 TO 111+75 2144 268 970 13 13 216 72

111+75 TO 122+45 2140 2140 13 13 214 71

122+45 TO 132+25 1960 245 980 12 12 196 65

132+25 TO 136+37 824 103 5 5 84 28

136+37 TO 142+20 1166 146 283 7 7 118 39

142+20 TO 146+14 788 99 5 5 80 27

146+14 TO 149+80 732 92 366 5 5 74 25

149+80 TO 152+18 476 476 3 3 48 16

152+18 TO 161+18 1800 225 900 11 11 180 60

161+18 TO 162+58 280 280 2 2 28 9

162+58 TO 172+68 2020 253 1010 13 13 202 67

172+68 TO 174+68 400 400 3 3 40 13

174+68 TO 182+43 1550 194 775 10 10 156 52

182+43 TO 191+98 1910 239 955 12 12 192 64

191+98 TO 192+83 170 170 1 1 18 6

192+83 TO 200+93 1620 203 810 10 10 162 54

200+93 TO 203+03 420 53 3 3 42 14

203+03 TO 211+43 1680 210 840 11 11 168 56

211+43 TO 213+50 414 52 3 3 42 14

213+50 TO 221+20 1540 193 770 10 10 154 51

221+20 TO 223+70 500 63 3 3 50 17

223+70 TO 232+25 1710 214 855 11 11 172 57

232+25 TO 242+20 1990 249 12 12 200 67

242+20 TO 253+70 2300 288 1150 14 14 230 77

253+70 TO 255+40 340 340 2 2 34 11

255+40 TO 263+25 1570 196 785 10 10 158 53

263+25 TO 264+45 240 240 2 2 24 8

264+45 TO 274+35 1980 248 990 12 12 198 66

274+35 TO 276+25 380 380 2 2 38 13

276+25 TO 283+20 1390 174 695 9 9 140 47

283+20 TO 287+00 760 760 5 5 76 25

287+00 TO 293+45 1290 161 645 8 8 130 43

293+45 TO 296+45 600 600 4 4 60 20

296+45 TO 307+00 2110 264 1055 13 13 212 71

307+00 TO 335+45 5690 711 36 36 570 190

SUB-TOTAL 67036 7511 26187 24 419 419 6730 2243

TOTAL 100734 24 419 419 6730 2243

PAVEMENT MARKING QUANTITIES.

A QUANTITIY OF TEMPORARY PAVEMENT MARKING HAS BEEN INCLUDED IN THE PLANS EQUAL TOO THE THERMOPLASTIC

STOP BARS AT THE INTERSECTION OF IL 150 AND IL 4 SHALL BE PLACED ADJACENT TO THE EXISTING STOP SIGNS.

REPLACEMENT DURING FINAL STRIPING OPERATIONS.

PRIOR TO HMA SURFACE REMOVAL, THE RESIDENT ENGINEER SHALL NOTE AND RECORD ALL NO PASSING ZONE LOCATIONS FOR 

NOTES:

PAVEMENT MARKING SCHEDULE
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SHEET 1 OF 1 SHEETS STA.          TO STA.           
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PLAN VIEW FOR STA. 273+19 TO STA. 277+63

STA. 287+27 TO STA. 296+23  LT & RT (CURVE 8)

STA. 273+32 TO STA. 287+27 RT

STA. 273+19 TO STA. 287+27 LT

STA. 245+34 TO STA. 254+98 LT (CURVE 7)

STA. 191+46 TO STA. 200+40 RT (CURVE 6)

STA. 172+63 TO STA. 181+91 RT (CURVE 5)

STA. 141+70 TO STA. 160+66 RT (CURVE 4)

STA. 100+22 TO STA. 109+27 LT (CURVE 3)

STA. 77+97 TO STA. 85+97 LT (CURVE 2)

STA. 22+92 TO STA. 33+61 LT (CURVE 1)

**

*3'

*3'

SHOULDERS, 8"

PROPOSED HMA 

SHOULDERS, 8"

PROPOSED HMA 

- PROPOSED EXCAVATING AND GRADING EXISTING SHOULDER

J

C
M

P

1
8
"

6" PVC

15" CMP

CMP

15"

A
G

G
 
5
3
.4

9
'

+
0
.0

0
 

P
E

HMA

 270+00 275+00

O&C 104.75'

+83.23 SIDE ST

PROPOSED HMA SHOULDERS, 8"

3
'

3
'

3
'

+
1
9

+
3
2

3
'

PROPOSED HMA SHOULDERS, 8" DETAIL

SHOULDERS IN TANGENT AREAS SHALL BE SLOPED AT 4%. 

**SLOPE SHALL BE THE SAME AS THE SUPERELEVATION RATE BUT NOT LESS THAN 4%.

BETWEEN PAVEMENT AND SHOULDER WILL NOT BE GREATER THAN 12%.

EXCEEDS 4%, THE SHOULDER SHALL BE SLOPED SO THAT THE ALGEBRAIC DIFFERENCE

SHOULDER SHALL BE SLOPED AT 4%.  WHEN THE SUPERELEVATION RATE OF THE PAVEMENT

*WHEN THE SUPERELEVATION RATE OF THE PAVEMENT IS BETWEEN 0% AND 4%, THE 

**



 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

NOT TO SCALE

V
A

R
I

E
S

9
"
 

&

4
"

SURFACE TRANSITION DETAIL

EXISTING CONCRETE PAVEMENT

ASPHALT SURFACE REMOVAL

SAW CUT INCLUDED IN HOT-MIX

BINDER COURSE, 2.25"

PROPOSED BINDER

SURFACE COURSE, 1.75"

PROPOSED HOT-MIX ASPHALT 

4
"

SURFACE REMOVAL, 4"

HOT-MIX ASPHALT 

S
T

A
.

13'

EXISTING HMA PAVEMENT

 

DIRECTION OF

HOT-MIX SURF. REMOVAL

CONCERNING THE USE OF THIS DETAIL

THE ENGINEER SHALL BE THE SOLE JUDGE

A PERPENDICULAR EDGE AS SHOWN IN THE DETAIL.

THEN A SAW CUT SHALL BE USED TO MANUFACTURE

WHEN MILLING OPERATIONS PRODUCE A ROUNDED EDGE,NOTE:

NOT TO SCALE

MILLING DETAIL

OF MILLING OPERATIONS)

SAW CUT (INCLUDED IN COST

MILLING OPERATIONS)

(REMOVAL INCLUDED IN

REMOVE BY UNIFORM CUT

 

SURFACE REMOVAL

HOT-MIX ASPHALT

EXISTING HMA

SURFACE

MILLING OPERATIONS

ROUNDED EDGE FROM

TEMP. RAMP
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PLAN VIEW

TYPICAL CROSS-SECTION

PROPOSED HMA SHOULDERS 8"
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3 
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O
 
1:
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ON THE TABLE BELOW:

AMERICAN GREEN P550 SPECIFICATIONS AND COMPLY WITH THE SPECIFICATIONS

THE TURF REINFORCEMENT MAT SHALL MEET OR EXCEED TENSAR NORTH 

 

EQUIPMENT, LABOR AND MATERIALS NECESSARY TO COMPLETE THE WORK.

YARD FOR "TURF REINFORCEMENT MAT" WHICH PRICE SHALL INCLUDE ALL

THIS WORK SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE PER SQUARE

MANUFACTURER'S SPECIFICATIONS AND THE STANDARD SPECIFICATIONS.

THE TURF REINFORCEMENT MAT SHALL BE INSTALLED ACCORDING TO THE

RESIDENT ENGINEER PRIOR TO PLACEMENT OF THE MAT. 

THE EXISTING DITCH SHALL BE REGRADED TO THE SATISFACTION OF THE

PLANS FOR USE AT THIS LOCATION. 

FERTILIZERS AND SEEDING, CLASS 3A HAVE BEEN INCLUDED IN THE CONTRACT

SPECIFICATIONS.   QUANTITIES FOR NITROGEN, PHOSPHORUS, AND POTASSIUM

RECOMMENDATIONS AND SECTIONS 250 AND 251 OF THE STANDARD 

THE GROUND SURFACE SHALL BE PREPARED ACCORDING TO MANUFACTURER

GEOTECHNICAL ENGINEER AND THE RESIDENT ENGINEER.

MAT ARE TO BE DETERMINED AT THE DISCRETION OF THE DISTRICT 

THE EXACT LIMITS OF SEEDING AND PLACEMENT OF TURF REINFORCEMENT

NOTES:

28.8%ASTM D6818ELONGATION-TD

1191.6 lbs./ft. (17.67 kN/m)ASTM D6818TENSILE STRENGTH-TD

366.3 oz-in. ASTM D1388STIFFNESS

100%ASTM D4355/1000 HRUV STABILITY

21.25 oz/sy (723 g/sm)ASTM 6566MASS/UNIT AREA

0.892 g/cmASTM D792DENSITY

0.72 in. (18.29 mm)ASTM D6525THICKNESS

TYPICALTEST METHODPROPERTY

3

E
X
I
S

T
I
N

G
 

R
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W

EXI
STI

NG 
R.

O.
W.
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8

REINFORCEMENT MAT

PROPOSED TURF

REINFORCEMENT MAT

PROPOSED TURF

SHOULDERS 8"

PROPOSED HMA 
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