1/30/2006

CONTRACT NO. 70483

Overhead serv'\ce‘k*E Kf/WeoTherheod
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clamps e 1.5 m (59

full length treated

3-#10 XLP cables 1n

Service disconnect a .
Control cabinet

13 (/) Galvanized
steel conduit.
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(59
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Grade

I g’/<\\<//
Mz

(18

Cast bronze clamp

16 mm x 2.4 m (3"x 8-0")
Copperclad ground rod

‘ 300 to 450
(12 to 18)

SERVICE POLE

NOTE: Flashing Beacon components
shall be installed per standard 880001.

Malleable fron condult

intervals

8 m (25" Class 5 service pole

19 (o

galvanized steel condult

Meter (if required)

Lighting / Flasher

#8 Bare copper wire

2 Pole,

3 wire, 30A. disconnect
switch, NEMA 3R, fused 30A.

FAP. TOTAL [SHEET
RTE. | SECTION COUNTY | SHEETS |~ NO.
323 | (45146 EDGAR 9 6

Fabricated aluminum cabinet minimum 24"h.x16"'w.x12""d.
Aluminum door with standard traffic signal
lock and key and 400x250x13 (22"x14"'x 1/2 ')

mounting board.

Photocell w/integral

’—Wge arrester

Flasher Module

15 amp circuit breaker.

Equipment

DISCONNECT SWITCH

ground bﬂ

Neutral bar
-
\EF g | — g

3 Position selector switch

/////////AQKNDfOFFfAUTO

30 A. 240V. Contactor,

_— 120V. operating colil

A, 30A., 2 pole branch c.b.
A, 20A., 2 pole branch c.b.

Terminal block

>L'gh+‘mg circuits

PHOTOCELL RELAY/FLASHER CONTROLLER

GENERAL NOTES
All equipment shall be U.L. Listed.

All dimensions are in milimeters unless
otherwise shown.

CONTROL INSTALLATION
SERVICE POLE MOUNTED

120/240V., 1 PHASE, 3 WIRE SERVICE
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