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m ii
i (1) COMED UNDERGROUND PRIMARY CABLE (BY OTHERS (9) New BoLLARDS
{ o EXACT LOCATION TO BE DETERMINED BY COMED).
{ W (10) 4” GRS CONDUIT EXTENDED Mij.5' AWAY FROM
; A COMED 25KVA PAD~MOUNTED TRANSFORMER, PRIMARY TRANSFORMER PAD FOR [TEM
! A TO 120/240V, SINGLE PHASE (BY OTHERS)
{ v SEE NOTES 1, 3, 5 AND UTILTY METER AND METER BASE. METER TO BE
! e SUPPLIED BY UTILITY COMPANY AND BASE TO BE
H 3 3-1/C#2 TYPE U.S.E. AND #2 GREEN TYPE U.S.E. GROUND POWER FURNISHED & INSTALLED BY CONTRACTOR PER o 1 2
@._ : i CABLES FROM UTILITY TRANSFORMER TO UTILITY METER IN ULTILITY REQUIRMENTS (SEE NOTE 4). e el S N
H - 2" GRS CONDUIT. THIS BAR IS EQUAL 7O 2”
m ; v @ 4'x6" CONCRETE STARRS. AT FULL SCALE (34X22).
: ©) (%) 1216 LOCAUZER EQUIPMENT SHELTER.
: s NEW DME ANTENNA
i /‘\ @ LOCALIZER CABLES TO LOCALIZER ANTENNA FOUNDATION. STA. 489498, 260° LT. G RUNWAY 15/33
H e
! " (6) NEW 8" THICK AGGREGATE PARKING/MAINTENANCE AREA.
* ] H e
& Ry 150 I 4' WIDE 6" THICK CRUSHED STONE WALKWAY TO LOCALIZER
€ : i ANTENNA (6” THICK
L Y (6" THICK).
: . (8) 4" GRS CONDUIT (SPARE), EXTENDED AND GAPPED MIN.
m ; 5 AWAY FROM TRANSFORMER PAD.
i .
STA, 489472, 260° RT.
¢ RUNWAY 15/33
NOTES
1. CONTRACTOR SHALL INSTALL CONCRETE PAD, CONDUITS AND GROUNDING ELECTRODES FOR
THE TRANSFORMER PER UTILITY COMPANY REQUIREMENTS. COST INCIDENTAL TO EQUIPMENT
LTER.

2,

I$ FMN$UT$§ECONFORMANCE TO SPECIFICATIONS, AN FAA REPRESENTATIVE MAY VISIT THE SITE

3. COMED 25 KVA PAD-MOUNTED TRANSFORMER, PRIMARY TO 120/240V, SINGLE PHASE (BY
OTHERS).

4. THE CONTRACTOR SHALL FURNISH AND INSTALL UTIUTY METER AND METER BASE PER UTILITY
REQUIREMENTS. COMED SHALL SUPPLY METER.

5. CONTRACTOR SHALL INSTALL (2) 4” GRS CONDUITS EXTENDED MINIMUM 5° AWAY FROM
TRANSFORMER PAD: 1 FOR PRIMARY POWER AND 1 SPARE,

AURORA, ILLINOIS
CONSTRUCT RUNWAY 33 ILS;
RELOCATE RUNWAY 9 LOCALIZER

6. CONTRACTOR SHALL INSTALL (1) 2" GRS CONDUIT FROM TRANSFORMER PAD TO UTILITY
METER FOR SECONDARY CABLES.

7. CONTRACTOR SHALL COORDINATE NEW ELECTRIC SERVICE FOR RUNWAY 33 LOCAIZER WITH
COMED. NEW ELECTRIC SERVICE SHALL BE 100A, 120/240V, 1-PHASE.

AURORA MUNICIPAL AIRPORT
RUNWAY 33 LOCALIZER/DME
SHELTER SITE PLAN
ARR-D-LOC33-C02
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