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SECTION A-A

BEARING ASSEMBLY

 3/4 ’’ } Threaded Stud

with flat washer &

hex nut. (4-Reqd.)
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Unit QuantityItem

FR-420

PEDESTRIAN BRIDGE OVER SINNISSIPPI DAM

Whiteside County

BEARING DETAILS Sheet 18 of 21

Elastomeric Bearing Assembly, Type I Each 8

ELEVATION AT MID-SPAN SUPPORT

TYPE I ELASTOMERIC EXPANSION BEARING DETAILS

3" 3"1 1/2 " 1 1/2 "

2" 2"2" 2"

1 
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2 
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~ W 24 x 76

Existing W 36 x 170

2 5/8 " x 9" x 1’-10" Base/Shim Plate

 9/16 " } hole (Typ.)

 1/8 " Elastomeric neoprene leveling pad

according to Art. 1052.02 of the

Standard Specifications. Cost

included with Elastomeric

Bearing Assembly, Type I.
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3 -  3/32 ’’ Steel Plates

4- Layers of  3/8 ’’

Elastomer (55 Durometer)

 

‘  1 1/2 " x 8" x 1’-2"

1" 2" 4" 1"2"4"

~ existing W 36 x 170
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 Bearing Assembly

2 5/8 " Base/Shim Plate

6" 6"

9 1/2 " 9 1/2 "1 1/2 " 1 1/2 "

1’-10"
A325 high strength bolts,

nuts, & washers.

~  9/16 "} holes for  1/2 "}

W 24 x 76
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Notes:

All steel plates shall conform to AASHTO M270 Grade 50W.

Calculated weight of structural steel (Plates, bolts, nuts and 

washers) is 1,220 pounds.

Revised 4/17/2006, TMM1
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