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STA. 5+84.00 TO STA. 20+00.00

STA. 5+84.00 TO STA. 20+00.00

 SLOPE: 4.0%  SLOPE: 4.0%

 SLOPE: 1.5% SLOPE: 1.5%

50’ & VAR. 50’ & VAR.

3’-0"

12’ & VAR. 12’ & VAR.

3’-0"

LEVELING BINDER (MACHINE METHOD),

IL-9.5FG, N50 (112 LBS/SQ YD)

AGGREGATE WEDGE SHOULDER,

TYPE B

HOT-MIX ASPHALT SURFACE COURSE,

MIX "C", N50 (168 LBS/SQ YD)

 SLOPE: 1.5%  SLOPE: 1.5%
SLOPE: V

AR.

 (M
AX. 9

%)

CH 19 (FICKLIN ROAD)

CH 19 (FICKLIN ROAD)

4

PLAN NOTE:

THE EXISTING SHOULDER SHALL BE BLADED IN ORDER TO REMOVE VEGETATION PRIOR

TO THE PLACEMENT OF THE HMA SAFETY EDGE. THIS WORK WILL BE MEASURED IN LINEAL

FEET (METERS) AND WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER FOOT (METER)

FOR "GRADING AND SHAPING SHOULDERS" AND NO ADDITIONAL COMPENSATION WILL BE

ALLOWED.

HOT-MIX ASPHALT SURFACE COURSE,

MIX "C", N50 (168 LBS/SQ YD)

EXISTING PAVEMENT

5" MAX. 30^

SAFETY EDGE

EXISTING SHOULDER

LEVELING BINDER (MACHINE METHOD),

IL-9.5FG, N50 (112 LBS/SQ YD)


