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TYPICAL CROSS SECTION - IL. RTE. 29 TYPICAL CROSS SECTION - IL. RTE. 29
STA. 665+40.92 TO STA. 690+40.92
TA. 602+10.93 TO STA. 665+40.92
:TA Sgc2>+4o 92 TO STA. ©98+40.92 STA. 698+40.92 TO STA. 732+50.94
LEGEND
()  EXISTING HMA SURFACE COURSE (VARIABLE DEPTH) (3)  PROPOSED HMA SURFACE REMOVAL , 2.25"
(@  EXISTING HMA BINDER COURSE (VARIABLE DEPTH) (14  PROPOSED HMA SURFACE COURSE, MIX. C N50 15"
(3@  EXISTING P.C.C. PAVEMENT 9"-6'-9" (49  PROPOSED HMA SURFACE COURSE, MIX. D N70 L5
(@)  EXISTING HMA BASE COURSE WIDENING (VARIABLE DEPTH) (15 PROPOSED LEVELING BINDER (MACHINE METHOD), IL-9.5 N50 0.75"
EXISTING REFLECTIVE CRACK CONTROL TREATMENT (5)  PROPOSED LEVELING BINDER (MACHINE METHOD), IL-9.5 N70  0.75"
(5)  EXISTING GRANULAR OR BASE COURSE, TYPE A 9 (e PROPOSED HMA SHOULDERS, 6.5
(6) EXISTING SUBBASE GRANULAR MATERIAL, TYPE A (VARIABLE DEPTH) (1) PROPOSED AGGREGATE SHOULDER, TYPE B
(?)  EXISTING AGGREGATE SHOULDER PROPOSED PAVED SHOULDER REMOVAL
EXISTING BITUMINOUS SHOULDER PROPOSED EXCAVATING AND GRADING SHOULDER
(3  EXISTING CONCRETE GUTTER, TYPE A OR TYPE B
EXISTING CONCRETE CURB & GUTTER, TYPE 5
()  EXISTING CONCRETE CURB & GUTTER, TYPE 7
@2  EXISTING CONCRETE MEDIAN
(@3 PROPOSED HMA SURFACE REMOVAL (VARIABLE DEPTH)
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