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STRIPE

~ MAINLINE ROUTE

EXISTING R.O.W. LINE

STRIPE

BEGIN OR END

ENTRANCE DIRECTLY

ACROSS FROM

RADIUS POINT (TYP.)

EDGE OF

BITUMINOUS

RESURFACING

RADIUS

POINT

RADIUS

POINT

STRIPE

EDGE OF BITUMINOUS

RESURFACING

SLOPE SAME AS ADJACENT MAINLINE

SHOULDER (MAX. 1" PER FT.)

INCIDENTAL BITUMINOUS SURFACING

SHALL BE THE SAME THICKNESS AS THE

ADJACENT BITUMINOUS RESURFACING

AGGREGATE BASE COURSE, TYPE B

SEE GENERAL NOTE #2

GENERAL NOTES

PROFILE

PLAN

SIDE ROAD ENTRANCE AT 4200E

STATION 1450+30.00 LT.
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PRIVATE ENTRANCE, MAILBOX TURNOUT, OR SIDEROAD
(BITUMINOUS OR OIL & CHIP)

STRIPE

EDGE OF BITUMINOUS

RESURFACING 1  1/2 "

REFER TO SCHEDULE FOR DISTANCE

EXISTING BITUMINOUS

OR OIL & CHIP

INCIDENTAL BITUMINOUS

SURFACE (168 LBS/SQ YD)

BITUMINOUS SURFACE

REMOVAL (SPECIAL)

NOTE: THE INCIDENTAL BITUMINOUS SURFACING

      IS INTENDED TO RESURFACE THE EXISTING

      ENTRANCES OR MAILBOX TURNOUTS IN THEIR

      ENTIRETY. THE EXISTING SIDEROADS SHOULD 

      BE RESURFACED TO MAINTAIN THEIR CURRENT

      RADII.

2’ (0.6 m)

BEYOND RADIUS

1. THE EXISTING SURFACE SHALL BE PREPARED IN

   ACCORDANCE WITH SECTION 408 OF THE STANDARD

   SPECIFICATIONS.

 

2. AGGREGATE BASE COURSE, TYPE B, 6" (150 mm) MIN.

   MATERIAL SHALL BE USED TO RECONSTRUCT

   ANY EXISTING RETURN.

 

3. THE AGGREGATE BASE COURSE SHALL BE CONSTRUCTED

   1’ (0.3 m) WIDER THAN THE SURFACE DIMENSIONS AS

   SHOWN ABOVE.

 

4. ANY NECESSARY WORK BEHIND THE INCIDENTAL 

   BITUMINOUS SURFACING SHALL BE AS SHOWN IN

   THE PLANS AND/OR AS DIRECTED BY THE ENGINEER.

EXISTING PAVEMENT

TO BE REMOVED


