
SECTION COUNTY

ILLINOIS FED. AID PROJECT

 74    MCLEAN   46  38 

TOTAL

SHEETS

SHEET

NO.RTE.

     (57-22B-1)BR     

CONTRACT NO. 70721

STA.            TO STA.            SCALE:          

F.A.I 

SHEET NO.  2  OF  4  SHEETS

G

Pavement

set in non-shrink

BRIDGE APPROACH PAVEMENT CONNECTOR (PCC)

Existing Shoulder

Existing PCC Pavement

Constr. Jt. skewed as

Bridge Appr. Pavt.

G

G
Appr. Pavt.

G

Existing Shoulder SECTION G-G - FLEXIBLE PAVEMENT

BRIDGE APPROACH PAVEMENT CONNECTOR (FLEXIBLE)

t

t

EXISTING CONSTRUCTION

D

D

Exist. Subbase

Match Existing Subbase

D

D

E

E

E

E

CC

C

Existing PCCProposed PCC

Connector Pavt.

Proposed

Bridge 

Appr. Pavt.

Proposed

Bridge Pavt. Connector Pavement

Proposed Flexible Existing Flexible

C

Existing Shoulder

 Preformed Joint Seal

     min.

SECTION G-G - RIGID PAVEMENT

}

}

Pay limit of Bridge

Approach Pavement

*

Pay limit of Bridge

Approach Pavement

*
Existing

Flexible

Pavement

P
a
y

 W
i
d

t
h

 o
f
 f

l
e
x

i
b

l
e
 b

r
i
d

g
e

a
p

p
r
o

a
c
h

 p
a
v

e
m

e
n

t
 c

o
n

n
e
c
t
o

r

   (typ.)

a
p

p
r
o

a
c
h

 p
a
v

e
m

e
n

t
 c

o
n

n
e
c
t
o

r

P
a
y

 W
i
d

t
h

 o
f
 p

c
c
 b

r
i
d

g
e

Bituminous

concrete

Tie bars

Sawed Joint

See DETAIL B

Longitudinal Sawed Joint

Sawed Joint

See DETAIL B

Longitudinal Sawed Joint or

Longitudinal Construction Joint

6’-0" min.

(1.8 m)

(50)

2

9

(2
3
0
)

No. 10 x 18 (No. 32 x 460)

tie bars at 12 (300) cts.

9 (23
0)

1
0

(2
5
0
)

4

(102)

12

(300)

24

(600)

No. 10 x 18 (No. 32 x 460)

grout at 12 (300) cts.

1
0

(2
5
0
)

 1/
4 

(6
)

     min.24

(600)

6’-0" min.

(1.8 m)  2 (typ.)

(50)

  

 

   

 

 

 

   

 

 
BRIDGE APPROACH PAVEMENT DETAIL


